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Why you should use the services of a SAIDSA member 
It is important to realise that when a security system is purchased, an ongoing relationship is 
entered into between the purchaser and the security company concerned.  The security company 
must have an infrastructure and the required expertise to support the relationship continuously.
All companies listed on SAIDSA’s Approved Register have complied in every way with very 
stringent standards that have been laid down by SAIDSA in regard to control rooms, installations 
and reaction services and are continuously inspected to ensure continued compliance.
A complaint against an approved service provider will be investigated by the Executive 
Committee of SAIDSA and, if not satisfactorily resolved, the member may be removed from the 
Register.
SAIDSA appeals to all members of the public, commerce and industry to consider the importance 
of selecting a reputable SAIDSA member company. This Register of Service Providers has been 
compiled to assist in making the right choice and is available to all interested parties. 

The benefi ts to the public of the Register are that the companies:
 Have been vetted, are experienced and conform to acceptable standards.
 Have a minimum number of employees and the infrastructure to support their operation.
 Off er a 24-hour contact and repair service throughout the year.
 Use a Control Room that is properly constructed and supported as described in SAIDSA’s 
 By-law 1 or 6.
 Are capable and willing to install to the recommended standards laid down in SAIDSA’s 
 By-law 5 or 9. 
 Are capable and willing to use or provide Reaction Services as prescribed in SAIDSA’s 
 By-law 3.
 Have the Required number of trained SAIDSA Certifi ed Technicians in their employ.

The offi  cial register is continually updated at the SAIDSA Head Offi  ce. Should you wish to confi rm 
that a company is approved, contact SAIDSA on (011) 845-4870 or Fax (011) 845-4850 or Email 
saidsa@mweb.co.za. Member listings are also updated on our website:   www.saidsa.co.za

Membership
SAIDSA attempts to meet its commitments to the public interest by:

 Establishing a minimum eligibility standard for membership.
 Inspecting the adequacy of the facilities available to provide service.
 Examining the extent of fi nancial risk to contain insolvency, i.e. credit rating.

Explanatory notes on membership
It should be appreciated that within the fi eld of electronic security there are several disciplines viz. 
installing, repair and maintenance, monitoring and armed reaction. While some companies are 
engaged in all the disciplines, some may specialise in only one or two of these disciplines and it is 
therefore necessary to clearly defi ne, for users of this booklet, a guideline.
To this end, a short explanation of each category of membership, defi ning the business in which 
the member company would be engaged in, is given below.

Who is SAIDSA?
The South African Intruder Detection Services Association (SAIDSA) is an association of 
service providers of security systems, ranging from basic alarms to sophisticated electronic Intruder 
detection systems, CCTV, Electric Fencing and Vehicle Tracking and Recovery, incorporating signal 
monitoring as well as the provision of Armed Reaction services. SAIDSA is regarded as the 
“Watchdog” of this segment of the industry and has the interests of both its members and the 
public at heart, continuously monitoring crime trends and technological advances in the electronic 
security sector and adapting to these changes.
SAIDSA is the representative employer body for the industry in South Africa. The objectives of the 
Association include a continuous evaluation of the development and the adequacy of skills in the 
industry. The objective of SAIDSA is to upgrade the quality and standards of electronic security in 
South Africa and to protect the public from unscrupulous, “fl y-by-night” operators. 

Corporate Members
This category of membership is reserved for those companies that install, repair and maintain 
alarm systems and, in addition, operate an in-house monitoring service.  Such a company is 
required to have, in its own employ, a specifi c number of technical staff , in order to facilitate a 
24-hour repair service. 
Its Central Station, which carries out the monitoring function, must comply with SAIDSA’s 
By-Law 1 (Alarm monitoring) and/or By-Law 6 (CCTV off -site monitoring) which prescribes the 
standard of construction, equipment and operation for Control Rooms.
In addition, a Corporate Member may also operate its own in-house armed reaction service and in 
such an instance this must comply with SAIDSA’s By-Law 3.

Associate Members
This category of membership refers to those member companies which install, repair and maintain 
security systems, but who may not operate an in-house monitoring or reaction service.  Such a 
company will facilitate a monitoring or reaction service for its clients through an Approved Control 
Room service provider and/or armed reaction service provider.

Central Station Providers
This category of membership refers to a company which provides a monitoring service, largely 
to those companies which do not operate an in-house monitoring facility.

Reaction Service Members
The Reaction Service Member provides armed reaction. Due to the fact that a company operating 
an armed reaction service is restricted to specifi c geographic areas of operation, such members 
tend to be localised and will off er their services to other member companies and members of the 
public.

Affi  liate Members
This membership category caters for those companies engaged in the supply of electronic 
equipment to the industry. Such members do not install, monitor or engage in armed reaction.

Special Services Members
This membership category caters for members who operate a specialised security service and who 
are off ering, to members of the public, a valuable and important service of an extremely danger-
ous nature. Specialised Services for the purpose of this by-law will include all armed 
reaction services not covered by Bylaw 3, and shall include the following services: Assets in Transit 
Services, Bank Security, Close Protection Services (where vehicles are used), Surveillance Services 
(where vehicles are used), or any other security service involving the use of vehicles and such 
service does not fall within the ambit of By-law 3.

Asset Tracking and Recovery Members 
This membership category caters for the tracking and/or recovery of assets that are not 
stationary or positioned at a fi xed address.

Support Services Members
A Support Services member of SAIDSA is one who is not actively involved in the active disciplines 
covered by SAIDSA but whose business activity is concerned with the supply of supporting 
services to SAIDSA members. 

National Members
A company that complies with the membership criteria specifi ed under Corporate membership, but 
where at least the installation and/or repair of intruder systems and the armed reaction service so 
delivered are operated from within all the provinces of South Africa.  
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SAIDSA Code of Conduct
 
 As a member of SAIDSA I undertake to:

  Conform and abide by the Constitution and By-Laws of the Association   
 and fulfi l the requirements as laid down in the PSIRA Act.
 Act with integrity, dedication and responsibility at all times, uphold 
 standards and avoid any action contrary to the public interest that would   
 bring the Association for the Industry into disrepute.
   Decline to act in a professional capacity unless capable, qualifi ed and   
  competent to do so.
   To support improvements to the law and administration, and to promote   
  benefi cial legislation or other measures aff ecting the Association and the   
  security industry.

Useful Information
 Batteries, transformers, control panels, Radio transmitters and   
 Antennas should never be placed in ceiling voids or any other   
 areas where extreme heat or cold is present. SAIDSA Bylaws   
 prohibit this practice.  
 Always have your system checked regularly to avoid battery 
 failure. 
 Ensure that your transformer is plugged in and switched on at all  
 times.
 Outdoor detector lenses are susceptable to cracks caused by   
 extreme heat or cold and should be checked regularly.

By having your system checked and maintained on a regular 
basis you can avoid the effects of sudden device failure.

Maintaining your Intruder 
Alarm System



 9South African Intruder Detection Services Association - 2021 8 South African Intruder Detection Services Association - 2021

Picture Perfect

By testing the integrity of a system, we can 
reveal any weaknesses.
When it comes to crime combating, too many 
systems have just been "installed" without 
taking into consideration the correct cameras 
to be used, their distance calculations, the 
available lighting on the site, the consistency of 
that lighting, the size of the area or what the 
customer needs. When it comes to conviction 
of the perpetrator, these images are seldom 
suitable.

There are a number of 
factors to be taken into 
account when 
designing a system, some 
of these being quality, 
which is usually linked 
to the budget available 
and how many areas are 
to be viewed, and may 
determine the quantity 
and type of cameras to 
be installed, as well as 
lighting.

It must always be re-
membered that the more 

cameras we have and the higher the quality 
required, the bigger the storage needed to 
retain the video footage. However, it should 
also be noted that poor quality images 
containing a lot of noise and very busy scenes 
can also put a strain on your available storage 
space.

The video management system or analytics 
software must be taken into account as well.

Everything about CCTV and Video 
surveillance revolves purely around an 
image. What we do with that image 
and what we expect to see will depend 
entirely on the quality and size of that 
image.

We can install the highest available quality 
in cameras but unless we are seeing what 
we need to see, the system will be use-
less. In other words, the system needs to 
be "fi t for purpose".

The design of an 
eff ective video 
surveillance system 
plays an important 
role in the protection 
of people and assets 
as well as proactive 
and reactive 
crime-fi ghting. 
Therefore, the 
equipment, controls 
and systems utilized in 
this design must fulfi ll 
very specifi c functions.

If we look at equipment – there are a vast 
number of systems currently available, 
but not all of them fulfi ll the required 
criteria and are thus susceptible to 
penetration. These functions must be 
tested and evaluated to determine their 
individual capabilities as well as the 
integrity of the integrated security system 
as a whole.

This sounds all very logical, but in most 
cases, systems are only tested after 
implementation and normally by criminal 
elements, and then it is too late. 

The biggest downfall in Video Surveillance is the poor quality 
of images being produced for the purpose of crime-fi ghting. 
The effectiveness of a system is directly proportional to it’s 

Operational Requirement (OR).

‘‘The design of an 
effective video 

surveillance 
system plays an 
important role in 
the protection of 

people and assets 
as well as 

proactive and 
reactive 
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Getting the most out of your 
Intruder alarm system

A question regularly asked of the security industry is:  
“What can I expect from a security system?”  

Fortunately the answer is not complicated and, once answered, 
a prospective buyer should be able to choose and appraise 

a system with confi dence.  The system not only refers to the physical 
system but also to the monitoring of the system.

Most individuals, companies or organisations that have goods, personnel or off er a service 
need alarm protection.  This will include private users, commercial, retail, fi nancial establishments, 
manufacturers and state departments. Insurance companies indirectly need security systems to 
minimise their risk.  Direct and indirect users of security systems should expect the system to 
satisfy a number of requirements.  

 A security system is expected to minimise the risk of  
 loss and damage to property and in the event of 
 personal attack be able to alert a third party so that  
 the person under attack can be assisted. The system  
 is designed to detect and deter, but can never 
 guarantee against intrusion.
 The system must be designed, in conjunction with  
 the client, by a consultant who is well trained in risk  
 assessment.  He must be able to advise and design  
 a suitable system by taking cognisance of the risk,  
 the environment and the capability of the user.  
 The equipment and the installation must be of a very  
 high standard as shoddy equipment and installation  
 can result in malfunctions and false alarms.
 Security systems may have to operate under extreme temperature changes, dusty 
 environments and in very hostile conditions.  The system is often subjected to 
 considerable wear and tear. In many instances door contacts are operated frequently  
 during the day.  
 The system is also in many instances, certainly in the commercial sector, required to 
 operate 24 hours a day. A high standard of maintenance must therefore be expected  
 by the user. If there is any malfunction that is not rectifi ed quickly and effi  ciently the  
 protection will be jeopardised.
 The security system is only as good as the response that it will generate. The user 
 must therefore expect, if the system is monitored by a control room, to have 
 information and instructions passed on with a minimum delay to responsible parties.
   
It is very important to note, however, that a security system forms part of the total protection 
and must not be seen to be a replacement for personnel and physical protection.  The system, in 
conjunction with the other security measures, must improve the total security.  Do not expect the 
responsibility of good security management to be replaced by a security system.  It is the user’s 
responsibility to check the system and ensure that it is operated correctly.

Security systems have previously been considered by many to be an unnecessary expense, 
perhaps a “grudge buy”.  Fortunately, this attitude has changed and security systems are accepted 
as being a fundamental requirement for the protection of businesses, possessions and personnel.  
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Reducing False Alarms 
and Non-Activations

False alarms or nuisance alarms are alarm activations that occur when there 
is no danger to life or property but can create major problems for businesses, 

private individuals and security companies. Non-activations on the other 
hand can occur when a system is not correctly installed or incorrect 

operation prevents the system from activating.
False alarms are not just a constant annoyance but are a real threat to the security of homes and 
businesses – not to mention the threat they pose to the alarm industry. Customers are needlessly 
woken up in the early hours – which doesn’t endear them to their neighbours, who are also disturbed. 
   Finally, the alarm response provider could suff er from the misconception that the alarm is a waste 
of time, lulling the responding security offi  cers into a false sense of security. 
   Fewer false alarms mean faster response times. False alarms can also strain relations between 
customers and service providers. This costs time and money in repeated call-outs and wastes 
response offi  cers’ time which could be better spent responding to genuine alarms. Steps should be 
taken to identify the causes of false alarms. 

 Incorrect detector used for the application.
 Insuffi  cient coverage of the area.
 Incorrect placement of the detector.
 Radio antennas incorrectly mounted, touching or too close to metal objects in 
 cupboards e.g golfclubs, coat hangers, safes etc.
 Placement of boxes or stock in front of detectors in warehouses, storerooms or 
 supermarkets.
 Adding or moving of partitions, furniture or plants in front of detectors.
 Hanging signage being placed in front of a detector in a retail store.
 Incorrect mounting height of detector.
 Background temperature of area higher than human body temperature.
 Dirty or cracked lenses in detectors.

 Draughts caused by air-conditioners, fans, heaters, open or broken windows.
 Birds, insects, rodents or pets in close proximity to detector.
 Vibrations caused by heavy machinery.
 Refl ections from windows, mirrors, swimming pools, ponds or water features.
 Doors that don’t close securely.
 Detectors not mounted securely with screws.
 Direct sunlight on detectors
 Damaged or old sensors.
 Constant AC power failure.
 Incorrect voltage to detectors due to damaged batteries.
 Insects inside PIRs due to cable entry points not being sealed. 
 Poor quality or poorly installed detectors.
 Wiring joints not soldered and insulated.
 Dirty or cracked lenses in detectors.

POSSIBLE CAUSES OF FALSE ALARMS

POSSIBLE CAUSES OF NON-ACTIVATIONS
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What is jamming?
Radio jamming is the transmission of radio 
signals that disrupt communications by 
decreasing the signal-to-noise ratio. 
A transmitter, tuned to the same frequency as 
the opponents’ receiving equipment and with 
the same type of modulation, can, with enough 
power, override any signal at the receiver. 
Jamming is a common occurrence world-wide and 
not something new.

How the Security Industry is 
affected by the use of jammers
Jamming can interfere with various types of wireless equipment including the alarm panel, 
detectors and the radio or GSM equipment reporting to the control room. It can prevent a 
wireless detector from transmitting a signal to the control panel or prevent an alarm panel from 
transmitting a detected signal to the control room. 
It is used increasingly during hi-jackings to block the GPS positioning signals and GSM tracking, 
and is commmonly used by criminals to prevent vehicle remote locking systems from activating, 
allowing undetected and unforced entry into a vehicle.
Wireless video systems can also be at risk due to Wi-fi  links being blocked during criminal 
activity.

Which frequencies are mostly at risk?
When jamming occurs in wireless alarm systems, it mostly eff ects systems using the 433MHz 
“open” band equipment. These frequencies are legal unlicenced short range open frequencies 
and may be used by anyone. This is the most populated and overcrowded frequency worldwide 
and is commonly used in gate and garage door automation, panic transmitters, geyser limiting, 
baby monitors, remote controlled toys and many wireless alarm systems.
Due to the 100% duty cycle allowed and no limits on channel spacing, it will allow jamming 
without interruption of the signal.
Jamming of GSM transmitters are more complex and there are many custom built jammers 
available that will jam multiple cellular frequencies.
It should be noted that no equipment is totally immune from jamming. With the right 
equipment and power levels, any radio-based system can be jammed. The question is, what 
type of equipment is generally available (although illegal) to the general public or criminals to 
carry out such an act.

Industry Solutions and SAIDSA recommendations
1. The most eff ective solution to jamming in GSM equipment is the use of Dual Monotoring. This 
has been part of SAIDSA’s installation bylaws for many years. Dual monitoring employs the use 
of two diff erent transmission technologies in two separate units.
2. Where wireless alarm systems are installed, always use a combination of hard-wired and 

Frequency Jamming in 
Security Systems

Radio jamming has become a real threat to the security industry worldwide 
and is becoming a common crime trend. End-users and technicians need 

to be aware of the telltale signs of jamming and counteract them 
accordingly. Once detected, it is relatively simple to 

reduce the threat or remove it altogether.
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wireless devices. Jammers cannot aff ect the hard-wired part of the system. All control devices and 
repeaters should always be protected by hard-wired devices.

3. The preferred frequency for wireless alarm systems is the 868MHz band. It is a much cleaner 
band and to date no incidences of jamming on this frequency have been detected.
It is the CE standard also used in SA and specifi cally allocated to “Alarms in general”. 
It is recommended by the CE standard for exclusive use by alarms and not shared by other 
services and devices. Alarm equipment in this sub-band may use a maximum of 10mW power 
with <1% duty cycle and must follow a 25kHz channel spacing. The use of anti-jamming 
techniques are not available in the 433MHz band, but in the 868MHz band manufacturers have 
access to two versions of improving data transfer, frequency-hopping spread-spectrum (FHSS) 
and direct-sequence spread-spectrum (DSSS). Some alarm equipment manufacturers already 
make use of these technologies for wireless equipment in their range of products. FHHS and 
DSSS have been proven to be highly immune to jamming.

4. The use of unique licenced frequencies are also less susceptable to jamming.
5. The use of 2-way communications between the control panel and peripherals will allow a 
successful transmission to be acknowledged.
6. Device networking forming mini repeaters such as mesh technology in industrial systems may 
also ensure more successful signal transmission.
7. Where the control panel allows, jamming detection should always be switched on.

SAIDSA BY-LAW  A
SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

ADMINISTRATIVE BYLAW
February 2019 - Version 1.2

This By-Law deals with the administration of the Organisation, application procedures, membership cat-
egories and other matters relating to the day to day operation of the Organisation, and must be read in 
conjunction with the Constitution. 
 
1. DEFINITIONS 
1.1 “Affi liate Discipline” means a Member of SAIDSA as defi ned in the section relating to 
 membership; 
1.2 “Armed Reaction Service Discipline” means a Member of SAIDSA as defi ned in the  
 section relating to membership; 
1.3       “Asset Tracking Discipline” means a member of SAIDSA as defi ned in the section 
 relating to membership. 
1.4       “SAIDSA” means the South African Intruder Detection Services Association; 
1.5  “Associate Discipline” means a Member of SAIDSA as defi ned in the section relating to  
 membership; 
1.6      “Category” means the class of membership of a Member depending on the disciplines a  
 member is approved for. 
1.7     “Control Centre Discipline” means a Member of SAIDSA as defi ned in the sections 
 relating to membership; 
1.8         “Constitution” means the Constitution of SAIDSA; 
1.9        “Corporate Discipline” means a Member of SAIDSA as defi ned in the sections relating  
 to membership; 
1.10     “Discipline” means the service the Member is approved for i.e. control room operator,  
 reaction service provider, installer or manufacturer/distributor. 
1.11      “Intruder Detection Systems” or “System” means any mechanical or electronic 
 security installation designed and intended to detect and signal and/or record unauthorised  
 entry or unauthorized removal of an asset by a person or object into or from a building or  
 on any asset monitored by such system; 
1.12     “Levies” shall have the meaning as described in clause 18.6; 
1.13     “Member” shall have the meaning as defi ned in the Constitution including having a   
 unique registration and PSIRA number;  
1.14     “National member” means a member of SAIDSA as defi ned in the section relating to
              Membership. 
1.15     “Recovery Service Discipline” means a member of SAIDSA as defi ned in the section  

BY-LAW
 NO. A

 relating to Membership. 
1.16      “Subscription” shall mean the annual membership fees; 
1.17.    “Support Services Discipline” means a member of SAIDSA as defi ned in the section  
 relating to membership. 
1.18     “Specialised Services Member” means a member of SAIDSA as defi ned in the section  
 relating to membership.
1.19     “Employer Organisation” means SAIDSA. 
1.20      “Term” shall mean 2 consecutive years. 
 
2. MEMBERSHIP 
2.1      The criteria to determine membership shall be interpreted to ensure that the Members of  
 SAIDSA are established businesses that off er consistent service of a high standard to 
 persons making use of the service provided in the Industry. 
2.2      To this end, the criteria determining membership shall not be interpreted to discriminate  
 against any Applicant for membership or Member for any arbitrary reason.  In particular, 
 no section of this Constitution shall be interpreted to discriminate against eligibility for  
 membership based on race or sex or creed or religion. 
2.3      Membership of SAIDSA will consist of the following disciplines: Corporate, Asset 
 Tracking Service, Reaction Service, Asset Recovery, Associate, Control Central Operator, 
 Affi  liate, Specialised Services, Support Service and National membership based on the  
 services that the Member perform and the qualifi cation criteria that the Member satisfy.  
2.4 A Member holding a particular discipline of membership may on application to the 
 Executive Committee, from time to time where it is appropriate, apply for a change in the  
 Member’s discipline and category of membership in the event that the Member’s 
 circumstances have changed.  
2.5      The Executive Committee may reclassify existing Members of SAIDSA in the event that they  
 fail to meet the criteria required for the particular discipline or category, or in the event  
 that they fail to continue to meet the criteria applicable to the discipline in respect of which  
 they hold membership. 
2.6      Should an existing Member cease to fully comply with the criteria required for its membership  
 in a particular category or discipline of SAIDSA, the onus shall be on the Member to notify  
 SAIDSA in writing of such change, in order to enable the Executive Committee to reconsider  
 the category or discipline of membership of that Member.  
 A failure to advise SAIDSA of any such change may result in the expulsion of the Member  
 from SAIDSA. 
2.7     Should any Member, after his admission to SAIDSA, not fully meet the criteria for 
 membership, the Executive Committee shall give that Member a period of time, not more  
 than 14 (fourteen) days, to comply with such criteria failing which, the Member may be  
 expelled from SAIDSA following a disciplinary hearing as provided for in clause 6 of the  
 Constitution. The Executive Committee may extend the period mentioned above through a  
 special resolution. 
2.8      All applications for membership of SAIDSA or change in the category or discipline of 
 membership of SAIDSA shall be made in writing to the appointed Offi  cer of SAIDSA on  
 the form provided.  Such application will contain the category and/or discipline applied for,  
 full details of the nature of the operation, and a motivation of the reasons why the 
 Applicant qualifi es for the category and/or discipline applied for, with due reference to the  
 qualifi cation requirements of the Constitution and the by-laws applicable from time to time.  
2.9     An Applicant upon applying for membership of SAIDSA, shall provide the relevant 
 information and authority for SAIDSA to obtain a credit reference. At least two trade 
 references and a bank reference must be supplied by an Applicant for membership to  
 SAIDSA. By making the application, the Applicant shall be deemed to have authorised SAIDSA  
 in so far as it is required to conduct a credit reference assessment of the Applicant’s fi nancial  
 standing.  
2.10    All Applicants for membership will be obliged to sign a declaration to the eff ect that the  
 directors, members or principals of the Applicant do not have a criminal record excluding  
 minor off ences such as traffi  c off ences, and that the directors, members or principals of  
 the Applicant have never been declared insolvent or controlled businesses that have been  
 placed into liquidation or under judicial management. However, the latter will not 
 necessarily be a reason for disqualifi cation. 
2.11    All Applicants shall be subject to an inspection by a person appointed by SAIDSA to ensure  
 that they comply with the SAIDSA Constitution and its by-laws. Such inspections shall be  
 made at a time suitable to the Applicant and the appointed person. 
2.12     Should the Applicant not comply fully with the criteria for membership of SAIDSA, the 
 Applicant shall be granted a maximum period of 30 (thirty) days within which to comply  
 with the criteria, failing which, the Applicant’s application shall automatically lapse, and the  
 Applicant shall not be entitled to reapply for membership of SAIDSA until such time as the  
 Applicant fully complies.  
2.13     The Executive Committee shall have the right at any time to require the inspection of 
 installation work done by the Applicant, and the Members of SAIDSA, on reasonable notice  
 having been given by the Executive Committee to any such Applicant or Member. 
2.14     The Executive or Regional Committee shall have the right, with prior arrangement with an  
 Applicant or Member, to inspect the premises of an Applicant or Member, including the  
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 control room, and reaction service facilities, where applicable, and such notice of inspection  
 shall not be less than 2 (two) hours. Parties subjected to such inspections are obliged to provide  
 due access and assistance to the inspectors authorised by the Executive or Regional Committee  
 to perform these tasks during normal working hours, and these inspectors will consist of - 
 2.14.1  1(one) independent inspector; or
 2.14.2  1 (one) Executive Committee member from another region; or 
 2.14.2  2(two) appointed Members from the same region; or 
 2.14.3  upon request by the inspected Member or Applicant – 1(one) independent inspector  
  and 1(one appointed Member; or 
 2.14.4  upon written consent from the inspected Member or Applicant that the inspector will  
  consist of 1 appointed Member. 
  In the event that the Member does not comply with the requirements of the specifi c  
  discipline it holds membership for, the member will be re-inspected within a specifi ed 
  period, and the member will be responsible for the cost of such re-inspection 
  including but not limited to the re-inspection fee, as determined from time to time in  
  Schedule A to the Constitution and the travelling cost so occasioned. 
2.15     Members shall be obliged to conduct their business arrangements in accordance with 
 generally accepted professional standards and in accordance with the specifi cations as set out  
 in the bylaws of SAIDSA applicable to their category of membership, as amended, from time to  
 time.  Members will be obliged to ensure that their conduct is of such a nature that they do not  
 bring the name and reputation of SAIDSA into disrepute. 
2.16     Members agree to provide reasonable information as requested by SAIDSA to enable SAIDSA to  
 compile meaningful statistics for the benefi t of its Members and the general public. 
2.17    Members may use only the logo of SAIDSA, which is designed specifi cally for the category  
 in respect of which they hold membership and may not use any other logo of SAIDSA.  
2.18     Members agree that on taking up membership, they shall make and recommend sole use  
 of the central stations, which are approved by SAIDSA, as provided for in the by-laws of  
 SAIDSA. Any failure or refusal to do so will be grounds for the expulsion of the Member  
 from SAIDSA. 
2.19    Members agree that on taking up membership, they shall make and recommend sole   
 use of the installers, which are approved by SAIDSA, as provided for in the by-laws of  
 SAIDSA. Any failure or refusal to do so will be grounds for the expulsion of the Member  
 from SAIDSA. 
2.20     Members shall make use and recommend sole use of reaction services as approved by  
 SAIDSA in terms of the by-laws of SAIDSA, unless there is no such approved reaction ser 
 vice available in the area in which the service is required. 
2.21 Any category of membership incorporating into its business the installation and/or repairs  
 of intruder detection systems shall comply with the following requirements:-
 2.21.1 At all times, employ directly a minimum of three (3) technicians, working full  
  time in the intruder detection industry, installing and servicing intruder detection  
  systems for a minimum period of two (2) years, subject to the provision that the  
  Executive Committee may waive or allow any leniency, if good cause is shown to the  
  satisfaction of the Executive Committee.
 2.21.2 Of those technicians employed, the following minimum qualifi cations must be  
  maintained at all times:
  2.21.2.1  SAIDSA certifi ed technicians:
   a)  Three (3) to nine (9) technicians employed –  At least one (1);
   b)  Ten (10) and more employed – 20% of the technicians employed.  
  2.21.2.2 SAIDSA competent technicians:
   a)  The balance of the technicians employed that arec not SAIDSA  
        certifi ed technicians.   
  2.21.2.3  For the purpose above, the following meaning shall be given to:
   i)   “SAIDSA certifi ed technician” - the installer or maintainer  
        of intrusion detection system who has success fully completed the  
        prescribed online training courses or the prescribed in-class 
        training course and in addition completed the two day practical 
        in-class training assessment;    
   ii)  “SAIDSA competent technician” - The installer or   
         maintainer of intrusion detection system who has successfully  
         completed the prescribed online training courses or the prescribed  
         in-class training course. 
 2.21.3 The technical staff  must be competent to install according to the installation  
  specifi cations as contained within the By-Laws of SAIDSA. 
 2.21.4 The member must provide a 24-hour repair service throughout the year, and  
  contactable 24 hours a day telephonically.  The SAIDSA approved control room  
  must have direct contact with the installing company and/or its representatives,  
  telephonically, in the instance where there is an agreement or relationship 
  between the installing company and the control room.
 2.21.5  Installers must be prepared for spot checks at any time by members of the  
  Executive or Regional Committee or an inspector appointed by the Executive  
  Committee for that purpose.
 2.21.6 The installing member must at all times issue a SAIDSA Certifi cate of Compliance  
  on completion of the installation.
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2.22 Any category of membership incorporating into its business the sale of intruder detection   
 systems directly to the end user and/or customer shall comply with the requirement that   
 all staff  directly involved with providing advice on the protection or safeguarding of a 
 person or property and the sale of same successfully complete the SAIDSA technical sales   
 online course or in-class course.

2.23 CATEGORIES OF MEMBERSHIP 

 2.23.1 CATEGORY A – MEMBERSHIP 
  Corporate discipline with armed reaction, or Asset tracking with recovery service 
 2.23.2 CATEGORY B – MEMBERSHIP 
  Corporate discipline without armed reaction, or asset tracking without recovery   
  service or any other member registered for not less than 2 disciplines, excluding   
  an affi  liate member.  
 2.23.3 CATEGORY C - MEMBERSHIP 
  Any member registered for one discipline, other than Affi  liate discipline. 
 2.23.4      CATEGORY D – MEMBERSHIP 
   Affi  liate discipline 
                2.23.5 CATEGORY E – MEMBERSHIP
  National membership
  
2.24     Applicants and members must apply for separate membership for each geographical region   
 or area within which the applicant or member delivers a specifi c discipline, i.e the member   
 must apply for each branch or offi  ce from where a control room and/or installation and/  
 or repair of intruder systems and/or armed reaction service or any other discipline is 
 conducted separately or in conjunction with each other.     
2.25  The applicable category of membership of each member shall be displayed at the bottom   
 of the SAIDSA logo, where used.  This will be the only categories of membership displayed   
 on any letterhead, board or other printed media used by the member.  A Support Service   
 Discipline member and category D members will not be allowed to display the SAIDSA logo   
 as contemplated herein. 
  
3. QUALIFICATION FOR MEMBERSHIP  
3.1 Membership will be granted only where the Applicant’s business activity falls within the   
 defi nition of the Industry and is conducted on a full time basis.
3.2 Membership will only be granted where the Applicant complies with any specifi c category of   
 membership;

4. CORPORATE DISCIPLINE 
4.1  In addition to the general criteria as specifi ed under the membership section, the following   
 criteria are required for a Member to qualify for a corporate discipline – 
 4.1.1   the Member must have incorporated into its business the installation and/or   
  repairs of intruder detection systems; 
 4.1.2   the Member must have incorporated into its business an approved twenty-four   
  hour control centre as defi ned in the by-laws of SAIDSA; 
 4.1.3   the Member must have installed, and/or must be maintaining not less than fi fty   
  Intruder Detection Systems before qualifying for the Corporate discipline.  On   
  application, and on good cause being shown by the Applicant, the Executive   
  Committee may waive this requirement for those Applicants that perform their   
  operations in outside areas that are generally recognised as urban districts;
 4.1.4     the Members shall have been continually providing services in the Industry for a   
  period of at least two years.  The Executive Committee may at its sole discretion   
  waive this requirement on good cause being shown by the Applicant; 
 4.1.5    the Member shall ensure that when other parties use its central station, that it   
  complies with clause 7. 
 4.1.6     the Member may have a Reaction Service incorporated into its business if so 
  approved. 
 4.1.7   the Member shall ensure that when other members use its armed reaction 
  service it complies with clause 12 .
 
5. ASSET TRACKING DISCIPLINE 
5.1  In addition to the general criteria as specifi ed under the membership section, the following   
 criteria are required for a Member to qualify for an asset tracking discipline – 
 5.1.1   the Member shall employ a minimum of three persons engaged in the business   
  operation, which persons shall hold the following minimum qualifi cations:  
  that such persons have worked on full time basis in the Industry, servicing Asset   
  Tracking Systems, for a minimum period of two years, alternatively, that such persons  
  have satisfi ed the qualifi cation requirements as set out in the by-laws of SAIDSA from  
  time to time, if any; 
 5.1.2    on application, and on good cause being shown by the Applicant, the Executive   
  Committee may waive this requirement for those Applicants that perform their   
  operations outside areas that are generally recognised as urban districts; 
 5.1.3     the Member must provide a twenty-four hour repair service for the systems 
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  supplied, which service shall be available throughout the year; 
 5.1.4   the Member must be available to be contacted on a twenty-four hour basis  
  telephonically;  
 5.1.5    the Member must have incorporated into its business an approved twenty-four  
  hour control centre as defi ned in the by-laws of SAIDSA; 
 5.1.6    the Member must have installed, or must be maintaining not less than fi fty Asset  
  Tracking Systems before qualifying for the Asset Tracking discipline;  
 5.1.7    the Members shall have been continually providing services in the Industry for a  
  period of at least two years.  The Executive Committee may at its sole discretion  
  waive this requirement on good cause being shown by the Applicant; 
 5.1.8    the Member shall ensure that when other parties use its control centre, that it  
  complies with clause 7. 
 5.1.9     the Member may have a Recovery Service incorporated into its business if so 
  approved. 
 5.1.10     the Member shall ensure that when other members use its recovery service it  
  complies with clause 12. 

6.           ASSOCIATE DISCIPLINE
6.1          Apart from the requirements in the general criteria for membership, the Member must 
 satisfy the following further requirements to qualify for the Associate discipline – 
             6.1.1     the Member must have been involved in the installing of Intruder Detection  
  Systems in the Industry for a continuous period of not less than one year and/ 
  or installed not less than fi fty (50) intruder detection systems.  On good cause  
  being shown, the Executive Committee may waive this requirement; 
          6.1.2     the Member must provide a twenty-four hour repair service throughout the year; 
 6.1.3 the Member must be available to be contacted telephonically on a twenty-four  
  hour basis.
 6.1.4 the Member may have a Reaction Service incorporated into its business if so 
  approved. 
 
7.        CONTROL CENTRE OPERATOR 
 In order to qualify for the discipline of SAIDSA as a control centre operator, the Applicant  
 must comply with the by-laws of SAIDSA in so far as they relate to Central Station 
 Operators, and to the general criteria for membership of SAIDSA, and must be inspected  
 and approved by SAIDSA in order to determine whether such compliance with the by-laws  
 and Constitution is adequate. 

8.       AFFILIATE DISCIPLINE 
8.1    A Member of SAIDSA whose business activity is concerned with the manufacturing, 
 importing and/or distributing of Intruder Detection Systems in accordance with the PSIRA  
 Act, and who does not install such equipment, may qualify for the affi  liate discipline. 
8.2     Because the Member acts in a supplementary capacity to the Industry, and although the  
 Affi  liate Member is entitled to attend all meetings, excluding Executive meetings of SAIDSA,  
 as an Affi  liate Member, and provide input at such meetings, the Affi  liate Member shall have  
 no voting authority in SAIDSA. 
8.3     An Applicant for Affi  liate membership shall not be excluded from such membership for any  
 arbitrary discriminatory reason. Save for the use of SAIDSA’s logo and apart from having no  
 voting rights, the Member shall enjoy all other benefi ts of membership of SAIDSA. 
 
9.          SUPPORT SERVICE DISCIPLINE 
9.1      A Member of SAIDSA whose business activity is concerned with any supporting service to  
 the Industry, may qualify for this discipline. 
9.2      Because the Member acts in a supplementary capacity to the Industry, and although the 
 member is entitled to attend all meetings, excluding Executive meetings of SAIDSA as a  
 Support Service Member, and provide input at such meeting, the member shall have no 
 voting authority in SAIDSA. 
9.3    An Applicant for this membership shall not be excluded from such membership for any 
 arbitrary discriminatory reason. Save for the use of SAIDSA’s logo and apart from having no  
 voting rights, the Member shall enjoy all other benefi ts of membership of SAIDSA. 

10. ARMED REACTION SERVICE DISCIPLINE 
   A company providing an Armed Reaction Service shall be eligible for Armed Reaction 
 Service discipline provided that the company fulfi lls the conditions as set out in the by-laws  
 of SAIDSA and complies with the general membership criteria provided therein. 
 
11.       ASSET RECOVERY SERVICE DISCIPLINE 
   A company providing a Recovery Service shall be eligible for Asset Recovery discipline  
 provided that the company fulfi lls the conditions as set out in the by-laws of SAIDSA and  
 complies with the general membership criteria provided therein. 
 
12.       SPECIALISED SERVICES DISCIPLINE
             This membership category caters for members who operate a specialised security services  
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 and who are off ering to members of the public, a valuable and important service of an 
 extremely dangerous nature.  Specialised Services for the purpose of this By-Law will   
 include all armed reaction services not covered by By-Law 3 and shall include the 
 following services:  Asset in Transit Services, Bank Security, Close Protection Services   
 (where vehicles are used), Surveillance Services (where vehicles are used), or any other  
 security service involving the use of vehicles and such service does not fall within the ambit  
 of By-Law 3.

13. NATIONAL MEMBERSHIP
 A company that complies with the membership criteria specifi ed under Corporate 
 membership, but where at least the installation and/or repair of intruder systems and the  
 armed reaction service so delivered are operated from within all the provinces of South  
 Africa.  There must at all times be adherence to the provisions of clause 2.24 above.   

14. QUORUM VOTES AND RESOLUTIONS AT MEETINGS 
14.1    At all meetings of SAIDSA a quorum of Members in good standing shall be – 
            14.1.1  Executive Commitee - four of which at least two shall be of the Corporate 
  discipline; 
            14.1.2  Regional Committees - three of which at least two shall be of the Corporate  
  discipline; 
            14.1.3  in the case of annual, general and/or special meeting – fi ve Members of which at  
  least two shall be of the Corporate discipline. 
14.2    The chairperson shall have the power with the consent of the meeting to adjourn a 
 meeting from time to time and from place to place, but no business shall be transacted at  
 any adjourned meeting other than the business unfi nished at the meeting from which the  
 adjournment took place. 
14.3     All members of SAIDSA shall be entitled to be represented at all meetings of SAIDSA. 
 However, the Executive Committee may exclude certain disciplines of members from 
 specifi c meetings, where circumstances so require. 
14.4    The member concerned shall give the name of the representative or his alternate in 
 writing to the secretary.  No one person may be nominated to represent the interests of  
 more than one member. 
14.5  Members from the Corporate, Asset Tracking, Associate, Armed Reaction Service, Asset  
 Recovery, Specialised Service,  Control Centre and National discipline; shall have one vote  
 each at general and special meetings. 
14.6    In the event of an equality of votes at a general meeting, the matter must be referred to  
 the Executive Committee for further discussion and recommendations to the members.  
14.7    Where the member is a legal entity, the vote of such member may be exercised only by the  
 representative appointed by such Member in terms hereof. 

15.       RESIGNATIONS
 In the event of the resignation of a representative of a member elected to the regional and/ 
 or executive committee during his/her term, such member will have the right to fi rst ap 
 point a new representative to such committee for the remainder of the term.  Should the  
 member fail to do so within 14 (fourteen) days after the said resignation, the relevant 
 committee must proceed in terms of clause 10 of the constitution. 

16.       EXECUTIVE COMMITTEE
16.1    The Executive Committee shall prescribe regulations governing administration of the region,  
 which shall not be inconsistent with the Constitution, the Act or any other law. 
16.2      The persons elected to the Executive Committee shall consist of the following: 
16.3      The Executive Committee shall be comprised as follows – 
 16.3.1      a maximum of fi ve representatives from individual Members from the Corporate  
  discipline; 
               16.3.2      a maximum of one representative from individual Members from the Asset 
  Tracking discipline; 
              16.3.3      a maximum of one representative from each Members from the National 
  discipline;  
 16.3.4      two representatives from individual Members of the Associate discipline if 
  available; 
 16.3.5  one representative from individual Members of Control Centre Operator if 
  available; 
 16.3.5      one representative from individual Members of Armed Reaction Service if 
  available; 
 16.3.6  one representative from individual Members of Asset Recovery Service if 
  available;  
              16.3.7      one representative from individual Members of Specialised Service if available;  
  16.3.7  the chairperson of each region of SAIDSA; 
 16.3.8      the Executive Committee shall elect its own offi  ce bearers and there shall be a  
  chairperson from the Corporate discipline, vice chairperson and appointed 
  secretary.  
16.4  The Executive Committee may co-opt any person to a sub-committee and such co-option  
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 shall be for the purpose of giving information and assistance, as the committee may
 determine, but for a period not longer than until the next annual general meeting. Co-opted  
 persons shall be entitled to attend Executive committee meetings on invitation and may  
 give input at such meetings, but shall not be qualifi ed to vote.  Where suitable persons are  
 available, the Executive Committee may co-opt the following persons to the committee and/ 
 or sub committees- 
 16.4.1     a representative appointed by the Electronic Suppliers and Distributors 
  Association (ESDA) from its membership; 
 16.4.2     a representative from the South African Insurance Association appointed by such 
   Association. 
16.5      Each Member of the Executive Committee shall have one vote each, unless the member is  
 represented by two or more representatives, in which case the relevant member will only  
 have one vote.
16.6   Representatives of a member may only make themselves available to represent a Member  
 on the Executive Committee if such a representative has served at least one (1) year on any  
 Regional Committee.  
  
17.        REGIONAL COMMITTEES
17.1     Once there are at least fi ve Members, within a province or suitable district, the Executive 
 Committee may establish a Regional Committee in that province or area and may likewise 
 for any good suffi  cient reason disestablish a Regional Committee, whereupon the assets and  
 liabilities of the said Regional Committee shall devolve on SAIDSA. 
17.2    Each region so established shall have complete authority and shall elect a Regional 
 Committee at a regional annual general meeting to deal with all matters of a purely local 
 character on behalf of SAIDSA and not aff ecting the general interest of SAIDSA or Industry  
 throughout the Republic of South Africa. 
17.3    The provisions of clause 9 of the Constitution where applicable shall mutatis mutandis apply to  
 regions of SAIDSA. 
17.4     The provisions of clauses 15.5 herein shall mutatis mutandis apply to Regional Committees. 
17.5   Composition of a Regional Committee shall be as follows – 
 17.6.1 a minimum of two representatives from individual Members for the Corporate 
  discipline; 
 17.5.1  a minimum of one representative from individual Member from the Asset Tracking  
  discipline if available; 
 17.5.2  a minimum of one representative from individual Member from the Associate 
  discipline if available; 
 17.5.3  a minimum of one representative from individual Control Centre Operator if 
  available; 
 17.5.4 a minimum of one representative from individual Armed Reaction Service Member if  
  available; 
 17.5.5  a minimum of one representative from individual Asset Recovery Member if available; 
 17.5.6  a minimum of one representative from individual Member from the Affi  liate discipline  
  if available; 
 17.5.7  a minimum of one representative from individual Member from the Support Service  
  discipline if available; 
 17.5.8  a minimum of one representative from individual Member from the Specialised 
  Service discipline if available;
 17.5.9  a maximum of one representative from each individual Member from the National  
  discipline if available; 
17.6     There shall be a chairperson, vice chairperson and secretary.  Affi  liate and Support Service  
 members will not qualify for such positions. The Regional Committee shall elect their own offi  ce  
 bearers. 
17.7    The provisions of clauses 11 and 12 of the Constitution shall mutatis mutandis apply to the  
 Regional Committees. 

18.         EXPULSIONS
18.1     When a Member is expelled from SAIDSA in terms of clause 6 of the Constitution, the Executive  
 Committee shall advise all the Members of SAIDSA via a public or media notice, of the fact that  
 such a fi rm or company is no longer a Member.
18.2    A Member making use of the monitoring and/or reaction services of an expelled Member will   
 have a period of 90 days to change such service to an alternative existing approved Member in  
 the area, if available. 

19.      APPLICATION, ENTRANCE, SUBSCRIPTIONS, INSPECTION & OTHER FEES
19.1     An Applicant on applying for membership of SAIDSA shall pay an application and inspection fee.  
 Such application and inspection fee shall be fi xed at every annual general meeting of SAIDSA  
 and shall not be refundable in the event of the Applicant not being accepted as a Member by  
 SAIDSA. 
19.2    The relevant application and inspection fee shall be payable prior to the initial inspections
 provided for in terms of clause 2.13.  Should any Member fail a random inspection as per  
 clauses 2.15 and 2.16, the random inspection and the subsequent re-inspection will attract the  
 relevant inspection fee unless waived by the Executive Committee.  
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19.3    The annual subscription fees and other levies shall be fi xed at each national annual general
 meeting and shall be due and payable on the fi rst day of July in each year, notwithstanding 
 the date of the national annual general meeting at which the amount of such subscriptions 
 shall be determined, read with clause 8 of the constitution.   
19.4    The following principal shall be applied when fi xing the annual subscription fees:  Category  
 B membership shall not exceed double that of Category C membership, whilst Category A  
 membership shall not exceed double that of Category B membership.  Category D shall be  
 equal to that of Category A, with the understanding that Category A subscription fees will not
 exceed R 10 000,00 in any given year.  Category E subscription fees will be equal to that of  
 Category A multiplied by 9 (the amount of provinces).
19.5     New Members’ subscriptions shall be pro-rated for the balance of the current year in which 
 they join, and shall be payable in advance without deduction within ninety days after admission  
 of the new Member concerned. 
19.6    Special funds and levies for purposes other than secretarial fees, and fees as voted in at the  
 national annual general meeting, may be raised by a decision of a special general regional  
 meeting of SAIDSA after prior notice has been given to members, and the additional amount  
 per member shall not exceed the amount of the subscription calculated in the manner set out in  
 clause 18.4 above in any one calendar year. 
19.7      Disciplinary fi nes imposed in terms of clause 6 of the Constitution shall not exceed two times  
 the member’s relevant annual subscription fee for that year. 
 
20.      EXECUTION OF DOCUMENTS
 All powers of attorney, bonds, deeds and other documents shall be signed by the Chairperson  
 of the Executive Committee or two persons lawfully acting in their stead, and appointed for  
 that purpose by the Executive Committee.  The Executive Committee shall authorise the 
 execution of such documents. 
 
21.      INDEMNIFICATION OF MEMBER
 Every offi  ce bearer, committee member, paid offi  cial and employee of SAIDSA shall be 
 indemnifi ed by SAIDSA against any claim arising out of his offi  ce or in the performance of 
 his/her legitimate offi  cial duty to SAIDSA, provided same are performed by such person with  
 reasonable care. 
 
22.     INSPECTION OF BOOKS
22.1     Every Member shall have free access during business hours to the minute book of all meetings,  
           which they were entitled to attend, and to all audited accounts, and to the auditors’ report  
 thereon. 
22.2    These shall not be removed without the consent of the Executive Committee but Members shall  
           be permitted to make copies of or to take extracts from the annual statement of income and  
           expenditure and balance sheet, and the auditors’ report thereon for this purpose true copies of  
           such documents shall be made available to them. 
 
23.      ARBITRATION CLAUSE
23.1     Any dispute that may arise between Members in respect of the interpretation of the 
 Constitution or of the by-law applying to the Constitution that cannot be resolved shall be 
 submitted for arbitration before a panel of Members consisting of three Members who are 
 currently paid up Members in good standing of SAIDSA. 
23.3 All parties to the dispute must consent to the appointment of each member of the panel. 
23.3    In the event that consensus cannot be reached between the parties in the dispute as to the  
 Member of the panel, the dispute must be referred for arbitration to a person nominated by the  
 Bar Council of South Africa which person shall be a practicing Advocate in South Africa with at  
 least fi ve years’ experience, acceptable to both parties.  
23.4   The decision of the Arbitrator so nominated will be fi nal and binding on the parties to the 
 dispute. 

24. AMENDMENTS TO BY-LAWS 
24.1 Any of the provisions of the By-laws may be repealed, changed or added to in any manner  
 by resolution of the executive committee, provided that any proposed amendment, addition  
 or deletion shall fi rst have been given to members for consideration.
24.2 Comments to the proposed amendment, addition or deletion must be submitted to the 
 executive committee within 21 days from receiving the said notice mentioned above.
24.3 After due consideration of all comments received, the executive committee on majority vote 
 at a normal executive meeting may adopt such proposed amendment, addition or deletion.
24.4 If within a period 14 days from date of notice as mentioned in 24(2) above, 7 members 
 demand in writing that a ballot be taken on the matter, a ballot shall be taken.
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Electronic Security ......
Changes and Dangers

Intruder Alarm and Video Surveillance systems have remained 
static for a number of years with very few new innovations. 

The past two years however, have seen vast leaps and 
bounds in both areas and claim to change the way 

we look at security going forward.

Smartphone Apps: Intruder Alarm systems have seen most 
manufacturers developing cellphone Apps, not only for the arming and 
disarming of systems but also for the user to be able to Self-Monitor their 
systems. 

Self-Monitoring: While many manufacturers around the world are 
prescribing Self-Monitoring as the future of the industry, this should by no 
way be seen as a replacement for Control Room monitoring and Armed 
Reaction, but should be viewed with caution, always bearing in mind that 
we live in a country which is unique in its crime rate and the modus 
operandi of criminal elements.
If anything, Self-Monitoring should be seen as an aid, to be run in 
conjuction with your normal Monitoring and Armed Reaction service. After 
all, it is one thing being able to look at your cellphone and know that your 
premises have been compromised, but what do you do with that 
information without a reaction service when you are away from your 
property ?

Frequency Jamming of Intruder Alarm communications remains a 
problem which has been ongoing for some years with no real foolproof 
solutions in sight. SAIDSA Technical committees have drawn up a number 
of guidelines in order to reduce the possibilty of jamming, with the 
emphasis remaining on Dual Monitoring as being the best current option, 
using diff erent communications protocols.
While there are wireless systems that are more diffi  cult to jam, SAIDSA 
recommends a hybrid system, using a combination of hardwired and 
wireless zones when using these systems.

Internet of Things (IoT) and Artifi cal Intelligence (AI) are 
the new buzzwords in the industry, making Intruder Alarms and Video 
Surveiilance Systems more intelligent and allowing the systems to learn 
the behaviour patterns of users and adapt accordingly.
While Machine Learning, Fuzzy Logic and Artifi cial Intelligence have been 
used in a number of Security products over the past 20 years , 
developments in this area never gained momentum until recently.

Video Analytics and new Motion Detection techniques have 
seen major breakthroughs and will change the face of the industry 
especially in the area of building management systems and the retail 
industry. 
Artifi cial Intelligence in the area of Video Surveillance has seen the 
greatest strides in development in the past year and will expand at a 
rapid rate. 
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PREAMBLE
The construction of the Central Station is intended to prevent or delay unauthorised entry and to 
enable the occupants to raise an alarm in the event of an attack. These are categorised as follows, the 
requirements of each being dealt with under separate headings:-

1. Construction
2. Permitted Openings
3. Normal Entrance
4. Doors
5. Emergency Exits
6. Glazed Areas
7. Ablution Facilities
8. Ventilation Inlets and Outlets
9. Alarm Protection to the Central Station
10. Closed Circuit Television
11. Personnel Entry to Central Station
12. Telephone Lines
13. Power Supply
14. Central Station Antenna
15. Relay Sites and Repeater Stations
16. Signals Received from Alarms Protected Premises
17. Records
18. Action Required
19. Supervisory Checks
20. Procedure Manual
21. Maintenance
22. Central Station Equipment
23. Digital Telephone Monitoring Receiver

1. CONSTRUCTION

 All parts of the fabric of the Central Station shall be of substantial construction.  
 Substantial construction is taken to mean:

1. CONSTRUCTION
1.1 Walls:   At least 230mm of cement mortar brick work or 150mm reinforce concrete.
1.2 Roof/Ceiling:  Suitably reinforced concrete at least 120mm thick, or steel to the 
 equivalent strength.
1.3 Where metal ceilings are installed, the thickness of the sheet must be a minimum of 3mm.  
 Sheets must be bolted or welded together. A Structural and Safety report must be provided 
 to SAIDSA.
 
2. PERMITTED OPENINGS
2.1 Permitted openings only are allowed as specifi ed herein.

2.1.1 Normal entrance
2.1.2 Emergency exits
2.1.3 Glazed areas
2.1.4 Ventilation inlets and outlets
2.1.5 Service inlets and outlets

3. NORMAL ENTRANCE
3.1 A normal entrance shall comprise at least two interlocked doors separated by a lobby.
3.2 Both doors cannot be opened simultaneously.
3.3 The area between interlocked doors may not have other openings unless into another 
 control room of the same construction. (3-way interlock)
3.4 The lobby shall be of the same construction as the Central Station.

4. DOORS
4.1 The doors together with their hinges, frames and locking devices shall be of substantial 
 construction.
4.2 Where timber doors are used, both doors shall be at least 44mm thick, and of solid-core 
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 construction faced with a minimum 1,5mm mild steel metal sheet on both sides.
4.3 On an outward opening door, Bullet hinges must be used.  All other hinges shall be internal.
4.4 The locks securing the doors shall be of a high security type. All locks must be installed to 
 manufacturer’s specifi cations and must resist a sudden impact.

5. EMERGENCY EXITS
5.1 Emergency Exits shall comply with the requirements above, however, a single door is 
 acceptable and no lobby is required.
5.2 The Emergency Exit door shall be easily opened from the inside. This shall comply with 
 local fi re regulations.
 The Door must be alarmed on a 24 hour non-shuntable zone and must be monitored by a  
 SAIDSA approved Central Station.
5.3 Where timber doors are used, both doors shall be at least 44mm thick, and of solid-core
 construction faced with a mild steel sheet of a minimum thickness of 1,5mm on both sides.
5.4 The doors must be tamper proof from the outside.

6. GLAZED AREAS
6.1 Any glazed areas shall off er resistance to forced entry at least equivalent to that of   
 three-ply  laminated glass of 15mm thick, in sheets not larger in area than 1,5 square  
 metres. Where glazed areas are larger than 1.5 square metres, they shall off er 
 resistance to forced entry at least equivalent to that of European Standard EN1063 
 BR3-S (SANS1263-3 - 38mm) for internal glazed areas, and BR4-S (SANS1263-3 -52mm) 
 for external glazed areas.  The member must be able to provide a certifi cate from a   
 supplier confi rming the standard of the glazed area installed.  
6.2 Frames and fi xings must be of substantial construction. 
6.3          No opening sections are permitted in the glazed areas.
6.4 Where windows are line-of-sight, suitable Flatex or a minimum of 20mm diamond mesh  
 of metal construction must be fi tted.

7. ABLUTION FACILITIES
7.1 Where only one Central Station operator is present, toilets and wash basins must be situated
 inside the Control Room. Where more than one operator is present, toilets and wash basins  
 may be situated outside the control room but in close proximity. Exit may only be through  
 the lobby doors.

8. VENTILATION AND INLETS/OUTLETS  
8.1 The cross sectional area of the inlets and outlets shall not exceed 0,02 square metres.  
8.2 It shall be ensured that the interior/staff  of the Control Room are not within direct line of 
 sight from the outside. Ventilation piping/ducting must be protected by means of suitably  
 constructed right angle elbows/bends.
8.3 Ventilation inlets and outlets shall be suitably protected against physical attack.  
8.4 The inlets must be situated within a protected area or alternatively, be inaccessible.
8.5 Adequate ventilation to be supplied to cycle and replace the air within the Central Station  
 every 30 minutes.
8.6 Suitable air-conditioning is to be provided in the Central Station.

9. ALARM PROTECTION TO THE CONTROL ROOM
9.1 Deliberately activated devices (emergency switches) shall be strategically sited within the
 Central Station.
9.2 Signalling from the above deliberately activated devices will be directly to the Central Station  
 of another SAIDSA approved Central Station.  Such signalling must be tested weekly.

10. CLOSED CIRCUIT TELEVISION
10.1 All permitted openings to the Central Station shall be suitably monitored by vandal resistant
 closed circuit television cameras.
10.2 Recording of the cameras as per 9.1 above shall be provided at a minimum of 6 frames  
 per second per camera with a history of at least 24 hours with time/date stamp.

11. ENTRY TO CENTRAL STATION
11.1 Where 4 or more operators are utilised in the Central Station, access control should be 
 provided which includes a time event log.
11.2 Entry to the Central Station other than by authorised personnel shall require positive 
 identifi cation by the Central Station operators.

12. TELEPHONE LINES
12.1 Where Telkom or other service provider regulations and techniques permit there should 
 be a minimum of two exchange telephone lines for voice communication.
12.2 These telephone lines shall be routed separately from the building, underground or 
 concealed.
12.3 One telephone line shall be barred from incoming calls.
12.4 Cellular communications are acceptable, but must be a fi xture.
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12.5 In all communications with the police and response companies, a reference number shall  
 be obtained and recorded.
12.6 All records to be kept for a minimum of twelve (12) months.

13. POWER SUPPLY
13.1 The electricity supply may be either from external mains or from a battery standby.  
13.2 In the event of a disruption of the external electricity supply, the stand-by power supply 
 shall automatically be brought into use without interruption.
13.3 The stand-by supply shall include batteries located within the Central Station, capable of  
 sustaining the monitoring equipment for a period of not less that 24 hours or not less than  
 50 minutes if a standby generator is installed. 
13.4 The standby generator shall have an independent means of starting without leaving the  
 Central Station vulnerable.
13.5 The amp hour capacity of the standby power supply shall be calculated on the basis of the  
 average hourly current drain multiplied by the factor 1.5.  
13.6 Any recharging facility of the standby power supply shall be suffi  cient to provide the 
 maximum load requirements and to simultaneously recharge the battery from that 
 discharged state to the required capacity within 24 hours.  
13.7 In the event of an interruption in the mains power supply, all equipment essential to the  
 operation of the Central Station shall continue to operate without loss of security or 
 degradation of performance.

14. CENTRAL STATION ANTENNA
 (including any antenna receiving/transmitting RF signals)
14.1 The antenna must be sited within close proximity to the Central Station. Where this is  
 impractical, then the aerial and any connecting cables should be suitably protected   
 against any mechanical damage or unauthorised interference.
14.2 The antenna shall be protected by suitable electronic intruder detection devices to detect  
 tampering.

15. RELAY SITES AND REPEATER STATIONS
15.1 Where the service provider permits, a comprehensive signal test shall be carried out every  
 hour to ensure the effi  cient working order of all relay sites, repeater stations and receivers  
 and all records of such tests shall be maintained.

16. SIGNALS RECEIVED FROM ALARM PROTECTED PREMISES
16.1 Receipt of an alarm signal from an alarm installation shall give a visible and audible warning  
 with a hard copy printout available.
16.2 Where GSM or IP protocols are utilised, a backup receiver/decoder must be used. It is 
 recommended that a second form of signal routing into the Central Station is used.

17. RECORDS
 The following records should be kept in the Central Station

17.1 Hard copy printout, electronic or disc storage of alarm signals received.
17.2 Record of alarm calls received giving details of action taken and response.
17.3 Primary monitoring system must be computer based.
17.4 Back-up system may be PC based or manual card system.
17.5 Back-up records may not be older than 24 hours.
17.6 Electronic on-line back up equipment must be optically and electronically isolated.  
 It can however remain unplugged and remain this way unless a back-up is being 
 performed.  
17.7 All reported incidents shall be available for a period of 36 months.

18. ACTION REQUIRED
18.1 The following action shall be taken by the Central Station on receipt of a valid signal from  
 an alarm system.
18.2 Signals received are grouped into three main categories.
 Namely; Life Threatening, Intruder Signals and Status/Maintenance signals.  Each category  
 should receive the minimum action as per the table below but not limited thereto.

Life Threatening Intruder Status
Phone and Verify

Dispatch Police and/or Armed Reaction
Record

       No            Yes     No
        Yes               Yes      No

             Yes                   Yes         Yes
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19. SUPERVISORY CHECKS
19.1 When the Central Station is manned by one operator, provision shall be made for physical  
 or electronic supervisory checks on the operator at intervals not exceeding 30 minutes.  
19.2 Failure of the operator to respond to the checks shall result in an alarm being transmitted.

20. PROCEDURE MANUAL
 There shall be a Central Station procedure manual. Compliance with this manual should be  
 checked at regular intervals.

21. MAINTENANCE
 An eff ective preventative maintenance programme shall be instituted covering the Central  
 Station receivers, power supplies, stand-by equipment, relay sites and repeater stations.    
 Tests must be carried out once a week and documented.

22. CENTRAL STATION EQUIPMENT
22.1 All primary communication equipment must be situated within the Central Station.
22.2 Stand-by equipment is to be readily accessible in the company’s premises. 
22.3 The Stand-by equipment must be alarmed and protected if situated outside the Central 
 Station. 
22.4 Stand-by equipment shall be directly interchangeable and all reasonable precautions shall  
 be taken to ensure that normal uninterrupted Central Station service is provided in the  
 event of essential equipment being faulty or damaged.
22.5 Stand-by equipment shall be dedicated to the Alarm Central Station and shall remain un- 
 plugged until required.

23. DIGITAL TELEPHONE MONITORING RECEIVER 
23.1 The receiver shall include a 256-event buff er on the control module.
23.2 The receiver shall include a line fault monitor for each line.
23.3 Surge suppressers and fi lters will be provided for the AC mains and the telephone lines.
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SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

Requirements for a SAIDSA Approved 
Un-manned Central Station

Revised 2017PREAMBLE

An un-manned Central Station is defi ned as a secure area used for the automatic receiving and 
relaying of alarm signals to a manned Central Station in a diff erent location. The construction of an 
un-manned Central Station is intended to prevent or delay unauthorised entry and to protect the 
receiving equipment and antennas from physical attack. The un-manned Central Station is NOT used 
for the despatch of an Armed Reaction Service.

The categories are as follows, the requirements of each being dealt with 
under separate headings:-

1. Construction
2. Doors
3. Entry to the Central Station
4. Glazed Areas
5. Closed Circuit Television
6. Power Supply
7. Central Station Antenna
8. Central Station Equipment

1. CONSTRUCTION

 All parts of the fabric of the Control Room shall be of substantial 
 construction.  Substantial construction is taken to mean:

1.1 Walls:  At least 230mm of cement mortar brick work or 150mm reinforce concrete.
1.2 Roof/Ceiling:  Suitably reinforced concrete at least 120mm thick, or steel to the 
 equivalent strength.
1.3 Where metal ceilings are installed, the thickness of the sheet must be a minimum of  
 3mm. Sheets must be bolted or welded together. A Structural and Safety report must  
 be provided to SAIDSA.

2. DOORS
2.1 The door together with hinges, frame and locking device shall be of substantial 
 construction.
2.2 The door shall comply with the requirements above, however, a single door is 
 acceptable and no lobby is required.
2.3 Where a timber door is used, it shall be at least 44mm thick, and of solid-core 
 construction faced with a minimum 1,5mm mild steel metal sheet on both sides.
2.4 On an outward opening door, Bullet hinges must be used.  
2.5 The lock securing the door shall be of a high security type. All locks must be installed  
 to manufacturers specifi cations and must resist a sudden impact.

3. ENTRY TO CENTRAL STATION
3.1 Suitable access control is required and a log kept of all persons entering the Central 
 Station

4. GLAZED AREAS
4.1 Any glazed areas shall off er resistance to forced entry at least equivalent to that of  
 three-ply  laminated glass of 15mm thick, in sheets not larger in area than 1,5 square  
 metres. Where glazed areas are larger than 1.5 square metres, they shall off er 
 resistance to forced entry at least equivalent to that of European Standard EN1063 
 BR3-S (SANS1263-3 - 38mm) for internal glazed areas, and BR4-S (SANS1263-3   
 -52mm) for external glazed areas.  The member must be able to provide a certifi cate  
 from a supplier confi rming the standard of the glazed area installed.  
4.2 Frames and fi xings must be of substantial construction. 
4.3          No opening sections are permitted in the glazed areas.
4.4 Where windows are line-of-sight, suitable Flatex or a minimum of 20mm diamond  
 mesh of metal construction must be fi tted.
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5. CLOSED CIRCUIT TELEVISION
5.1 CCTV is required on all approaches, recorded for a minimum period of 24 hours with  
 time and date stamp.

6. POWER SUPPLY
6.1 The electricity supply may be either from external mains or from a battery standby.  
 In the event of a disruption of the external electricity supply, the stand-by power supply  
 shall automatically be brought into use without interruption.
6.2 The stand-by supply shall include batteries located within the Central Station, capable of  
 sustaining the monitoring equipment for a period of not less  that 24 hours or not less  
 than 50 minutes if a standby generator is installed. 
6.3 The standby generator shall have an independent  means of starting.
6.4 The amp hour capacity of the standby power supply shall be calculated on the basis of  
 the average hourly current drain multiplied by the factor 1.5.  
6.5 Any recharging facility of the standby power supply shall be suffi  cient to provide the 
 maximum load requirements and to simultaneously recharge the battery from that 
 discharged state to the required capacity within 24 hours.  
6.6 In the event of an interruption in the mains power supply, all equipment essential to the  
 operation of the Central Station shall continue to operate without 
 loss of security or degradation of performance.

7. CENTRAL STATION ANTENNA
 (including any antenna receiving/transmitting RF signals)
7.1 The antenna must be sited within close proximity to the Central Station. Where this is  
 impracticable, then the aerial and any connecting cables should be suitably protected  
 against any mechanical damage or unauthorised interference.
7.2 The antenna shall be protected by suitable electronic intruder detection devices to  
 detect tampering.
  
8. CENTRAL STATION EQUIPMENT
8.1 All primary communication equipment must be situated within the Central Station.
8.2 Stand-by equipment is to be readily accessible in the company’s premises. 
8.3 The Stand-by equipment must be alarmed and protected if situated outside the Central  
 Station.
8.4 Stand-by equipment shall be directly interchangeable and all reasonable precautions 
 shall be taken to ensure that normal uninterrupted Central Station service is provided in  
 the event of essential equipment being faulty or damaged.
8.5 Stand-by equipment shall be dedicated to the Alarm Central Station and shall remain  
 unplugged until required.
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The Effects of Power cuts 
on Intruder Alarm Systems

In security systems, power is everything. The battery is the single most important 
component of the Intruder alarm system. The system is totally dependent on the correct 

power delivered to all its components at all times. Too little power and you’ll have an unsta-
ble system, false alarms or non-activations. Too much power, on the other hand 

will reduce the lifetime of the battery or destroy it.

No power means that the system is running on a battery that is no longer charging. This is fi ne in the short 
term, providing that the battery in question is still 100% effi  cient.

Unfortunately,  frequent power cuts, cable theft and Load shedding have a detrimental eff ect on batteries 
and reduces its lifetime bit by bit through continuous power failures. Many lower quality Sealed Lead Acid 
batteries, when fully discharged, do not always recover from a total discharge. The importance of good 
quality power components cannot be emphasised enough in a country that has a high crime rate and 
unreliable power delivery.

Although a Sealed battery should supply a minimum of 6 hours in a standby condition, this is highly unlikely 
in most systems, given the scenarios described above. If a power failure extends beyond the average 3 hour 
period, it only takes a clever intruder with a basic knowledge of alarm systems to fi gure out that many alarm 
systems are no longer functional.

Battery failure in high temperatures
To add to the problem , Sealed Lead Acid and Gel batteries do not like heat. They will ensure optimum 
capacity at around 21 degrees C. to provide a lifetime of between 5 and 7 years under normal conditions. The 
battery life is approximately halved for each 10 degrees C above normal temperature. In summer months, 
where temperatures in South Africa can soar between 30 and 37 degrees centigrade, battery lifetime is 
being reduced considerably. 

The lifetime of the battery reduces as the temperature gets higher and if installed in an area that reaches 
60 degrees C. or higher, the lifetime can be reduced to as little as 5 months. In fact, the temperatures in a 
home ceiling void that has a tin roof can reach well into the 90’s when the outside temperature is 35 degrees. 

This defi nitely blows the theory out of the water regarding the installation of control panels and batteries in 
a ceiling void, which was and still is, common practice among some installers. The number of systems that 
have been installed in ceilings over the years far exceeds those that are not.  Apart from this practice being 
regarded as poor security and leaving the panel vulnerable to tampering, you are guaranteed to have voltage 
problems, battery failures and false alarms.

In order to gain some sort of control over an already critical situation and to counter some of the eff ects of 
power failures, installers and end-users need to realise the importance of installing high quality batteries 
and transformers in intruder alarm systems.

 Clients should have their batteries checked 
 regularly to ensure that they are not damaged.

 Installers should refrain from installing control 
 panels and batteries in ceiling voids, boiler rooms, 
 near furnaces or any other area where temperatures 
 are likely to be high.

Due  to the constant theft of backup batteries in cell towers,
GSM communicators are also at risk.
It is therefore recommended that wherever possible, dual 
communication be used, with one of the technologies not being 
reliant on the cellular network. eg. RF Radio.
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rule and under normal circumstances, the 
company providing a reaction service must 
have a minimum of two 
vehicles available for duty 24 hours a day.
  Equipment to be carried by the reaction 
vehicle is listed and there are rules on the 
issue and control of fi rearms.
   Control Rooms used by reaction services 
must be constructed and operated in accord-
ance with SAIDSA standards.  
SAIDSA also recommends that a legal written 
contract is entered into between a reaction 
service company and the client and there are 
also recommendations for insurance of 
reaction offi  cers against death and injury.
    It is suffi  cient to say that members of the 
public who are contemplating hiring the 
services of a reaction company, should 
always ensure that the company they are 
considering is a member of SAIDSA. 

During the past decade, there has been a steady increase in companies 
providing an armed reaction service to alarm and panic alarm calls.  The 

insurance industry often specify the necessity of having a reaction service 
and in most urban areas have become a recognised part of the security scene.

SAIDSA believes that there is a necessity for 
this service, particularly in view of its nature, 
to be carefully controlled and that guidelines 
should be given for the benefi t of the client 
who is going to use an Armed Reaction Service.
    By-Law No 3 “Requirements for an Armed 
Reaction Service” governs the control and 
operation of reaction services. 
It is important to remember that reaction 
offi  cers have no more powers, right or 
privileges than any other private citizen.  
   It has become an accepted fact that in all 
major centres throughout South Africa there 
has been a large increase in crime, burglaries 
and attacks on peoples’ homes are daily 
occurrences.
   The South African Police Service with their 
lack of manpower have great diffi  culty in coping 
with the dramatic increase on their workload 
and therefore cannot guarantee a response to 
alarm call-outs.
   Armed Reaction services are therefore off ered 
by private companies to attend to an incident.  
A house or business fi tted with a security 
system signals for help if there is a break-in 
or if any emergency switch is activated.  The 
signal is received at a monitoring control centre 
who then dispatch a mobile reaction unit to 
investigate.  
   It is emphasised in the by-law that a reaction 
supplier is providing a service of an extremely 
high risk nature and it is therefore essential to 
have accepted minimum standards for the 
protection of staff  and clients. Also, there can 
be no guarantee that a reaction service will 
arrive at a site within a specifi c time period.  
Training of a reaction offi  cer is to be to 
standards laid down by the Private Security 
Industry Regulatory Authority (PSIRA) and, in 
particular, he must be competent in the use of 
the weapon he carries.
   Geographic areas of operation for a 
reaction service will vary in size due to many 
factors such as traffi  c density, road conditions 
and urban versus rural territory. As a general 

‘Always notify your 
Control Room 

before testing your 
Intruder Alarm 

System’

Selecting an Armed Reaction Service

Revised January 2018 (V1.3)
FOREWORD
The purpose of By-Law 3 is to determine a set of minimum standards and requirements pertaining 
to those members who operate a Reaction Service and who are off ering, to members of the public, 
a valuable and important service of an extremely dangerous nature. In providing such a service the 
Reaction Service companies are putting themselves and their staff  at great risk and it is therefore 
essential that certain minimum standards are achieved for the protection of both the member 
company, its Reaction Offi  cers, its clients and members of the public. 

With due regard being given to the exigencies of its business and to circumstances beyond its 
control, the duty requirement of the Reaction Service company is to provide a 24-hour direct armed 
tactical approach in its mission to minimise the risk of loss, injury or damage caused by burglary or 
attack, with no warranty or guarantee whatsoever that the said Reaction Service company will 
succeed in its mission. 
It should also be clearly stated and understood by all parties concerned that there can be no 
guarantee that the said Reaction Service will arrive at the scene within a specifi c time period.

These are categorised as follows, the requirements of each being dealt with under separate 
headings:

1. Premises
2. Response Member
3. Personnel
4. Reaction Offi  cers Equipment
5. Geographical Areas
6. Reaction Vehicles
7. Firearms
8. Response Slips
9. Training
10. Dispatch Base
11. Administration
12. Communications
13. Contracts
14. Operations

Abbreviations:

RSC : Reaction Service Member
RO : Reaction Offi  cer
Act : The Private Security Industry Regulatory Act 56 of 2001
ID : Identity Document
RV : Reaction Vehicle
RSO : Reaction Service Operation
RS : Reaction Service
PSIRA : Private Security Industry Regulatory Authority

1. PREMISES

1.1 The premises from which the RSC operates must comply with local municipal   
 regulations regarding the operation of such a business and proof of this must be made  
 available.
1.2  Where domestic premises are used for satellite bases these must provide a dedicated  
 sector for business and operational purpose and must comply with local municipal and  
 health regulations.
1.3  A satellite base is a premise where Reaction Vehicles (RV) park when out of service, or  
 changeovers take place. Changeovers must be in accordance with the Firearms Control  
 Act.
1.4     A supervisor must be present at each shift changeover.
1.5    Dispatching of reaction vehicles may not take place from satellite bases.
1.6     Caravans may not be used as a despatch base of any sort.
1.7     Where domestic premises are used as a dispatch base. See section 1.3 and 1.4
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2. RESPONSE MEMBER

 The RSC must be registered, or be a division of a business, registered with the relevant  
 authorities.

3. PERSONNEL

3.1  All partners, directors and employees must be registered individually with the PSIRA as  
 specifi ed by the Act.
3.1.1 Reaction Offi  cers (RO)
3.1.1.1 The RO must provide proof that he is authorised to practice as an RO when prescribed by  
 statute.
3.1.1.2 The RO must display proof of identity on his person while on duty or while in uniform. The  
 ID should be in the form of a tag or laminated plastic card and should display the 
 following:-

 Name
 Photograph
 Company name and telephone number
 PSIRA registration number (personal)
 Cards Expiry date
 I.D. Number

3.1.2 The RO must comply with the Arms and Ammunition Act 60 of 2001 Section 8 or as   
 amended.
3.1.3 The RO must wear a company uniform while on duty together with clear indication by  
 means of a badge or suitable insignia.
3.1.4 The RO must be issued with a suitable bullet-resistant vest (minimum level to resist 9mm  
 handgun calibre) of approved design to be worn by him at all times while on duty.

4 REACTION OFFICERS EQUIPMENT

4.1 While on duty a reaction offi  cer must all times have the following equipment with him:-

4.1.1 Firearm
4.1.2 Torch
4.1.3 Black pen
4.1.4 Watch
4.1.5 Pocket Book or similar 
4.1.6 Handcuff s and key / suitable cable ties
4.1.7 Bullet Resistant Vest
4.1.8 Response Slips or suitable notifi cation of visit
4.1.9 I.D. Card
4.1.10 Suitable means of navigation
4.1.11 Rain Coat
4.1.12 Drivers Licence
4.1.13   Firearm permit. Duration to be in accordance with the fi rearms control act.
4.1.14 Firearm competency card.

5 GEOGRAPHICAL AREAS

5.1  The geographic areas of operation will vary in size due to various factors such as traffi  c  
 density, road conditions and urban versus rural territory.
5.2  All areas must be predetermined and marked on a map, which should be maintained for  
 inspection.
5.3 In instances requiring the attendance of a reaction unit, such reaction unit will respond  
 to the premises of a client, so dispatched, in the fastest possible time as circumstances may  
 permit at any given time. 
5.4 Should the reaction times per area for more than 10% of the occurrences per month, be  
 extraordinary long without any reasonable cause thereof,  the situation should be reviewed  
 and steps taken to reduce such unreasonably long reaction times.  It is recommended that  
 the average reaction time in any given area, over any 90 day period, does not exceed 15  
 minutes.

6 REACTION VEHICLES (RV)

6.1  A RV is a vehicle that is solely dedicated to the purpose of responding in a predetermined  
 area to clients.
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6.2  A minimum of two (2) RV’s must be fully equipped, manned and available for 24-hours a  
 day with a minimum of one (1) fully equipped back up RV.

6.3         The RV will be clearly marked with:-

6.3.1 The Members’ name
6.3.2 Members’ Logo
6.3.3 Telephone number
6.3.4 That it is a 24 hour service and be marked as a response vehicle
6.3.5 A SAIDSA logo.  It is recommended that the website address of SAIDSA be included.
6.4 Where a vehicle roof light is used, this must comply with the Road Traffi  c Ordinance Act.
6.5 RV’s shall be equipped with a suitable communications device.
6.6 It is recommended that every RV be fi tted with a GPS tracking device.
6.7 RV’s must at all times have suffi  cient fuel to complete their duties.
6.8 It is the company’s responsibility to discipline staff  members as far as obeying road traffi  c  
 rules.
6.9 RV’s must at all times be in good mechanical condition.
6.10 Code 3 vehicles are not permitted as RV’s.
6.11 It is recommended that RV’s not be older than three years or exceed 250 000km.
6.12 An additional dedicated and fully equipped back up RV must be available at all times should  
 this become necessary.
6.13 Back up RV’s must not be less than one per ten (10) active RV’s.
6.14 Back up RV’s must be parked at a satellite or dispatch base, and be available within 15  
 minutes to replace an area RV if needed.
6.15 It is recommended that RV’s be equipped with an all-purpose SABS approved fi re 
 extinguisher. 
6.16 Spare wheel, jacks and wheel spanners must be available at all times.
6.17 RV’s must be refuelled within its patrol area. Should this not be possible a second vehicle  
 should be sent into the area before the vehicle leaves to refuel.

7 FIREARMS

7.1  The fi rearm calibre issued to an RO shall not be less than 9mm Parabellum (9x19) or 38  
 Special (.38) calibre.
7.2  All requirements regarding member’s fi rearms must be read in conjunction with the Fire  
 Arms Control Act 60 of 2001 and does not supersede any part thereof.
7.3  RO’s may be issued non-lethal fi rearms in conjunction with lethal fi rearms, but never be  
 issued with non-lethal fi rearms only.
7.4 If and when a new or current member applies for armed reaction service approval, and 
 such member is not in possession of licensed fi rearms, the member may be approved for  
 this service subject to the following conditions:

7.4.1 Proof of purchase of fi rearms must be submitted to SAIDSA;
7.4.2 Proof of licence application for purchased fi rearms must be submitted to SAIDSA;
7.4.3 Monthly status reports obtained from the central fi rearm registrar must be submitted to  
 SAIDSA;
7.4.4 The words “armed” may not appear on any response vehicle or literature of the member;
7.4.5 The member may not advertise an “armed reaction or response” service.
7.4.6 It is the member’s duty to inform the client of the fact that non-lethal response services are  
 delivered until the approval of fi rearm licences.
7.4.7 The member must make use of non-lethal fi rearms during this period.
7.4.8 Should for whatever reason the application for licences not be granted, the member will  
 immediately inform SAIDSA, and approval for this service will automatically be withdrawn.

8 RESPONSE NOTIFICATION

8.1  A response slip, or equivalent will be left at a premise every time a RV visits a premise on  
 activation of an alarm signal or emergency call.
8.2         Response notifi cation must contain the following information:-

8.2.1 Date of visit
8.2.2 RSC details
8.2.3 Address of premises visited
8.2.4 Remarks
8.2.5 Reason for visit
8.2.6 Reference number
8.2.7 Notifi cation of visit must be available on request
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9 TRAINING

9.1  Initial training shall be carried out in terms of the legislation as determined by the   
 controlling body.
9.2          Regular fi rearms training shall be carried out in accordance with Firearms control Act.
9.3 The fi rearm qualifi cations of the RO’s and that of the instructor shall be kept on record and  
 made available for inspection by SAIDSA.
9.4 Every RO must qualify with the Member’s fi rearm as per the Firearms control Act.
9.5 It is recommended that RO’s do fi rst aid and defensive driving courses.

10 DISPATCH BASE

10.1    Construction
 The requirements must meet with those of SAIDSA By-Law 1 for approved Central Stations.
10.2 Equipment
 All equipment pertaining to rendering of an eff ective reaction service must meet with the  
 same requirements as those of SAIDSA By-Law 1 for approved Central Stations.

11 ADMINISTRATION

11.1  A register must be maintained and kept up-to-date in the dispatch base containing 
 information on each RO, which may be required in the event of the death or injury of an  
 RO.
11.1.1 Name
11.1.2 I.D. No
11.1.3 Next-of-kin and telephone numbers 

12 COMMUNICATIONS

13.1    Communication with the RV must be via a suitable means of communication.
13.2   It is recommended that a second means of communication should be used as a back-up  
 for when the RO is away from the RV or if the communication device malfunctions or is  
 occupied.

13 CONTRACTS

14.1    A legal contract shall be entered into with the client.
14.2    The contract shall not guarantee a specifi c reaction time.
14.3  The contact shall state that the objective of the reaction service (RS) is to minimise the  
 risk of loss, injury or damage by theft, burglary or attack and not to guarantee exclusion of  
 any of the aforementioned.
14.4  The contract shall state that testing of response times are strictly prohibited and have an  
 appropriate penalty clause.
14.5       Every RSC must have adequate public liability insurance.
14.6  The Reaction Service Company must comply with the Sectoral Determination in relation to  
 Provident Fund Benefi ts.

15. OPERATIONS

15.1  On dispatching a RV to a premises or to a client, as much information as possible must be  
 relayed to the RO as to exactly where the activation has arisen from, and what type of  
 activation was received.
15.2 After investigation of activation or emergency call, a report back must be received from the  
 RO stating where the premises were checked and what was noted on the premises.
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BY-LAW NO. 5
SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

STANDARD INSTALLATION SPECIFICATION FOR INTRUDER
ALARM SYSTEMS FOR RESIDENTIAL, COMMERCIAL, RETAIL

AND INDUSTRIAL INSTALLATIONS

1. GENERAL

1.1 This specifi cation lays down the minimum requirements for the construction, 
 installation, operation and maintenance of intruder alarm systems in buildings. 
 Specifi cations herein contain requirements to be applied in the aforesaid.  
 Any deviation is to be indicated on the installation certifi cate and such deviation should  
 not be seen as an acceptance of compliance.
1.2 SAIDSA does not accept any liability and/or responsibility for any defect there may  
 be now or hereafter in the installation or any loss suff ered by any party, due to its 
 failure to operate at any time and no warranty or condition expressed or implied   
 whether statutory or otherwise is given by SAIDSA in regard to the above installation  
 either to the approved installer or to the customer.
1.3 This specifi cation does not purport to cover all the necessary requirements for a 
 particular installation and all eff orts should be made to ensure correct risk assessment.
1.4 The client must be clearly informed that the installed equipment does not prevent 
 intrusion but is intended to detect or deter intrusion.
1.5 All equipment must be installed to manufacturer’s specifi cations.

2. DEFINITIONS

2.1 For the purposes of this specifi cation the following defi nitions apply: 

2.1.1 24-Hour Zone: A zone that is permanently armed (Panic button, tamper switch).
2.1.2 Alarm condition: A condition whereby the alarm system, when armed, activates 
 indicating a violation of any detection device.  
2.1.3 Alarm company: A SAIDSA-approved installation organisation prepared to enter into 
 a contract for the provision of the installation and/or monitoring, reaction and 
 maintenance of an intruder alarm system.
2.1.4 APP (smartphone application): A mobile app (application software) is a computer  
 program designed to run on smartphones, tablet computers and other devices. Apps  
 can be used for the view or control of remote systems, including alarm or video security  
 equipment. The APP should be suffi  ciently secure to prevent its misuse by third party.  
 It is recommended that upon arming/disarming and bypass, the user ID is recorded in  
 the control panel event log or server.
2.1.5 Arming: Putting an intruder alarm system or part of it (switching on of the alarm) into  
 such a condition that an alarm condition created by any of the associated detection  
 devices in the alarmed area is signalled. This can be initiated via a keypad, keyfob, App  
 or another suitable user interface.
2.1.6 Back up battery:  Device responsible for ensuring a constant supply of backup  
 power to the intruder alarm system in the event of a power failure.
2.1.7 Bi-directional (2 way) Wireless transmission: Allows the control panel and remote  
 devices to both transmit and receive wireless signals. This allows the panel to monitor  
 and control the device and the device to monitor the panels status and wireless 
 connection.
2.1.8 Bypass (Isolate): A deliberate action whereby part (circuit) of the alarm system is 
 disabled during a single alarm state and does not have the ability to signal an alarm  
 condition.
2.1.9 Central station/control room: Continually manned premises, equipped to receive  
 and display signals from intruder alarm systems which complies with the requirements  
 of By-Law 1 of SAIDSA and is prepared to enter into a contract for the provision of  
 alarm monitoring. 
2.1.10 Cloaking: The deliberate covering of an intruder using infrared blocking materials with  
 the intent of hiding the infrared emission of the human body. 
 Anti-cloaking: A specifi c detector used to detect the deliberate covering of an 
 intruder with infrared blocking materials.
2.1.11 Closed circuit: A circuit within an intruder alarm system which when opened creates  
 an alarm condition. 
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2.1.12 Closed circuit device: A device arranged to create an alarm condition by opening a  
 closed circuit. 
2.1.13 Code hopping: A rolling code (Also called a hopping code) used in keyless entry  
 systems to prevent the capture and recording of the code for duplication purposes.  
 Such systems are typical in alarms, garage door openers and keyless car entry systems.
2.1.14 Control equipment (Unit/Hub): Equipment including switches, relays, indicators  
 and other apparatus necessary for arming, disarming and/or programming intruder  
 alarm system for activating signalling equipment and for indication of faults. 
2.1.15 Control room Transmissions: The transmission of alarm events from a control  
 panel alarm device to a control room. This can be done through a number of cable or  
 wireless transmission methods including RF, GSM, GPRS, IP, PSTN, DSSS.
2.1.65 Delay Zone: A Detection Circuit which when the control equipment is armed will  
 provide a time delay for the purposes of entry and exit arming or disarming. 
2.1.17 Deliberately operated device (e.g. (panic button, glass break call point):  A  
 device permitting the subscriber or his staff  to deliberately create an alarm condition.
2.1.18 Detection circuit: Circuit by means of which one or more detection devices or 
 deliberately operated devices are connected to the control or signalling equipment of an  
 intruder alarm system.
2.1.19 Detection device – electronic (e.g. passive infrared, microwave, glass break 
 detector) : Apparatus or section of wiring intended to detect the entry or attempted  
 entry of an intruder.
2.1.20 Disarming: Putting an intruder alarm system or part of it into such a condition that an  
 alarm condition created by any of the alarm conditions in the disarmed area, will not be  
 registered in the central station (switching off  of alarm).
2.1.21 End of line resistance (EOL): A closed circuit so arranged that at severance or  
 shorting-out of any part of the wiring will cause a detectable change in the resistance of  
 the circuit.
 Double End of Line Resistance (DEOL): A closed circuit so arranged and 
 programmed that the control panel will register an alarm or tamper condition from a  
 detection device when the system is armed or disarmed.
2.1.22 External sounder: Signalling equipment consisting of a sound-producing device.
2.1.23 Follower zone: A Detection Circuit which when the control equipment is armed and  
 subsequently violated, prior to a Delay Zone being violated, results in an instant alarm.  
 Should a delay zone be triggered fi rst, this zone will be treated as a delay zone.
2.1.24 Hybrid system: Intruder alarm System comprising of wireless as well as hardwired  
 components. 
2.1.25 Instant Zone: A Detection Circuit which when the control equipment is armed and  
 subsequently violated, results in an instant alarm. 
2.1.26 Internal sounder: Signalling equipment consisting of a sound-producing device so  
 situated within the protected premises. 
2.1.27 Intruder alarm system: A means of detecting and signalling the presence, entry  
 or attempted entry of an intruder into a protected premise. For the purposes of this 
 By-law, it is specifi cally noted that the use of wireless/wirefree systems is permitted.
2.1.28 Jamming: The transmission of radio signals with the purpose of interfering with the  
 correct operation of wireless networks to disrupt information fl ow, including alarm, GSM,  
 Radio and CCTV equipment in a security installation.
2.1.29 Keypad: A control device used for arming, disarming, programming and status reports
2.1.30 Masking: The deliberate or accidental covering or blocking of a detector where the  
 detector is unable to detect infrared.
 Anti-masking: A detector specifi cally designed to detect the covering or blocking of a  
 detector.
2.1.31 Multi-Shot: A circuit capable of multiple Alarm Conditions during a single arming  
 period. 
2.1.32 Open circuit: A circuit within an intruder alarm system which when closed creates an  
 alarm condition.
2.1.33 Open Circuit device: A device arranged to create an alarm condition by closing an  
 open circuit.
2.1.34 Partition: A programmable feature within a control panel allowing a zone or group  
 of zones to be operated independently from the rest of the system, each partition 
 having its own keypad functions, access codes, account codes, and reporting functions  
 and can be armed/disarmed independently. 
2.1.35 Power supply equipment: Equipment providing power for the retaining of the  
 battery in a good state of charge and for the operation of any component part of an  
 intruder detection system, either independently or through the control equipment. 
2.1.36 Protected premises: That part of the premises under the control of one or more  
 subscriber, to which protection is aff orded by an intruder alarm system. 
2.1.37 Radio transceiver: Bi-directional radio with acknowledgement capabilities.
2.1.38 Radio transmitter: Equipment for the transmission of signals from the protected  
 premises to a central station/control room by radio waves.
2.1.39 Remote: (also known as a keyfob). A wireless handheld transmitting device  
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 used for the purpose of remotely arming and disarming a control panel and other 
 auxiliary functions.
2.1.40 Risk area: (Protected area) Offi  ces, rooms and other areas within the Protected  
 Premises, which either contain or give, access to disposable movable property. 
2.1.39 Signalling Equipment & devices:  Equipment used to communicate information  
 to a Central Station e.g. communicator, radio, etc.
2.1.40 Spread Spectrum: In radio communication, spread-spectrum techniques are 
 methods by which a signal generated is deliberately spread over a number of 
 frequencies, resulting in a signal that provides more secure communications including  
 increasing resistance to natural interference, noise and jamming.
2.1.41 Subscriber: A person or organisation utilising the services of a SAIDSA-approved  
 alarm company for the installation and maintenance of an intruder alarm system. 
2.1.42 Swinger shutdown: whereby a zone or zones are automatically bypassed/shutdown  
 by the system after a pre-programmed number of alarm conditions. (see Multi-Shot)  
2.1.43 Tamper: Any unauthorised entry into component parts of the alarm system and 
 detection devices. 
2.1.44 Trouble condition: An abnormal condition in any part of an intruder alarm system,  
 which must be eliminated to restore correct operation. 
2.1.45 Visual Verifi cation: Visual Verifi cation is the management by exception of an 
 Intruder Alarm Activation at any site being monitored, providing a mean of visually  
 verifying the intruder alarm activation.
 The purpose of Visual Verifi cation is to quickly discriminate a positive alarm that requires  
 urgent attention from any other event that should not be considered as a positive alarm.
 The purpose of Visual Verifi cation is to provide a minimum level of visual information to  
 verify an Intruder Alarm Activation and respond to it accordingly.
2.1.46 Volumetric Detector:  A detector capable of sensing human movement in a volume  
 such as a room.
2.1.47 Web Interface: A user interface which allow users to control and interact with their  
 security installation through a web browser. This can be used for a remote control,  
 system management, visual feedback, and many other functions.
2.1.48 Wireless Transmissions: The transmissions of alarm information from a transmitting  
 device (i.e. detector, magnetic contact or transceiver to a receiving device or console  
 within an approved ICASA RF band.
2.1.49 Zone (Circuit): See closed and open circuit.
                
3. CONSTRUCTION: 

3.1 Intruder Detection system
 The intruder detection system may consist of various detection devices, control 
 equipment, signalling equipment and the necessary power backup equipment for 
 detecting and verifying unwanted intrusion

3.2 Precautions against tampering
3.2.1 The control panel housing cover and electronic detection devices e.g. PIR, glassbreak,  
 etc, must be tamper protected on a 24-hour zone in retail, commercial, industrial and  
 high-risk residential installations. 
3.2.2 The communication devices, antenna, control panel and power supply must be in a  
 protected area. 
3.2.3 Wiring of electronic detectors may not use a common negative. 
3.2.4 The detection devices and other parts of the alarm system shall be so mounted and  
 located to reduce the possibility of interference by mechanical or magnetic means.

3.3 Detection circuits
3.3.1 Every detection circuit forming part of the intruder detection system shall be monitored  
 for fault, trouble, status conditions and display a fault condition during arming. 

3.4 Control equipment
3.4.1. Location and Enclosure
 Where ceiling access is possible, the control panel, radio and antenna shall be installed  
 a minimum of 1,5m below the ceiling, or in an area that is not vulnerable to 
 tampering from within the ceiling void. These devices must be protected by a volumetric  
 detector on an instant zone and must not be visible from the outside of the premises.   
 This will not apply in the stay mode. 
 
3.4.2 System Control Facilities
3.4.2.1 Digital keypads are to be of the data transfer technology type.  
3.4.2.2 The use of a mechanical keyswitch alone, is prohibited.
3.4.2.3 In the case of an intruder alarm system having a keypad as an integral part of the  
 enclosure, this keypad may not be used as the primary control point. The keypad must  
 be in a protected area and must not be vulnerable to tampering.
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 In the case of an intruder alarm system having a keypad as an integral part of the  
 enclosure, it may not be part of the entry/exit area. In the armed state, a person must  
 not be able to gain access to the control panel within the entry delay period. The 
 control panel and battery must not be in an entry/exit delay zone. It is recommended          
 that remote arming or a second keypad be used.

3.4.2.4 Remote Arming 
  All remote arming devices and/or software applications must be encrypted.
 In commercial installations, remote arming is only permissible if the code verifi cation       
 takes place within the control panel using a unique user identifi cation.
3.4.2.5 The client must be clearly informed of any possible risks associated with the use of  
 remote arming.  

3.4.3 Disarming
 When using a time delay on a zone protecting the keypad, such entry delay shall not  
 exceed 30 seconds.  

3.4.4 Arming
 During the arming period procedure, the status of all isolated circuits or faulted circuits  
 shall be easily accessible.

3.4.4.1    Circuit Identifi cation 
 Where more than one detection circuit is used, the control equipment shall be capable  
 of indicating immediately the individual circuit in which the alarm condition occurred, on  
 disarming the control panel.

3.4.4.2 Bypass/Isolation
 Once armed, no bypassed zones shall be indicated on the keypad.

4. EQUIPMENT SPECIFICATIONS 

4.1 Control Panels
4.1.1 The control panel shall be microprocessor controlled; keypad operated.
4.1.2 Where permissible the system may be controlled via remote control as defi ned in  
 3.4.2.4
4.1.3 The control panel must have the capability of storing the last 500 events. 
4.1.4 The event log must not be erasable and/or via downloading.

4.2 Keypad 
4.2.1 The keypad shall have an internal sounder.
4.2.2 Keypads shall be of the data transfer type only.

4.3 Power Supply Equipment
4.3.1 The mains transformer must be in accordance with the electrical and manufacturers  
 specifi cations and as per the design of the system and charging capacity.
4.3.2 It is recommended that all transformers are fused and surge protected.
4.3.3 The control panel must provide a low battery cut-off  of a minimum of 10.2v. (Exclusive  
 of wireless systems)
4.3.4 The use of liquid electrolyte lead acid type or car batteries is not permitted. 
4.3.5 It is recommended that a mains failure or low battery signal is transmitted to the central  
 station.
4.3.6 The cable from the transformer to the control panel must have a minimum core 
 diameter of 0.5mm (Cabtyre)
4.3.7 The transformer shall be correctly earthed according to the manufacturer’s instructions  
 using an electrical earth.
  
4.4 Audible sounders
4.4.1 The audible sounders shall be capable of sounding for a minimum period of three (3)  
 minutes and must comply with the relevant Municipal Regulation.
4.4.2 All sounders must be audible unless agreed to in writing between the client and the  
 installation company.
4.4.3 External sounders shall have their cables monitored for tamper by the control panel.

4.5 Signalling Equipment Systems

4.5.1 To Central Stations/Control rooms.
 The following methods are considered acceptable. Use can be made of one or more of  
 the following. Dual monitoring using diff erent technologies or carrier mediums is 
 recommended.
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• PSTN
• Radio
• GSM Communication 
• TCP/IP
• Spread Spectrum

4.5.2 The radio transmitter and antenna must be correctly installed to manufacturers 
 specifi cations. The DC power cable from the Radio transmitter to the control panel must  
 have a minimum core diameter of 0.5mm (Cabtyre or Ripcord).
4.5.3 Minimum signals i.e. burglary and panic must be monitored separately.
4.5.4 Where required, all communication equipment shall be ICASA approved.
4.5.5 Where any communication mediums are vulnerable or unreliable, a second or alternate  
 method of signalling must be used.
4.5.6 It is recommended that where possible, GSM/GPRS communication is not used as a  
 single communication medium or as a primary means of communication.
  
4.6   GSM Requirements
4.6.1 Where GSM transmitters are used, the GPRS should revert to another network or to  
 SMS signals where signals are weak or high volumes of traffi  c exist on the network.
4.6.2 No pre-paid SIM cards will be permitted.
4.6.3 GSM Clients should be clearly informed that they are being monitored by GSM 
 technology as well as any risks associated with the connection of this equipment to the  
 cellular network. 
4.6.4 Commercial, Retail, Industrial and high-risk residential installations must have Dual  
 monitoring, using diff erent carrier mediums.
     
4.7   General Requirement
4.7.1 Communication cable shall not form part of main wiring harness and shall be run in  
 such a manner as to protect them from tampering or physical damage. Cables to the  
 communications devices must be wired below the ceiling.

5. INSTALLATION AND DETECTION DEVICES      

5.1 Detection zone restrictions
 A detection circuit/zone must consist of only one of the following combinations:

• Five (5) Magnetic contacts (Except in Zone doubling, then 1 magnetic contact only on  
 each zone.)
• One (1) infrared beam or one pair of beams in parallel (dual beam units).
• Two (2) electronic detection devices. (eg. Passive infrared detectors, PIR/MW detectors)  
 (Except in Zone doubling, then 1 electronic detector only on each zone.)
• Two (2) audio detection devices. (eg.  Glassbreak detectors)
• Five (5) electronic shock sensors. 
• Ten (10) anti-tamper detection devices. 
• Five (5) sealed magnetic pull switches with an end-of-line resistor

6.      INSTALLATION AND EQUIPMENT 

6.1 All LED’s within detectors are to be disabled after installation set-up. (Voluntary for  
 residential, compulsory for Commercial installations.)
6.2 All external doors must be protected by a magnetic, electromagnetic, electromechanical  
 or wireless door contact.
6.3 Magnetic contacts may be installed at the hinge side of a window to permit partial 
 opening when the alarm is armed in domestic applications.
6.4 Two stage magnetic contacts can be fi tted to windows to allow for partial opening of  
 the window when the alarm is armed, providing the gap does not exceed 75mm.  
 Unless recessed reed switches are used, these contacts must be installed at the top of  
 the window.  These contacts are not to be placed on an entry/exit zone.
6.5 The use of car batteries, mechanical keyswitches, mechanical vibration switches and  
 shuntlocks (cut out switches) is not permitted. 
6.6 All detectors must be fi xed using wall plugs and screws in mortar bricks, concrete, wood  
 or dry walling. In the case of glass, aluminium, or treated surfaces, a secure 
 attachment method must be used. The use of double-sided tape, cable glue or glue  
 guns are not permitted. Cables must run neatly in such a manner so as to avoid physical  
 damage. All cables that are vulnerable to corrosion and damage as well as external 
 wiring must be suitably protected or placed in conduit.
6.7 All joints must be soldered and insulated or in a junction box containing screw terminal  
 blocks.
6.8 The use of a cigarette lighter or any other fl ame-producing device for the purpose of  
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 soldering, is not permitted.
 Where Radio or GSM units are used, the power cables must be terminated at the 
 battery via a radio battery connection pc board.
6.9 Detector lenses must be suitably fi xed in such a way as to prohibit their easy removal  
 from the outside of the housing.
6.10 Cables within the control panel must be marked and terminated in an enclosure, using  
 solder, crimping ferrules or strip connectors (chocolate blocks).  Cables must be 
 identifi ed either by marking, labelling or colour coding.
6.11 All detector zones must be supervised. Where single end-of-line or double end-of-line  
 monitoring are used, the resistors must to be installed at the detector end of the line,  
 i.e. within the detector.
6.12 Each zone shall be 24-hour tamper protected with the ability to report a tamper to the  
 central station. (Commercial only)
6.13 The event log must be an integral part of the control panel and must not be physically  
 removable.
6.14 All equipment must be installed to manufacturer’s specifi cations.

7. FALSE ALARM MANAGEMENT

7.1 All zones must be multi-shot. It is recommended that the swinger shutdown is disabled  
 or set to maximum in respect of each zone. Where the client requests a lower number  
 of alarm conditions to be set in the swinger shutdown, this must be marked as an  
 exception on the Certifi cate of Compliance.
7.2 It is recommended that outdoor detectors are set to a maximum of 5 alarm conditions  
 on the swinger shutdown within a 24-hour cycle. However, this must be at the
 discretion of the client and in accordance with the contractual obligation.
7.3 It is not recommended that electric fences be connected to alarm system zones, but if  
 done it should be optically isolated from the system or by means of a relay. Standard  
 automation transmitters and receivers are not permitted.

8. WIRELESS SYSTEMS

8.1 Wireless Installation Considerations
8.1.1 When wireless connections are selected, careful consideration should be given to the  
 infl uence of intentional or unintentional transmissions using the same frequency and/or  
 means of signal modulation as those of the transmitting device. Such transmissions may  
 result in receiver units generating tamper or fault conditions or prevent the 
 interconnections from functioning correctly. 
8.1.2 Consideration should be taken of electrical and or mechanical devices within close 
 proximity to wireless devices.

8.2 Low Battery
 When the transmitting device or detector has a low battery condition indicating 
 battery close to end of life cycle and due for replacement, it is recommended that the  
 devices lost from the system due to battery failure, low or dead should be visible, by z 
 zone, either at keypad and/or each device. 

8.3 Environmental considerations
8.3.1 Wireless device tampers must raise immediate tamper events at the keypad and/or  
 off site monitoring. It is recommended that the device ID should be available with all  
 reporting. 
8.3.2 It is recommended that the signal strength should be tested at the point of installation.
8.3.3 it is the responsibility of the installer to assess these environmental factors and plan the  
 installation appropriately. Where environments are not suitable for a reliable wireless  
 installation, wired detectors should be used. 
8.3.4 The client must be clearly informed that natural or manmade environmental changes  
 could aff ect the operation of the system. 
8.3.5 It is recommended that the installer tests the environment for interference by means of  
 a frequency analyser.
 
8.4 Supervision
8.4.1 All wireless alarm systems installed must have the ability to report specifi c activations  
 such as supervision, low battery, and tamper.
8.4.2 The system must have the ability to monitor and communicate RF jamming.
8.4.3 Outdoor detectors must have front and mounting tampers for monitored supervision.  
 (Commercial and High Risk Residential installations)
8.4.4 All devices must be bi-directional. (Commercial and High Risk Residential installations)
8.4.5 Detector & transceiver must have a common battery for reporting purposes.

8.5 Management of RF jamming
8.5.1 The receiving device used should continually monitor the area for any signals that could  
 cause signals from enrolled detectors to be compromised.
8.5.2 It is recommended that the system sends RF jamming or any other signal such as low  
 battery on detectors, more than once to the control room. 
8.5.3 It is recommended that the system uses a second form of communication to send RF  
 Jamming signals or any other signals such as low battery on detectors.

8.6 Hybrid system
8.6.1 It is recommended that at least 30% in Residential and at least 50% in commercial and  
 Industrial to be hardwired, except where bi-directional systems are installed.

8.7 General 
8.7.1 The wireless system shall operate on a South African ICASA approved frequency.
8.7.2 Wireless detectors must include a battery saving feature.
8.7.3 All wireless receivers/repeaters shall be installed within a protected area and protected  
 by a hard-wired or two-way supervised wireless detector.

9. OPERATIONAL PROCEDURES
 When the system is installed, the subscriber shall receive a practical demonstration of  
 the systems full functionality and shall be required to enter alarm user code. An 
 operating instruction manual for the control panel must be available on request. 

10. RECORDS
 The Alarm Company shall maintain accurate records relating to each intruder alarm  
 system installed. 

11. ALARM COMPANY REPRESENTATIVE IDENTIFICATION
 All representatives of the alarm company shall carry an identifi cation card bearing the  
 company name, PSIRA number, photograph and identity number. 

12. CERTIFICATE OF COMPLIANCE
12.1 A SAIDSA certifi cate of compliance must be issued to the client when the intruder alarm  
 system has been installed. The Installation Company must keep duplicate certifi cates  
 for the duration of the contract.
12.2 All certifi cates and/or guarantees provided by the installer will be null and void if any  
 third party, including the user, tampers, adds, removes or replaces any equipment in the  
 installation. SAIDSA must be informed by the installer of any such occurrence.
12.3 Any non-compliance exceptions are to be clearly noted on the certifi cate.

 All rights reserved. No part of this publication may be reproduced or transmitted in any  
 form or by any means, electronic or mechanical, including photocopy, recording, or any
 information storage or retrieval system, without permission in writing from the 
 publishers.
 Every eff ort has been made to ensure accuracy of information at the time of going to  
 print.
 However, the authors and publishers cannot be held responsible for errors or 
 omissions for any reason whatsoever.
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SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

Requirements for a SAIDSA Approved Central Station
for CCTV off-site Monitoring  which includes 24 Hour Active 

Monitoring and/or Alarm Verifi cation Monitoring
Revised 2017

PREAMBLE
The construction of the Central Station is intended to prevent or delay unauthorised entry and to en-
able the occupants to raise an alarm in the event of an attack. These are categorised as follows, the 
requirements of each being dealt with under separate headings:-

1. Construction
2. Permitted Openings
3. Normal Entrance
4. Doors
5. Emergency Exits
6. Glazed Areas
7. Ventilation Inlets and Outlets
8. Alarm Protection to the Central Station
9. Closed Circuit Television
10. Personnel Entry to Central Station
11. Telephone Lines
12. Power Supply
13. Central Station Antenna
14. Relay Sites and Repeater Stations
15. Signals received from a CCTV installation
16. Records
17. Supervisory Checks
18. Procedure Manual
19. Maintenance
20. Stand-by Equipment
21. Data Protection and Storage

1. CONSTRUCTION
 All parts of the fabric of the Central Station shall be of substantial construction. 
 Substantial construction is taken to mean:
1.1 Walls:   At least 230mm of cement mortar brick work or 150mm reinforce concrete.
1.2 Roof/Ceiling:  Suitably reinforced concrete at least 120mm thick, or steel to the 
 equivalent strength.

2. PERMITTED OPENINGS
2.1 Permitted openings only are allowed as specifi ed herein.
2.1.1 Normal entrance
2.1.2 Emergency exits
2.1.3 Glazed areas
2.1.4 Ventilation inlets and outlets
2.1.5 Service inlets and outlets

3. NORMAL ENTRANCE
3.1 A normal entrance shall comprise at least two interlocked doors separated by a lobby.
3.2 Both doors cannot be opened simultaneously.
3.3 The area between interlocked doors may not have other permitted openings.
3.4 The lobby shall be of the same construction as the Central Station.

4. DOORS
4.1 The doors together with their hinges, frames and locking devices shall be of substantial  
 construction.
4.2 Where timber doors are used, both doors shall be at least 44mm thick, and of solid-core  
 construction faced with a mild steel sheet of a minimum thickness of 1,5mm on both  
 sides.
4.3 On an outward opening door, hinge bolts must be used.  All other hinges shall be internal. 
4.4 The locks securing the doors shall be of a high security type. All locks must be installed 
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 to manufacturers specifi cations and must resist a sudden impact.

5. EMERGENCY EXITS
5.1 Emergency Exits shall comply with the requirements above, however, a single door is  
 acceptable and no lobby is required.
5.2 The Emergency Exit door shall be easily opened from the inside. This shall comply with 
 local fi re regulations.
 The Door must be alarmed on a 24 hour non-shuntable zone and must be monitored 
 by a SAIDSA approved Central Station.
5.3 Where timber doors are used, both doors shall be at least 44mm thick, and of solid-core  
 construction faced with a mild steel sheet of a minimum thickness of 1,5mm on both sides.
5.4 The doors must be tamper proof from the outside.

6. GLAZED AREAS
6.1 Any glazed areas shall off er resistance to forced entry at least equivalent to that of   
 three-ply  laminated glass of 15mm thick, in sheets not larger in area than 1,5 square  
 metres. Where glazed areas are larger than 1.5 square metres, they shall off er 
 resistance to forced entry at least equivalent to that of European Standard EN1063 
 BR3-S (SANS1263-3 - 38mm) for internal glazed areas, and BR4-S (SANS1263-3 -52mm) 
 for external glazed areas.  The member must be able to provide a certifi cate from a   
 supplier confi rming the standard of the glazed area installed.  
6.2 Frames and fi xings must be of substantial construction. 
6.3          No opening sections are permitted in the glazed areas.
6.4 Where windows are line-of-sight, suitable Flatex or a minimum of 20mm diamond mesh  
 of metal construction must be fi tted.

7. VENTILATION INLETS AND OUTLETS  
7.1 The cross sectional area of the inlets and outlets shall not exceed 0,02 square metres.  
7.2 It shall be ensured that the interior/staff  of the Central Station are not within direct line 
 of sight from the outside.  Ventilation piping/ducting must be protected by means of 
 suitably constructed right angle elbows/bends.
7.3 Ventilation inlets and outlets shall be suitably protected against physical attack.  
7.4 The inlets must be situated within a protected area or alternatively, be inaccessible.
7.5 Suitable air-conditioning is to be provided in the Central Station.
7.6 Adequate ventilation to be supplied to cycle and replace the air within the Control Room  
 every 30 minutes.

8. ALARM PROTECTION TO THE CENTRAL STATION
8.1 Deliberately activated devices (emergency switches) shall be strategically sited within 
 the Central Station.
8.2 Signalling from the above deliberately activated devices will be directly to the Central Station 
of  another SAIDSA approved Central Station.  Such signalling must be tested weekly.
 
9. CLOSED CIRCUIT TELEVISION
9.1 All permitted openings to the Central Station shall be suitably monitored by vandal resistant  
 closed circuit television cameras.
9.2 Recording of the cameras as per 9.1 above shall be provided at at a minimum of 6 
 frames per second per camera with a history of at least 24 hours with time/date stamp.

10. ENTRY TO CENTRAL STATION
10.1 Where 4 or more operators are utilised in the Central Station, access control should be  
 provided which includes a time event log.
10.2 Entry to the Central Station other than by authorised personnel shall require positive  
 identifi cation by the Central Station operators.  

11. TELEPHONE LINES
11.1 Where Telkom or other service provider regulations and techniques permit there should be  
 a minimum of two exchange telephone lines for voice communication.
11.2 These telephone lines shall be routed separately from the building, underground or 
 concealed.
11.3 One telephone line shall be barred from incoming calls.
11.4 Cellular communications are acceptable, but must be a fi xture.
11.5 In all communications with the police and response companies, a reference number shall  
 be obtained and recorded.
11.6 All records to be kept for a minimum of twelve (12) months.

12. POWER SUPPLY
12.1 The electricity supply may be either from external mains or from a battery standby.  
12.2 In the event of a disruption of the external electricity supply, the stand-by power supply  
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 shall automatically be brought into use without interruption.
12.3 The stand-by supply shall include batteries located within the Central Station, capable of  
 sustaining the monitoring equipment for a period of not less that 24 hours or not less than  
 50 minutes if a standby generator is installed. 
12.4 The standby generator shall have an independent means of starting without leaving the  
 Central Station vulnerable.
12.5 The amp hour capacity of the standby power supply shall be calculated on the basis of the  
 average hourly current drain multiplied by the factor 1.5.  
12.6 Any recharging facility of the standby power supply shall be suffi  cient to provide the 
 maximum  load requirements and to simultaneously recharge the battery from that 
 discharged state to the required capacity within 24 hours.  
12.7 In the event of an interruption in the mains power supply, all equipment essential to the  
 operation of the Central Station shall continue to operate without loss of security or  
 degradation of performance.

13. CENTRAL STATION ANTENNA
  (including any antenna receiving/transmitting RF signals)
13.1 The antenna must be sited within close proximity to the Central Station.  Where this is  
 impractical, then the aerial and any connecting cables should be suitably protected   
 against any mechanical damage or unauthorised interference.
13.2 The antenna shall be protected by suitable electronic intruder detection devices to detect 
 tampering.

14. RELAY SITES AND REPEATER STATIONS
14.1 Where the service provider permits, a comprehensive signal test shall be carried out every  
 hour to ensure the effi  cient working order of all relay sites, repeater stations and receivers  
 and all records of such tests shall be maintained.

15. SIGNALS RECEIVED FROM A CCTV INSTALLATION
15.1 Receipt of a signal from a CCTV installation shall give a visible and/or audible warning.

16. RECORDS
 The following records should be kept in the Central Station.
16.1 Record of visual events received giving details of action taken and response.
16.2 Customer database backups may not be older than 24 hours.
16.3 Electronic on-line back up equipment must be optically and electronically isolated.  It can  
 however remain unplugged and remain this way unless a back-up is being performed.
16.4 All reported incidents shall be available for a period of 36 months.

17. SUPERVISORY CHECKS
17.1 When the Central Station is manned by one operator, provision shall be made for physical  
 or electronic supervisory checks on the operator at intervals not exceeding 30 minutes.  
17.2 Failure of the operator to respond to the checks shall result in an alarm being transmitted.

18. PROCEDURE MANUAL
 There shall be a Central Station procedure manual.  Compliance with this manual should  
 be checked at regular intervals.

19. MAINTENANCE
 An eff ective preventative maintenance programme shall be instituted covering the visual  
 receiving equipment, power supplies, stand-by equipment, relay sites and repeater stations.  
 Tests must be carried out once a week and documented.

20. STAND-BY EQUIPMENT
20.1 Stand-by equipment is to be readily accessible in the company’s premises.  
20.2 Stand-by equipment shall be directly interchangeable and all reasonable precautions   
 shall be taken to ensure that normal uninterrupted Central Station service is provided in  
 the event of essential equipment being faulty or damaged.
20.3 The Stand-by equipment must be alarmed and protected if situated outside the Control  
 Room
20.4 Stand-by equipment shall be dedicated to the CCTV Central Station and shall remain  
 unplugged until required.
 
21. DATA PROTECTION AND STORAGE
21.1 All recorded visuals shall be kept in safekeeping for a minimum of 30 days.
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BY-LAW NO. 7
SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

REQUIREMENTS FOR A SPECIALISED SECURITY SERVICE
Revised 2017

FOREWORD
The purpose of By-Law 7 is to determine a set of minimum standards and requirements pertaining 
to those members who operate a specialised security service and who are off ering, to members of 
the public, a valuable and important service of an extremely dangerous nature. In providing such 
a service the Specialised Service companies are putting themselves and their staff  at great risk and 
it is therefore essential that certain minimum standards are achieved for the protection of both the 
member company, its Offi  cers, its clients and members of the public.
With due regard being given to the exigencies of its business and to circumstances beyond its con-
trol, the duty requirement of the Specialised Service company is to provide a tactical approach in its 
mission to minimise the risk of loss, injury or damage caused by transporting, surveillance, protec-
tion, burglary or attack, with no warranty or guarantee whatsoever that the said Service company 
will succeed in its mission.
Specialised Services for the purpose of this by-law will include all armed reaction services not cov-
ered by Bylaw 3, and shall include the following services: Asset in Transit Services, Bank Security, 
Close Protection Services (where vehicles are used), Surveillance Services (where vehicles are 
used), or any other security service involving the use of vehicles and such service does not fall 
within the ambit of By-law 3.

The requirements of this category of membership are dealt with under separate 
headings:

1.  Premises
2.  Specialised Security Member
3.  Personnel
4.  Specialised Equipment
5.  Vehicles
6.  Firearms
7.  Training
8.  Dispatch Base
9.  Administration
10.  Communications
11.  Contracts

Abbreviations:
SSM :  Specialised Security Member
SSO :  Specialised Security Offi  cer
Act :  The Private Security Industry Regulatory Act 56 of 2001
ID :  Identity Document
SV :  Specialised Vehicle
SS :  Specialised Service
PSIRA :  Private Security Industry Regulatory Authority

1.  PREMISES
1.1  The premises from which the SSM operates must comply with local municipal regulations
 regarding the operation of such a business and proof of this must be made available.
1.2  Where domestic premises are used for satellite bases these must provide a dedicated 
 sector for business and operational purpose and must comply with local municipal and  
 health regulations.
1.3  A satellite base is a premise where Specialised Vehicles (SV) park when out of service, or
 changeovers take place.
1.4  Caravans may not be used as a base of any sort.

2.  SPECIALISED SECURITY MEMBER
2.1  The SSM must be registered, or be a division of a business, registered with the relevant
 authorities.

3.  PERSONNEL
3.1  All partners, directors and employees must be registered individually with the PSIRA as
 specifi ed by the Act.

3.1.1  Specialised Security Offi cers (SSO)
3.1.1.1  The SSO must provide proof that he is authorised to practice as an SSO when prescribed  
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 by statute.
3.1.1.2  Where required the SSO must display proof of identity on his person while on duty or while  
 in uniform. The ID should be in the form of a tag or laminated plastic card and should  
 display the following:-

 Name
 Photograph
 Company name and telephone number
 PSIRA registration number (personal)
 Cards Expiry date
 I.D. Number

3.1.2  The SSO must comply with the Firearms Control Act 60 of 2000, Section 9 or as  
 amended.
3.1.3  The SSO must be issued with a suitable bullet-resistant vest of approved design to be
 either worn by him or available to him while on duty.

4  SPECIALISED SECURITY OFFICERS EQUIPMENT
4.1  While on duty an offi  cer must all times have at least the following equipment with him:-
4.1.1  Firearm
4.1.2  Black pen
4.1.3  Watch
4.1.4  Pocket Book
4.1.5  Bullet Resistant Vest
4.1.6  I.D. Card
4.1.7  Drivers Licence

5  SPECIALISED VEHICLES (SV)
5.1  A SV is a vehicle that is solely dedicated to the purpose of providing the specialised security
 service and specifi cally excludes the use of that SV for the purpose as set out in By-law 3.
5.2  Subject to the operational area of the SSM, the SSM must have a minimum of two (2) SV’s,
 fully equipped, with a minimum of one (1) fully equipped back-up SV.

5.3  The SV may be clearly marked with:-

5.3.1  The Members’ name
5.3.2  Members’ Logo
5.3.3  Telephone number
5.3.4  Specialised security service type

5.4  Where a vehicle roof light is used, this must comply with the Road Traffi  c Ordinance Act.
5.5  SV’s used for asset transit, bank security or any other service where constant 
 communication with a central station is required, shall be permanently fi tted with a 
 two-way radio.
5.6  It is recommended that every SV be fi tted with a GPS tracking device.
5.7  SV’s must at all times have suffi  cient fuel to complete their duties.
5.8  It is the company’s responsibility to discipline staff  members as far as obeying road traffi  c
 rules.
5.9  SV’s must at all times be in good mechanical condition, and be of the correct type for the
 specialised service being off ered.
5.10  Code 3 vehicles are not permitted as SV’s.
5.11  It is recommended that SV’s not be older than three years or exceed 250 000km.
5.12  Back-up SV’s must not be less than one per ten (10) SV’s operating at any one given
 moment.
5.13  Back-up SV’s must be parked at a satellite or dispatch base, and may not be used for any
 other purpose.
5.14  Back-up SV’s must be parked at such a satellite or dispatch base, that if needed, to reach  
 the area to be deployed in within 60 minutes.
5.15  It is recommended that the SV’s be equipped with an all-purpose SABS approved fi re 
 extinguisher.
5.16  Spare wheel, jacks and wheel spanners must be available at all times.
5.17  SV’s must be refuelled within its service area.

6  FIREARMS
6.1  The fi rearm calibre issued to an SSO shall not be less than 9mm Parabellum (9x19) or 38
 Special (.38) calibre.
6.2  All requirements regarding member’s fi rearms must be read in conjunction with the Fire 
 Arms Control Act 60 of 2001 and does not supersede any part thereof.
6.3  SSO’s may be issued non-lethal fi rearms in conjunction with lethal fi rearms, but never be
 issued with non-lethal fi rearms only.
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6.4  If and when a new or current member applies for special security service approval, and  
 such member is not in possession of licensed fi rearms, the member may be approved for  
 this service subject to the following conditions:
6.4.1  Proof of purchase of fi rearms must be submitted to SAIDSA;
6.4.2  Proof of licence application for purchased fi rearms must be submitted to SAIDSA;
6.4.3  Monthly status reports obtained from the central fi rearm registrar must be submitted
 to SAIDSA;
6.4.4  The words “armed” may not appear on any vehicle or literature of the member;
6.4.5  The member may not advertise an “armed” service.
6.4.6  It is the member’s duty to inform the client of the fact that non-lethal services are
 delivered until the approval of fi rearm licences.
6.4.7  The member must make use of non-lethal fi rearms during this period.
6.4.8  Should for whatever reason the application for licences not be granted, the member
 will immediately inform SAIDSA, and approval for this service will automatically be
 withdrawn.

7  TRAINING
7.1  Initial training shall be carried out in terms of the legislation as determined by the 
 controlling body.
7.2  Regular fi rearms training shall be carried out in accordance with PSIRA requirements.
7.3  The fi rearm qualifi cations of the SSO’s and that of the instructor shall be kept on record and
 made available for inspection by SAIDSA.
7.4  Every SSO must qualify with the Member’s fi rearm as per PSIRA requirements.
7.5  It is recommended that SSO’s do fi rst aid and defensive driving courses.

8  DISPATCH BASE
 This requirement is only applicable to the member where constant communication between  
 the SSO and a central station is required.

8.1  Construction
 The requirements must meet with those of SAIDSA By-Law 1 for approved Control Rooms.

8.2  Equipment
 All equipment pertaining to rendering of an eff ective service must meet with the same
 requirements as those of SAIDSA By-Law 1 for approved Control Rooms.

9  ADMINISTRATION
9.1  A register must be maintained and kept up-to-date in the dispatch base containing
 information on each SSO, which may be required in the event of the death or injury of an  
 SSO.
9.1.1  Name
9.1.2  I.D. No
9.1.3  Next-of-kin and telephone number

10  COMMUNICATIONS
10.1  Communication with the SV must be via two-way radio.
10.2  It is recommended that a second means of communication should be used as a back-up for
 when the SSO is away from the SV or if the two-way radio malfunctions or is occupied.

11  CONTRACTS
11.1  A legal contract shall be entered into with the client.
11.2  The contract shall not guarantee a specifi c reaction time.
11.3  The contact shall state that the objective of the specialised service (SS) is to minimise the  
 risk of loss, injury or damage by theft, burglary or attack and not to guarantee exclusion of  
 any of the aforementioned.
11.4  Every SSM must have adequate public liability insurance.
11.5  The SSM Company must comply with the Sectoral Determination in relation to Provident  
 Fund Benefi ts. BY-LAW
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APPROVED INSTALLER
In addition to the general criteria specifi ed under the Membership Section, and in terms of the 
Occupational Health and Safety Act, as amended from time to time, the following additional 
requirements will apply:

1.  The member must:

1.1  At all times, employ directly a minimum of three (3) persons, of which at least one (1)  
 shall be duly registered in terms of the regulations applicable to electric fence 
 installations as set out in the OHS Act, working full time in the electric fence 
 installation and repair industry for a minimum of 2 (two) years, and have installed not  
 less than 50 (fi fty) electric fences, subject to the provision that the Executive committee  
 may waive or allow leniency, if good cause is shown.
1.2  Provide a 24-hour repair service throughout the year;
1.3  Be able to be contacted 24 hours a day telephonically;
1.4  The technical staff  must be competent to install all electric fence equipment in 
 ccordance with SANS specifi cations;
1.5  Suitable replacement equipment required for repairs must be available over weekends  
 and public holidays;
1.6  Installers must be prepared for spot checks at any time by members of the Executive 
 committee or an inspector appointed by SAIDSA for that purpose;
1.7  The premises, from which the approved installer operates, must comply with local 
 municipal regulations regarding the operation of a business from such premises and  
 proof thereof must be submitted;
1.8 A Installers applying to be entered on the Register of Approved Electric Fence Installers  
 must sign an affi  davit confi rming that they are capable of installing and repairing an 
 electric fence to SANS standards, and in addition provide proof of the registered 
 installer in its employ.
1.9  Provide a cancelled example of the certifi cate of compliance issued by the installer;
1.10  The Register of Approved Electric Fence Installers will be updated and issued annually  
 on receipt of the applicable annual subscription fee.
1.11  The use of the approved and registered SAIDSA logo will be subject to the inclusion of  
 the words “Electric Fence Installer” at the botton of the logo wherever it is used, equal  
 in size to words “SAIDSA” inside the logo.

INSTALLATIONS

2.1  All installations and repairs must be done and carried out in accordance with applicable  
 SANS standards as published from time to time;
2.2  Certifi cates of compliance must be issued and copies kept on fi le by the approved  
 installer;
2.3  The installer will provide SAIDSA with a copy of such certifi cate if called upon.

BY-LAW 8
SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

REQUIREMENTS FOR AN APPROVED ELECTRIC FENCE 
INSTALLER & INSTALLATIONS

4 June 2014
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The Operational Requirement (OR) analysis is a critical requirement when purchasing 
and designing a video surveillance system and confi rming the overall eff ectiveness 

of a system. It needs to be clearly defi ned at the outset and unless 
this is clear and precise, the system and resources will have been wasted 

and the system will be ineff ective.

Before we can begin we have to fi rst defi ne the problem and then determine whether a Video 
Surveillance system could be the solution to that problem.
The fi rst questions that need to be asked are, “What do I need to see?” and “Why do I need to 
see it?” and “what will I do with the image when I see it?”

The Operational Requirement must be defi ned in terms of the customers needs and never our 
perception of what we think the customer needs.

The customer needs to be consulted with regards to the required purpose for each camera. These 
categories suggest the correct image size to be achieved for each particular scene, so as to satisfy 
the observation requirement. The speed of target movement in the observation frame must be 
considered, as this aff ects frame rate of the events being observed. Lighting and camera 
performance is important for low light and high contrast scenes.

These observation categories can be classifi ed into four main objectives:
Note that the following method is commonly used with Analogue systems. Network cameras will 
use pixels to defi ne resolution.

Monitoring  (5%)
Monitoring refers to the overall surveillance and control of an area and will provide very little 
detail. The target(s) will occupy at least 5% of the screen height.

Detection  (10%)
Detecting the presence of a subject, whether human or animal simply means that we know it 
is there. It cannot be identifi ed nor can it be recognised and will require further investigation to 
determine whether it is a valid threat. The target will occupy at least 10% of the screen height.

Recognition (50%)
In this instance we have detected the presence of a subject and can identify it as someone we 
can recognise or being a valid threat. We are aware whether it is human or animal but will still be 
unable to identify the subject. The target will occupy at least 50% of the screen height.

Identifi cation (100-120%)
We can now clearly identify the subject in detail, including facial attributes, hair colour, skin colour 
and clothing and is of a suffi  cient quality to compare it to the human subject in real life. The 
target will occupy 100 to 120% of the screen height.

Remember that the above are suggested image sizes and does not mean that it will be impossible 
to recognise or identify a person if the image size is smaller than the 50% or 100% image size. 
There is also no guarantee that a person will be identifi able because they occupy >100% of the 
screen. 

CCTV / VIDEO SURVEILLANCE
Understanding the 

Operational Requirement

With Megapixel cameras, the same results can often be achieved using smaller image sizes due to 
the much higher resolution capabilities.
However, there are multiple other issues that may aff ect the outcome such as lighting and viewing 
angle.

In some cases the customer may only require the system for monitoring purposes. Therefore we 
might use a camera with a wide fi eld of view. 
If this is the only requirement, then the customer cannot expect any of the other criteria such as 
recognition or identifi cation, because only monitoring was defi ned in the Operational Requirement.
In other words, the cameras selected are suitable for monitoring a wide area only and might not 
be suitable for anything else.
If the customer now requires recognition or identifi cation, a new Operational Requirement must 
be defi ned and in most cases the cameras and/or the positioning of the cameras would need to be 
changed.

The importance of a written and signed Operational Requirement cannot be stressed 
enough so that both the customer and the installer are clear and in agreement on 
what is required.

Unless you have defi ned the Operational Requirement, You cannot give a quotation or make a 
product selection. Once the quotation has been accepted by the customer,  then the Operational 
Requirement must be signed off . This must be done before any work commences.

Remember, the Operational Requirement must never be verbal. It is a written agreement between 
the customer and the service provider. Consider the Operational Requirement as a legal 
agreement between the Service Provider and the customer.

The Operational Requirement questions all aspects of the system such as but not limited to some 
of the following: 

• What is the main object of the surveillance. In other words, what does the client expect to 
see. These can be chosen from the list above. Remember that diff erent cameras may be 
used for diff erent threat levels. Therefore each camera must be defi ned in the Operation 
Requirement.

• What is the threat or activity to be monitored and/or recorded. Once again, each camera 
may be diff erent.

• How many cameras and their locations. 
• Frame rates and resolutions for each camera.
• What reaction or response is required on an event.
• Is the system proactive or reactive. i.e. Will the images be viewed continuously by an opera-

tor or recorded for later view.
• What storage system will be used, the length of storage and the storage medium.
• Who will be allowed access to the video footage. Will there be diff erent authorisation levels 

for diff erent people.
• What power supply and/or backup will be available.
• Who will be responsible for repairs and maintenance.
• Are the lighting conditions suffi  cient for day and night if required. Is additional lighting or 

infrared illumination required.
• Is motion detection being used.
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BY-LAW NO. 9
SOUTH AFRICAN INTRUDER DETECTION SERVICES ASSOCIATION

REQUIREMENTS FOR THE INSTALLATION OF 
A VIDEO SURVEILLANCE SYSTEM

Revised 2017

BY-LAW
 NO. 9

PREAMBLE
The purpose of this By-Law is to determine a minimum technical requirement for Video surveillance 
systems that will ensure the appropriate/suffi  cient quality of images under diff erent physical and 
environmental circumstances around residential and commercial sites for monitoring, detection, 
recognition and identifi cation with the purpose of deterrence of potential perpetrators and the 
generation of video footage that will support investigations and successful prosecutions.
The compilation of this By-Law involved consultation between members of SAIDSA; experts in the fi eld 
of Video Surveillance, including amongst other accredited installers, retailers and manufacturers of 
Video Surveillance equipment and other relevant sectors where required. Many local and world 
standards were referenced and included to assist in the compilation and application of this By-Law. 

These minimum requirements can be categorised as follows, and are dealt with separately under each 
heading:

1. Operational Requirement Analysis (OR)
2. Functional requirements
3. Categories and system management
4. Installation guidelines
5. Recording and Monitoring permissions (Privacy)

DEFINITIONS

Video Surveillance System: System consisting of camera equipment, storage, monitoring and 
associated equipment for transmission and controlling purposes.
Surveillance: Observation or inspection of persons, premises or scenes for safety and security 
purposes.
Operation Requirement (OR): A statement of needs based on a thorough and systematic 
assessment of the problems to be solved based on the user requirements and expected results.
Camera: A device containing an imaging component to produce a video signal from a scene.
BNC:  A connector used between coaxial cable and an input/output port, either male or female.
Field of View: The measure of the visible area within the camera’s fi eld of view.
RJ 45: A connection termination used in conjunction with Cat5 and Cat6 cables.
Coaxial Cable:  A cable used to transmit analog signal from a camera to a monitor or DVR. It is 
named coaxial because of its components: a copper core and a woven copper shield.
Compression:  The feature on a DVR, or an IP camera, to compress an image, or make it smaller.
Depth of Field:  The area between the closest and further objects where everything in that area 
appears sharp and in focus.
Digital Video Recorder (DVR):  A device that processes and compresses the images coming in 
from an analog camera and stores them on a Hard Disk Drive.
Network Video Recorder (NVR): a software program that records video in a digital format to a 
disk drive, USB fl ash drive, SD memory card or other mass storage device.and is typically deployed in 
an IP video surveillance system.
Internet Protocol (IP) Camera:  A camera that sends and receives data over the internet.  It 
compresses videos itself, and can store footage directly onto HDDs.
LUX:  The measurement of minimum lighting required for a camera to record.  The smaller the lux, 
the darker the setting the camera can record in. 
Pan, Tilt, Zoom (PTZ) :  A camera that has the ability to pan (move side-to-side), tilt (tilt up and 
down), and zoom (in and out) onto certain objects. 
Power over Ethernet (PoE): a device used to extend an Ethernet or network segment beyond its 
distance limitation which is approximately 100 metres.

1.   OPERATIONAL REQUIREMENT ANALYSIS (OR)
 The Operational Requirement analysis is a critical requirement when designing, testing and  
 confi rming the operational eff ectiveness of the CCTV system. The OR document clearly  
 states:

1.1. What problems need to be solved – the user needs to assist in selection of functional  
 and observation purposes for each camera. These categories are to suggest appropriate  
 image size to aim towards for that specifi c scene, so as to fulfi ll the specifi c observation  
 requirement. The speed of target movement in the observation frame must be considered,  

 as this aff ects frame rate of the events being observed. Lighting and camera performance  
 is important for low light and high contrast scene. If the imagery is to be recorded, 
 playback observation may be aff ected by compression technologies. 

 These observation categories are defi ned as follows:

1.1.2 Monitoring and Control – to oversee a large area or wide fi eld of view; 
1.1.2 Detection – to be alerted to the presence of activity in the fi eld of view;
1.1.2 Observation – to be able to observe characteristics within moderately sized fi eld of view;
1.1.3 Recognition – to be able to identify a known person or object within the fi eld of view;
1.1.4 Identifi cation – to be able to clearly identify an unfamiliar individual or object within the 
 fi eld of view.

1.1 Operational Functions will suggest:
1.1.1 who will monitor the system;
1.1.2 when and where the system will be monitored from;
1.1.3 how the events observed or generated will be handled.

The selections taken here will impact heavily on many of the system and management requirements 
of the Video Surveillance system. A robust operating procedure is imperative for establishing integrity 
of evidence and dealing with legal challenges in court. 

1.2 System requirements
 System features should be suffi  cient to match the minimum Operational Requirement, i.e.
1.2.1 What alert function must the system produce on event detected/triggered, i.e. audible,  
 display, record, log, etc
1.2.2 Display of images, i.e. screen sizes, number of images per display, remote viewing, etc
1.2.3 Recording, i.e. storage media, retention periods, image quality, frame rates, compression  
 technologies, metadata embedded into image, etc
1.2.4 Archiving & Exporting of data for permanent record, i.e. export/archive procedure, media &  
 software needed to view images.

1.3 Management issues.
1.3.1 Constraints, i.e. licensing, regulations, public consultations, etc;
1.3.2 Legal issues, i.e. laws pertaining to Data Protection, Privacy, handling of data for 
 evidentiary proceedings, etc;
1.3.3 Maintenance, i.e. of system equipment, warranties, upgrades, etc;
1.3.4 Resources, i.e. personnel to run system, service contracts, consumables, training costs, etc.
1.3.5 All devices, as required, shall comply with local electrical safety and Energy Effi  ciency 
 regulations as stated by SABS.

2 FUNCTIONAL REQUIREMENTS
2.1 Image Capture
 Video images must be sharp, clear and stable and of a quality suitable for Monitoring,  
 Detection, Recognition or Identifi cation as specifi ed in the Operational requirement. This  
 may include but is not limited to resolution, colour, size of displayed image and frame rate.
2.2 Image Handling
 2.2.1 Presentation
  The displayed image shall be the same as in the original image source, or scaled  
  when extreme resolutions are used. Any object masks, timestamps, camera  
  names or camera numbers produced by the system shall not obscure the 
  required image. This does not include privacy masks.

3. CATEGORIES
 The following categories defi ne the level of security required for a CCTV installation and  
 can be used as a guideline to product selection as well as the requirement in terms of the  
 Operational Requirement. 

3.1  Category 1 -low risk 
 For surveillance of low risks. The system has no protection level and no restriction of access  
 or authority levels. (Minimum Installation standard; Standalone, monitored or off -site 
 monitored.)
3.2  Category 2 - low to medium risk 
 For surveillance of low to medium risks. The system has low protection level and low access  
 restrictions and authority levels. 
3.3  Category 3 - medium to high risk 
 For surveillance of medium to high risks. The system has high protection levels and high  
 access restrictions and authority levels.
3.4  Category 4 - high risk
 For surveillance of high risks. The system has very high protection level and very high 
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 restriction of access and high authority levels. (Protection against tampering, Alarm 
 protection, Fire safety cable, Racks and coding)

4. INSTALLATION GUIDELINES

4.1 Scene and illumination

4.1.1 The area to be viewed must be of such a nature that lighting levels will provide suitable  
 quality images. Where this is not the case, the client is responsible for providing the 
 necessary lighting requirements.
4.1.2 The new or additional light source selected should give acceptable pictures under all likely  
 working conditions.
4.1.3 Illumination over the scene being surveyed should be as even as possible  avoiding any area  
 of very low light illumination. 
4.1.4 Where possible lights should be mounted so that they do not impair the camera picture  
 quality. The preferred position for the light is above the camera. The camera should not  
 view the scene through intense beams of light.
4.1.5 Particular attention should be paid to the direction of illumination. The aim is to produce  
 a maximum of contrast for intruder detection. An object can only be detected if its 
 brightness is diff erent to that of its background.
4.1.6 Prior to commencing work all Safety Requirements should be considered.  
 
4.2 Cable installation

4.2.1 Cable types should be correctly selected as per the manufacturers recommendations. 
 Consideration should be given to possible voltage drops and signal loss.
4.2.2 Cable routes should be planned to provide the shortest practical distance between 
 equipment locations.
4.2.3 All camera cables must be labelled or marked for identifi cation purposes.
4.2.4 Joints in video cables are not permitted.
4.2.5 No sharp bends in Co-axial cables are permitted.
4.2.6 Video cables must not be run closer than 30cm when run in parallel to AC power cables.
4.2.7 Overhead cable runs should be avoided wherever possible. If this is not possible, the 
 clearance height should allow for stretching of the support wire and fi xings should comply  
 with the current standard.
4.2.8 Cables that are vulnerable to corrosion or mechanical damage as well as external wiring,  
 must be suitably protected or placed in conduit, trunking or cable trays. Cables should be  
 suitably protected based on the environment in which they are installed.
4.2.9 Where fi bre optic cables are used, loss fi gures should allow for a minimum of three cable  
 repairs during the life of the system. Bending radius should be within the manufacturer’s  
 specifi cation.

4.3 Hardware installation

4.3.1 Fixings should be in accordance with the manufacturer’s specifi cations.
4.3.2 Where cameras are vulnerable to environmental damage, dust or damp, they must be 
 suitably protected by means of outdoor housings.
4.3.2 Where PoE Extenders are used, they should be suitably protected in termination enclosures.
4.3.3 All terminations must be in suitable IP rated enclosures.
4.3.4 Earthing should take into consideration the possibility of lightning strikes and electrical  
 interference.
4.3.5 Where BNC connectors are used, cable terminations must be permanent and must be 
 correctly crimped and insulated. A crimping tool must be used for this purpose.
4.3.6 For insulation purposes, rubber boots should be used on BNC connectors.
4.3.7 Camera brackets must be securely mounted on a stable surface using suitable fasteners.
4.3.8 Where possible suitable measures must be taken to avoid tampering of cables.
4.3.9 Power supplies must be fused and surge protected. The maximum load must not be more  
 than 80% of the capacity of the power supply.
4.3.10 All power supply equipment shall be correctly earthed according to manufacturers i
 nstructions using an electrical earth.

5. Recording and Monitoring Permissions

5.1  In domestic applications privacy of surroundings must be respected.
5.2  Video recording permission must be requested or specifi cally noted for Public areas.
5.3  Audio recording permission is to be separately authorized from video recording.
5.4  Cameras are not permitted in bathrooms, restrooms, changerooms and bedrooms.

6. OPERATIONAL PROCEDURES
 When the system is installed, the subscriber shall receive a practical demonstration of the  

 systems full functionality. An operating instruction manual for the control panel must be  
 available on request. 

7. RECORDS
 The installation Company shall maintain accurate records relating to each Video 
 Surveillance System installed. 

8. COMPANY REPRESENTATIVE IDENTIFICATION
 All representatives of the installation company shall carry an identifi cation card bearing the  
 company name, PSIRA number, photograph and identity number. 
  
9. CERTIFICATE OF COMPLIANCE
9.1 A SAIDSA certifi cate of compliance for CCTV must be issued to the client when the Video  
 Surveillance System has been installed. The Installation Company must keep duplicate  
 certifi cates for the duration of the contract.
9.2 All certifi cates and/or guarantees provided by the installer will be null and void if any third  
 party, including the user, tampers, adds, removes or replaces any equipment in the   
 installation.  SAIDSA must be informed by the installer of any such occurrence.
9.3 Any non-compliance exceptions are to be clearly noted on the certifi cate.

The following referenced standards documents may assist in the application of this Bylaw. 
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MEMBER DIRECTORY
EASTERN CAPE
ATLAS SECURITY
3 Packer Road, Sydenham, Port Elizabeth
P O Box 2544, North End, Port Elizabeth, 6056
Tel (041) 401-2222  Fax (041) 401-2233
Contact: Mr Robert Kimberger
Email: robert@atlas24.co.za
Website: www.atlas24.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring,
Armed Reaction

FIDELITY ADT (PTY) LTD - GEORGE
114 Pearl Street, Tansumi Industrial, George
Tel:  (044) 801-8600   Fax:  (044) 801-8611
Contact:   Stephen Green
Email:  stephengreen@adt.co.za
Alarm & CCTV installer, Armed Reaction

FIDELITY ADT (PTY) LTD - (Port Elizabeth)
2 Ring Road, Greenacres, Port Elizabeth
P O Box 12480, Centrahil, 6006
Tel: 086 12 12 200  Fax: 086 680 0634
Contact: Steven Green
Email: stevengreen@adt.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring,
Armed Reaction

GAP MANAGEMENT (PTY) LTD
96 Third Avenue, Newton Park, Port Elizabeth
Tel: 041 364 1986   Fax: 041 364 0435
Contact: Willem Oliphant
Email: info@gapmanagement.co.za 
Alarm & CCTV Installer, Alarm & CCTV Monitoring

HARTWIG & HENDERSON
13 Scherwitz Road, Berea, East London
P O Box 19338, Tecoma, 5214
Tel: (043) 726-8742   Fax: (043) 726-6751 
Contact: Ross Hartwig
Email: info@hhalarms.co.za
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

IP DYNAMICS
1 King Edward Street, Newton Park,
Port Elizabeth, 6070
Tel: 087 702 4732 
Contact: Steven De Beer
Email: steven@ipdynamics.co.za
CCTV Installer, CCTV Monitoring

MD SECURE ACCESS t/a Intersec Access
137 Albert Road, Walmer, Port Elizabeth, 6001
Tel: 041 484 5966   Fax:  086 651 9304
Contact:  Mark Momsen
Email:  mark@mdsecure.co.za
CCTV Installer

MSECURE RISK SOLUTIONS
726-728 Govan Mbeki Avenue, North End,
Port Elizabeth, 6001
P O Box 34515, Newton Park, 6001
Tel:   041 811 8499   Fax:  041 484 1885
Contact: Pieter du Bois
Email: pieter@msecure.co.za
Alarm & CCTV Installer, Electric Fence installer, 
Alarm & CCTV Monitoring

MULTI SECRETARIAL SERVICES (PTY) LTD
41 van der Riet Street, Port Alfred
P O Box 424, Port Alfred, 6170
Tel: (046) 624-3708    Fax: (046) 624-1538 
Contact: Mr. C. Millard
Email: multisecurity@telkomsa.net
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

MSECURE RISK SOLUTIONS
726-728 Govan Mbeki Avenue, North End, 
Port Elizabeth, 6001
P O Box 34515, Newton Park, 6001
Tel:   041 811 8499   Fax:  041 484 1885
Contact: Anton Bloemhof
Email: anton@msecure.co.za
Alarm & CCTV Installer, Electric Fence installer,
Alarm & CCTV Monitoring

EASTERN CAPE (Cont’d)

NSA TECHNICAL SERVICES
Unit 8, Sherwood Centre, Kei Street, Sherwood, 
Port Elizabeth
P O Box 24007, Sherwood, 6034
Tel: (041) 450-4986   Fax: (041) 371-5097 
Contact: Mr Anton Swanepoel
Email: anton@nsagroup.co.za
Alarm & CCTV Installer

RED ALERT ALARMS
Chester Road, Sunnyridge, East London
P O Box 1711, East London, 5200
Tel: (043) 703-4700    Fax: 086 809 5420
Contact: Mr M Harvey 
Email: belindad@redalert.co.za
Alarm & Electric Fence Installer, Alarm Monitoring, 
Armed Reaction

RED GUARD SECURITY
33-35 Ebden Street, Queenstown
P O Box 1364, Queenstown, 5320
Tel: (045) 839-7228   Fax: (045) 838-2430
Contact: Mr A van Schoor 
Email: allister@redguardsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

TOPFLIGHT SECURITY SERVICES TRUST
20 Union Ave, Riebeeck Heights, Uitenhage 
P O Box 3016, Riebeeck Heights, Uitenhage, 6231
Tel (041)992-5778   Fax (041)992-5776
Contact: Mr S Baumeister 
Email: shaun@topfl ightsecurity.co.za  
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

WATCHDOG SECURITY 
(DELYN SECURITY SERVICES T/A)
90B Campbell Street, Fort Beaufort
P O Box 161, Fort Beaufort, 5720
Tel: (046) 645-2441 Fax: (046) 645-2441
Contact: Deon Ferreira
Email: delynss@procomp.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

FREE STATE 

BLOEMSEC
28 Kellner Street, Westdene, Bloemfontein
P O Box 12114, Brandhof, 9324
Tel: (051) 430-2010  Fax: (051) 448-6997
Contact: Liesel Opperman
Email: liesel.pa@bloemsec.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction 
(See our display advert)

CORCOMM SECURITY
36 Reitz Street, Kroonstad
P O Box 2260, Kroonstad, 9500
Tel: (056) 215-2231   Fax: (056) 213-4886
Contact: Piet Cordier
Email: piet@corcomm.co.za
Alarm, CCTV & Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction

DEFENSOR ELECTRONIC SECURITY (PTY) LTD
9 Long Street, Hilton, Bloemfontein 
P O Box 183, Bloemfontein, 9300
Tel: (051) 447 0911   Fax: 086 641 7898
Contact: Mr C. Peterson
Email: claudius@defensor.co.za
Alarm & CCTV Installer,  Alarm & CCTV Monitoring, 
Armed Reaction

FIDELITY ADT (PTY) LTD - (BLOEMFONTEIN)
16 Barnes Street, cnr. Collins Road, Arboretum, 
Bloemfontein.
P O Box 28436, Danhof, 9310
Tel:  086 1212 600  Fax: 086 685 9243 
Contact: Deon vd Walt
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

MAYDAY ALARMS
14 Warden Street, Harrismith
P O Box 452, Harrismith, 9880
Tel: (058) 622-1568   Fax: (058) 622-1568
Contact: J H van der Merwe 
Email: jh@maydayalarms.co.za
Alarm Installer, Alarm Monitoring

SECURE ALERT (PTY) LTD 
73 Nelson Mandela Drive, Bloemfontein, 9301
P O Box 2262, Bloemfontein, 9301
Tel: 051 101 1601  Fax: 051 101 1602/3
Contact: Hermi Spangenberg
Email: alda@securiforce.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction

SENFORCE SECURITY (RencapForty t/a)
Cnr. Selbourne & First Avenue, Bloemfontein
P O Box 35188, Faunasig, Bloemfontein, 9325
Tel: (051) 430-0040   Fax: (051) 430-0042
Contact: Willie Hoffman
Email: wh@senforce.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm Monitoring, Armed Reaction
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24-7 SECURITY
8 Philo Road, Wynberg
P O Box 1229, Highlands North, 2037
Tel: (011) 444-2237   Fax: (011) 444-2238
Contact: Mr D de Lima
Email: davidde@24-7security.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction.
(See our display advert)

AAA ALARMS
61a Paul Smit Street, Boksburg North
P O Box 6214, Dunswart, 1508
Tel: (011) 892-0772   Fax: (011) 892-5752
Contact: Mr. Cobus Venter
Email: cobus@aaa-alarms.co.za
Alarm Installer, Armed Reaction

ACCESS SECURITY SYSTEMS
12 George Avenue, Sandringham
P O Box 381, Highlands North, 2037
Tel: (011) 485-1355   Fax: (011) 485-1434
Contact: Mr. Robert Salkow
Email: sales@accesssecurity.co.za
Alarm Installer, CCTV Installer

ADD X TRADING 203 t/a DATAVISION
Shop 3 Dalcrest Centre, cnr. Roer and Tiller Streets, 
Dalpark Ext. 1, Brakpan.
P O Box 1815, Brakpan, 1540
Tel:  (011) 915-6350   Fax: (086) 273-4808
Contact: Sharon Newton
Email: datavision@global.co.za
CCTV Installer

GAUTENG 
AFRIGUARD (PTY) LTD
34 Sandsteen Street, Pendale, Randvaal, 1961
Tel:  016 365 8100   Fax: 016 365 8120
Contact: Karen Schoeman
Email: karen@afri-guard.co.za
Alarm and CCTV Monitoring, Armed Reaction

ANTI INTRUSION MANAGEMENT SA (PTY) LTD
36 Diagonal Street, cnr. 5th Street, La Rochelle, 
Johannesburg
P O Box 1124, Glenvista, 2058
Tel: (011) 681-9700   Fax: (011) 436-2793
Contact: Carl Katzke
Email: gail@aimsecurity.co.za 
Alarm Installer, Alarm Monitoring

APCAN RISK MANAGEMENT 
19 Madeline Street, Florida
P O Box 13, Florida Hills, 1716
Tel: (011) 472-0770   Fax: 086 645 8900
Contact: Mr. Leon Mans
Email: leon@apcan.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction.

AXON SECURITY 
219 Trichardt Crescent, President Park, Midrand
P O Box 7262, Halfway House, 1685
Tel: (011) 315-2870   Fax: (011) 315-0319
Contact: Anika Franklin
Email: accounts2@axonsecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

FREE STATE  (Cont’d) GAUTENG (Cont’d) 

BIDVEST PROTEA COIN 
6 Eddington Crescent, Highveld Technopark,
Centurion
P O Box 68276, Highveld, 0169
Tel: (012) 665-8000 Fax: (012) 665-0042
Contact: Freddy Niehaus   
Email: niehausf@proteacoin.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

BONA ELECTRONIC SOLUTIONS
21 Mandy Road, Reuven, Johannesburg
P O Box 38221, Booysens, 2019
Tel: (011) 210-3500   Fax: (011) 210-3506
Contact: Mr Denver Butler
Email: denver@basixgroup.co.za
Alarm & CCTV Installations

B-SAFE SYSTEMS
78 Fourth Street, Northmead, Benoni
P O Box 12483, Benoryn, 1504
Tel: (0861) 99 11 11   Fax: (011) 425-4407
Contact: Mr. Johann Yssel 
Email: johann@bsafe.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring 

CAPITAL AIR REACTION SERVICES
Hanger 3H, Rand Airport, Germiston
P O Box 18009, Rand Airport, Germiston, 1419
Tel:  (011) 827-0335   Fax:  (011) 827-2295
Contact:  Timothy Yusaf
Email:   timothy@capitalairsa.com
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction (Special Services)

CEDZA SECURITY TECHNOLOGIES
AND PROJECTS (PTY) LTD
207 Esselen Towers, 202 Robert Sobekwe Street,
Sunnyside, Pretoria
Tel:  (012) 112235799   Fax:  086 504 0131
Email:   khoza@cedzatechnologies.co.za
Alarm Installer, CCTV Installer, Electric Fence 
Installer

CELLSECURE MONITORING AND 
RESPONSE (PTY) LTD T/A CMR
237 Zircon Avenue, Lyttelton Manor, Centurion, 0163
P O Box 12259, Clubview, 0014
Tel: 012 644 1285
Email: dave@cellsecuregroup.com
Contact: Dave Scales
Alarm & CCTV Installer, Alarm & CCTV Monitoring

CHANDEL SECURITY SERVICES
454 Moot Street, Hermanstad, Pretoria
P O Box 30269, Wonderboompoort, 0033
Tel: 086 122 6335   Fax: 086 614 0333
Contact: Ms. A Raftopoulos
Email: angie@chandel.co.za
Alarm Monitoring

COAL TECH (PTY) LTD t/a Emis Security
5 Meyer Street, Heidelberg
Postnet Suite #116, P/Bag H607, Heidelberg, 1438
Tel: (016) 341-3131   Fax: (016) 341-6218
Contact: Mr Deon Ardendorff
Email: deon@emis.co.za
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

BAMOGALE ENTERPRISE (PTY) LTD
T/A BAMOGALE SECURITY SOLUTION
55 Makou Street, Monument Park, Centurion
Postnet Suite, 972, Private Bag X 37, Lynnwood Ridge
Tel:   012 541 0106    Fax: 086 656 0900
Contact: Mr Keotshepile Tladi
Email: tshepi@bamogale.co.za
Alarm, CCTV, Electric Fence Installations
Alarm and CCTV Monitoring

BARNEY ADAMSTEIN CONSTRUCTION
T/A HANDZ-ON SECURITY
1067 Gewelhuis Avenue, Allens Nek
P O Box 904, Allens Nek
Tel: (011) 675-0007   Fax: (086) 293-6138
Contact: Mr B Adamstein
Email: badamstein@absamail.co.za
Alarm & CCTV Installer, Electric Fence Installer

BHEKANI ABANTU SECURITY SERVICES
21 Mouton Avenue, Horison, Roodepoort
P O Box 1094, Roodepoort, 1724
Tel (011)760-6669  Fax (011)760-2528
Contact: Landus Armstrong
Email: landus@basecurity.co.zaA
larm & CCTV installer, Alarm & CCTV Monitoring, 
Armed Reaction
(See our display advert)
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GAUTENG (Cont’d)
COGNIZANT SECURITY SOLUTIONS
511 Nupen Crescent, Halfway House Ext 12, Midrand
Tel: (011) 058-8408   Fax: (086) 577 9879
Contact: Ndebele Ngwenya
Email: info@cognizantsolutions.co.za
Alarm Installer, Alarm & CCTV Monitoring, 
Armed Reaction

COLT SECURITY SYSTEMS
119 8th Avenue, Fairland, Johannesburg.
P O Box 731436, Fairland, 2030
Tel: (011) 476-1252   Fax: (086) 571-7819
Contact: Mr Glenn Cartwright 
Email: glenn@coltsecurity.co.za
Alarm & CCYV Installer, Electric Fence Installer

COMBINED PRIVATE INVESTIGATIONS
33 New Road, Halfway House, 1685
P O Box 50172, Midrand, 1685
Tel:  (011) 265-3601   Fax: (011) 265-3602
Contact: Mr Christo Barnard
Email: robertson@combined.co.za
Alarm Monitoring, CCTV Monitoring

COMMUNITY MONITORING SERVICES
Cnr. Louisa & Great North Roads, Benoni
P O Box 15531, Farrarmere, 1518
Tel: (011) 578-8700   Fax: (086) 679 5530
Contact: Gerrit van Heerden
Email: gerrit@cmssa.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

COPWATCH 
220 Ruimte Street, Wierda Park, Centurion
P O Box 3152, Lyttelton South, 0176
Tel: (012) 653-6417   Fax: (012) 653-6706
Contact: Mr AC Myburgh  
Email: bertus@copwatch.co.za
Alarm & CCTV Monitoring, Armed Reaction

CORPORATE INVESTIGATING AND 
VERACITY ASSESSMENTS (CIVA)
57 Migmatite Drive, Zwartkop, Centurion, 
P O Box 55502, Wierda Park, Centurion, 0157
Tel: (012) 643-1924   Fax: (012) 663-4320
Contact: Mr Stefan Hansen 
Email: stefan@civasa.co.za
Alarm & CCTV Installer

CRIME STOP (GSM NEIGHBORHOOD 
PROTECTION SERVICES T/A)
Plot 24, Vereeniging Rd, Heidelburg
P O Box 1135, Heidelburg, 1438
Tel: (016) 341-9004  Fax: (086) 689-3968
Contact: Mrs Suzan Basson
Email: suzancrime@mweb.co.za 
Alarm & CCTV Installer, Electric Fence Installer
Alarm & CCTV Monitoring, Armed Reaction

D&D TACTICAL
66 Bellairs Drive, Glenvista.
P O Box 480, Glenvista, 2058
Tel: (011) 432-6050   Fax: 086 610 3830
Contact: Mr Andrew Ledwick
Email: andrew@dandd.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

DAY ONE TRADING ENTERPRISE
7 Yvonne House, Redwood Road, Bedfordview
P O Box 11229, The Tramshed, 0126
Tel:  082 997 2924   Fax: 086 516 3230
Contact: Manape Malebana
Email: info@dayoneconsulting.co.za
Electric Fence Installer

DAILTRON SECURITY SYSTEMS
29 Wicklow Avenue, Parkview.
P O Box 98374, Sloane Park, 2182
Tel:  (011) 486-4342   Fax: (011) 486-0993
Contact: Mr S Goff
Email: dailtron@tiscali.co.za
Alarm Installer

DIAMOND EDGE SECURITY SOLUTIONS 
(PTY) LTD
1 on Sandler, Sandler Road, Fairmount
P O Box 29649, Sandringham, 2131
Tel: (011) 485-1923   Fax: (011) 485-1958
Contact: Mr M Diamond 
Email: monty@diamondsecurity.co.za
Alarm Installer

DIOPOINT (PTY) LTD
61 Bosbok Road, Sweet Thorn on Beyer’s Offi ce Block, 
Randpark Ridge, Gauteng, 2169
P O Box 1255, Randburg, 2160
Tel: 086 194 9949
Contact: Denvan Fynn
Email: denvan@diopoint.co.za
CCTV Installer

DOWRY SECURITY
175 Ontdekkers Road, Florida
P O Box 47, Florida, 1710
Tel: 086 111 2555   Fax: 086 624 4181
Contact: Riaan De Waal
Email: info@dowrycs.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring
Armed Reaction

ELECT PROTECT RESPONSE (PTY) LTD t/a EPR
38 Fiat Street, Aureus, Randfontein
P O Box 2214, Randfontein, 1760
Tel: 0861 692 195   Fax: (011) 693-6245
Contact: Johan Booysen
Email: jcbooysen@eprsecurity.com
Alarm & CCTV Installer, Electric Fence Installer,
Alarm & CCTV Monitoring, Armed Reaction
(See our display advert)

ENGINEERED SYSTEMS SOLUTIONS 
21 George Storrar Drive, Groenkloof, Pretoria.
P O Box 1699, Groenkloof, Pretoria, 0027
Tel: (012) 460-8240   Fax: (012) 346-5529
Contact: Jorge Morais
Email: jorgem@engsys.co.za
Alarm Installer, CCTV Installer
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GAUTENG (Cont’d)
EPR WEST SECURITY cc
38 Fiat Street, Aureus, Randfontein
P O Box 2214, Randfontein, 1760
Tel: (011) 753-2580   Fax: (011) 693-6245
Contact: Johan Krogh 
Email: pjkrogh@eprsecurity.com
Armed Reaction
(See our display advert)

FIDELITY ADT MONITORING (PTY) LTD
505 15th Road, Randespark, Midrand
Private Bag X5, Westgate, 1734
Tel: (011) 697-7749 Fax: (011) 688-5526
Contact: Venay Maharaj
Email: fscaccpayable.za@fi delity-adt.co.za
Alarm & CCTV Monitoring

FIDELITY ADT (PTY) LTD - JHB
Ulwazi Business Park, 505 15th Road, Randjespark, 
Midrand
P O Box 785396, Sandton, 2146
Tel:(011) 259-3500 Fax:(011) 259-3510
Contact: Johan Joubert
Email:  jjoubert.za@fi delity-adt.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction.

FIDELITY ADT (PTY) LTD - PTA
Ulwazi Business Park, 505 15th Road, Randjespark, 
Midrand
P O Box 95870, Waterkloof, 0145
Tel: 086 12 12 500   Fax: 086 12 12 505
Contact: Willie Meintjies 
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction.

FIDELITY ADT TECHNICAL (PTY) LTD
505 15th Road, Randespark, Midrand
Private Bag X5, Westgate, 1734
Tel: (011) 697-7749  Fax: (011) 688-5526
Contact: Venay Maharaj
Email: fscaccpayable.za@fi delity-adt.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

FIDELITY FIRE SOLUTIONS (PTY) LTD
505 15th Road, Randespark, Midrand
Private Bag X5, Westgate, 1734
Tel: (011) 697-7749 Fax: (011) 688-5526
Contact: Venay Maharaj
Email: fscaccpayable.za@fi delity-adt.co.za
Support Services

FIDELITY SECURITY SERVICES (RO)
1170 Domkrag Street, Robertville.
P O Box 58564, Newville, 1664
Tel: (011) 763-9000  Fax: (011) 672-1965
Contact: Mr K Whateley
Email: kevinw@fi delity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

FUTURIS MONITORING SYSTEMS 
2 van Boeschoten Street, Meyerton
Postnet Suite 7, Private Bag X1003, Meyerton, 1960
Tel: (016) 362-3960   Fax: (086) 631-0304
Contact: Mr Nico le Roux 
Email: nico@futurismonitoring.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

GENESIS SECURITY
68 Oxford Street, Ferndale, Randburg
P O Box 2171, Randburg, 2125
Tel: (011) 326-0886   Fax: 086 503 7113
Contact: Mr Collin Ton 
Email: genesis@iburst.co.za 
Alarm & CCTV Installer
(See our display advert)

GLOBAL TECHNOLOGY SOLUTIONS
Smart Global Campus, 1 Windsor Road, Luipaardsvlei
Private Bag 2002, Krugersdorp
Tel: (011) 662-6510    Fax: (011) 662- 6138
Contact: Trevor Mathenjwa
Email: bidoffi ce@africanglobal.world
CCTV Installer, CCTV Monitoring

GOODWORK SECURITY AND CLEANING 
SERVICES
60 Van Riebeeck Avenue, Edenvale
Tel: (011) 051-5166   Fax: (086) 549 3715
Contact: Sicelo Khumalo
Email: admin@goodworkgroup.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

GUARDARM SECURITY
19 Molyneux Ave, Selcourt, Springs
P O Box 1759, Springs, 1560
Tel: 0861 111 012   Fax: 086 519 1396
Contact: Ilze du Preez
Email: Ilze@guardarm.co.za
Alarm & CCTV Installer, Electric Fence Installer

GAUTENG (Cont’d)

HERCULES ALARMS (PTY) LTD 
1 Sedar Street, Winchester Hills
P O Box 1018, Mondeor, 2110
Tel: (011) 433-2128   Fax: (011) 680-2146
Contact: Mr. H. du Booij
Email: harsecurity@mweb.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

IMC REACTION 
1303 Hartebeestspruit Street, Hatfi eld
P O Box 11853, Hatfi eld, 0028
Tel: (012) 362-5425   Fax: (012) 362-5422
Contact: Barend Buys
Email: admin@imc-reaction.co.za
Alarm Monitoring, Armed Reaction

IMVULA QUALITY PROTECTION (AFRICA) 
(PTY) LTD
5 Wolseley Road, Woodmead East
Postnet Suite #358, Private Bag X29, Gallo Manor, 2052
Tel: (011) 202-7700   Fax: (086) 630 1820
Contact: Mr.Neville Maharaj
Email: nevillem@imvula.net
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

INTELLIDRIVE TRACKING (PTY) LTD 
t/a iPROTECT
Cnr. Mego and Chein Streets, Lewisham, Krugersdorp
P O Box 2183, Ruimsig, 1732
Tel: (011) 955-5248   Fax: 086 602 6629
Contact: Andrew Barnard
customercare@icontrolroom.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Asset Recovery

JALADE MANAGEMENT CC
Unit 13, Northgate Offi ce Park, 
Aureole Street, Northriding
P O Box 1366, Ruimsig, 1732
Tel:  (010) 493-6884  Fax:  (086) 579-6635
Contact:  Riaan Smith
Email:  riaan@jalade.co.za
Alarm & CCTV Installer, Electric Fence Installer

JAMES SYSTEMS CC T/A JAGRO 
SYSTEMS
129 Robyn Street, Jukskei Park
P O Box 2026, Jukskei Park, 2153
Tel: (011) 704-3648   Fax: (011) 462-4471
Contact: Mr James Grove
Email: james@jagro.co.za
Alarm & CCTV Installer

JOHMELIA SECURITY SERVICES 
(PTY) LTD
45 Breytenbach Street, Nigel
P O Box 12204, Selcourt, Springs, 1567
Tel: 011 739 2017    Fax: 086 663 3893
Contact: Christiaan van Zyl
Email: accounts@johmelia.co.za
Alarm & CCTV Installer, Electric Fence Installer
Alarm & CCTV Monitoring, Armed Reaction

LAMBTON TACTICAL RESPONSE
(PTY) LTD
39 Field Road, Lilianton, Boksburg
P O Box 26415, Boksburg, 1458
Tel:   (011) 383-2212
Contact:   Dorne Pretorius
Email:   support@himax.co.za
Alarm Installer,Alarm Monitoring, 
Armed Reaction

LECTRONIC SECURITY SYSTEMS 
& SERVICES
2 Kamferhout Street, East Village, Sunward Park, 
P O Box 19935, Sunward Park
Tel: (011) 913-2104   Fax: (011) 913-2155
Contact: Mr S O’Connor
Email: sean@lectronicsecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction
(See our display advert)

LOCKSECURE (PTY) LTD
7 Victoria Link, Route 21 Offi ce Park, Irene, Pretoria
P O Box 90579, Garsfontein, 0042
Tel: 086 111 2816   Fax: 086 234 7886
Contact: Mr Johan Visagie
Email: info@locksecure.co.za
Alarm Installer

MAFOKO SECURITY PATROLS
1060 Pretoriud Street, Hatfi eld, Pretoria
P O Box 8596, Edleen, 1625
Tel:  (012) 342 0013   Fax: (012) 342 0019
Contact: Moses Motaung
Email: info@mafokosp.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction
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MAXIMUM SECURITY
206 Koos de la Rey Street, Pretoria North
P O Box 52636, Dorandia, 0188
Tel:  (012) 565-5775   Fax: (012) 546-0427
Contact: Mr Gerrit Scheepers
Email: gerrit@maximumsecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

MML ELECTRONIC SYSTEMS 
T/A MML SECURITY
19 Dick Muller Drive, Norkem Park.
P O Box 13155, Norkem Park, 1631
Tel: (011) 972-9115   Fax: (011) 972-5451
Contact: Mr Mike de Lange
Email: mikesnr@mmlsecurity.co.za
Alarm & CCTV Installer, Electric Fence Installer,
Alarm & CCTV Monitoring, Armed Reaction

MONITOR NET
690 Tobie Street, Henopspark Ext.27, Centurion
P O Box 16257, Lyttleton, 0140
Tel: 086 111 7117   Fax: 086 680 8536
Contact: Mr Wynand Grove
Email: wgro@monitornet.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

MPHOSHA CONSTRUCTION PROJECTS CC 
T/A MPHOSHA SECURITY SERVICES
1021 Pretorius Street, Hatfi eld, Pretoria, 0083
Tel: 012 342 3649   Fax: 012 342 8385
Email: info@mphosha.co.za
Contact: Mpho Shabangu 
Alarm Monitoring, Armed Reaction

MR. B. SECURITY SYSTEMS 
8 14th Street, Orange Grove
P O Box 46401, Orange Grove 2012
Tel: (011) 640-3122   Fax: 086 603 3523 
Contact: Mr Better Sibanda
Email: better@mrbsecuritysystems.co.za
Alarm & CCTV Installer, Electric Fence Installer

MUSTEK LIMITED
322 – 15th Road, Randjespark, Midrand, 1685
P O Box 1638, Parklands, 2121
Tel: 011 237 1000   Fax: 086 458 0989
Contact: Mr Peter Bouwer
Email: peterb@mstprojects.co.za
CCTV Installations

MYERTAL TACTICAL SECURITY
25 Commerce Crescent, Kramerville, Gauteng
P O Box 20, Paarden Eiland, 7420
Tel: 086 118 8081   Fax: 086 576 9920
Contact: Mr Amir Tal
Email: info@myertal.co.za
CCTV Installations, CCTV Monitoring

GAUTENG (Cont’d)
NEXTEC INDUSTRIAL TECHNOLOGIES 
(PTY) LTD
EOH Business Park, Golloley’s View, 
1 Osborne Lane, Bedfordview.
P O Box 59, Bruma, 2026
Tel: (011) 607 8100  Fax: (011) 844 3200 
Contact: Mark Stoop
Email: mark.stoop@nextec.co.za
Alarm & CCTV Installer

NTAMO TECHNOLOGIES (PTY) LTD
23 Chasewater Street, New Redruth, Alberton
Tel: 0860 690 712
Contact: Mr. Quentin Louw
Email: admin@ntamotechnologies.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring

PHADIMA SECURITY
Soft Wink Marketing (Pty) Ltd T/A
P O Box 25492, East Rand, 1462
Unit 6 Champion Building,
1 Champion Street, Cason
Tel:   011 568 0120
Contact: Wiehan Van Der Merwe
Email: wiehan@phadima.com
Alarm Installer, Alarm Monitoring

POTHLAKO SECURITY & CLEANING 
SERVICES
17 Railway Avenue, Benoni, 1501  
P O Box 6215, Boksburg North, 1461
Tel: 011 421 6363   Fax: 011 421 5580
Contact: Emily Mamashela
Email: info@pothlakosecurity.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction

PROCUREX ADVISORY SERVICES 
(PTY) LTD
Carlswald Close Offi ce Park, Offi ce Block C 1
P O Box 14000, Vorna Valley,1685
Tel: 010 200 9530   Fax: 086 514 0453
Contact: David Jiyana
Email: david@procurex.co.za
Alarm Installer, CCTV Installer

PROSAFE SECURITY
2 South Main Reef Road, New Era, Springs
P O Box 1703, Springs, 1560
Tel: (011) 362-5590   Fax: (011) 362-5281
Contact: Jocelyn Moss
Email: jocelyn@prosafesecurity.com
Alarm & CCTV Installer, Electric Fence Installer 
Alarm & CCTV Monitoring, Armed Reaction

QUATRO ARMED RESPONSE (PTY) LTD
Libertas Offi ce Park, Block E, 
Cnr. Libertas and The Highway Street,
Equestria, Pretoria
P O Box 1623. Montana Park, 0159.
Tel: 086 127 7277
Contact: Lu Allen Jordaan
Email: talitha@quatroholdings.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction
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GAUTENG (Cont’d)
RED ANT RELOCATION AND
EVICTION SERVICES (PTY) LTD
Plot 96, Kliprivier Station Road, Olifantsfontein,
Eikenhof, Gauteng, 1827
P O Box 5762, Rivonia, 2128.
Tel: 011 444 9226    Fax: 011 444 9320
Contact: Fuzile Balintulo
Email: admin@redantsecurity.co.za
CCTV Monitoring

REMEZ SECURITY SA (Pty) Ltd
59 Western Service Road, Wendywood
P O Box 76171, Wendywood, 2144
Tel: (011) 802-7002   Fax: (011) 802-7006
Contact: Mr Sam Goldstein 
Email: sam@ridgeway.co.za
Alarm & CCTV Installer

S A SECURITY ALARMS & CCTV (PTY) LTD 
1 Cornish Road, New Township, Springs
P O Box 1349, Springs, 1560
Tel: (011) 365-7800/1   Fax: (011) 362-2091 
Contact: N. van Lelyveld
Email: admin@saalarms.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

SAVIKA ARMED RESPONSE
2 10th Road, Kew
P O Box 16233, Dowerglen, 1612
Tel: 086 172 8452   
Contact: Emy Anastassopoulos
Email: emy@savikasec.co.za
Alarm & Electric Fence Installer, Alarm & CCTV 
Monitoring, Armed Reaction

SCANTRONICS SECURITY SYSTEMS & 
EQUIPMENT
202 Rose Ave, Extension 5, Lenasia
P O Box 1048, Lenasia, 1820
Tel: (011) 854-4416   Fax: (086) 670 4393
Contact: Ismail Kholvada
Email: scantron@mweb.co.za 
Alarm & CCTV Installer, Alarm Monitoring

SCORPION RISK SERVICES
1 Sesmylspruit Street, Sunderland Ridge, Centurion
P O Box 11214, Wierdapark South, 0057
Tel:  (012) 646-1029   Fax:  (086) 565-3253
Contact:  Andries Erasmus
Email:  riaan@scorpionrisk.co.za
Armed Reaction

SECUTEL TECHNOLOGIES (PTY) LTD
18 Picaroon Street, Laser Park, Honeydew
P O Box 1457, Allens Nek, 1735
Tel: +27 (10) 0720554  
Contact: Andrew Templeton
Email:  andrew@secutel.co.za
Alarm Installer, CCTV Installer

SIRIUS RISK MANAGEMENT (PTY) LTD
67 Bridge Street, President Ridge, Randburg
P O Box 10, Ferndale, 2160
Tel: 011 781-4356   Fax: 086 569 2765
Contact: Theo Vermaak
Email: theo@siriusrm.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction

SOS PROTECSURE NATIONAL DIVISION
22 Gill Street, Gillview 
P O Box 259, Mulbarton, 2059
Tel: (011) 680-0021  Fax: (011) 680-0261
Contact: Mr. F. Hoosen
Email: fayzel@sosprotec.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

SOUTHWEST SYSTEMS 
(Lansafe Electronic Services t/a)
36 St. James Street, Ferndale
P O Box 1123, Ferndale, 2160
Tel: (011) 792-2649   Fax: (011) 791-2384
Contact: Mr David Maboi
Email: david.m@southwestsystems.co.za
CCTV Installer

SQUADRON VIKELA SECURITY SERVICES
29 De Winaar Street, Halfway House, Midrand
P O Box 2027, Halfway House, 1685
Tel:  (011) 312-3245   Fax:  (086) 762-8028
Email:  info@squadronsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

STALLION SECURITY ELECTRONICS 
(PTY) LTD
4th Floor, Egoli East Building, South Boulevard, Bruma
P O Box 16638, Doornfontein, 2028
Tel: 011 533 8888    Fax: 011 533 8889
Contact: Werner Scott
Email: werners@stallion.co.za
CCTV & Electric Fence installations, 
CCTV monitoring

SYSTEMS CONTROL INTEGRATION SA 
t/a SYSCONTROL SECURE
Northlands Business Park, New Market Ave, Northriding
P O Box 1316, Northriding, 2162
Tel: (086) 111-4453   Fax: 086 687 2511
Contact: Mr. Rudolph Nothling
Email: rudolph@syscontrol.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction
(See our display advert)

TAKE NOTE TRADING 368
43 Corfu Street, 354 Rivonia Boulevard,
Lillipark Offi ce Park, Rivonia
Tel: 011 025 0161
Contact: Mamela Luthuli
Email: mamela@takenoteit.co.za
Alarm & CCTV installation
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GAUTENG (Cont’d)
TELLTALE SECURITY
P O Box 1841, Halfway House, 1685
Tel: (011) 805-2444   Fax: 086 606 9729
Contact:  Michael
Email: telltalesa@gmail.com 
Alarm & CCTV Installer

THOMPSONS KHUSELA (PTY) LTD
271 Voortrekker Road, Monument, Krugersdorp
P O Box 4175, Luipaardsvlei, 1743
Tel: (011) 954-0605   Fax: (011) 954-0649
Contact:  Mr. Cliff Thompson
Email: cliff@thompsec.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

THORBURN SECURITY SOLUTIONS 
(PTY) LTD
285 Albertus Street, La Montague, Pretoria, 7530 
Tel: 012 803 5982
Contact:  Reuben Muller
Email: rmuller@thorburn.co.za
Alarm Installer, CCTV Installer,  
Electric Fence Installer

TRIOTIC PROTECTION SERVICES (PTY) LTD
155 Dumbarton Street, Arcadia, Pretoria, 0083
P O Box 13335, The Tramshed, 0126
Tel: (012) 430-3234   Fax: (012) 430-3238
Contact: Francois Mostert 
Email: info@triotic.co.za
Alarm Monitoring, Armed Reaction

TRIPLE SL TECH CC
43 Corfu Street, Alan Manor, Johannesburg
Tel: 011 683 8311
Mr Enver Subjee
Email: enver@tsltech.co.za
Alarm Installer, CCTV Installer, 
Electric Fence Installer

TROJAN SECURITY
Boskruin Village Shopping Centre 
Cnr. Hawken & President Streets, Boskruin
P O Box 44558, Linden, 2104
Tel: (011) 792-0738  Fax: (011) 792-9148
Contact: Mr. Izak van Zyl  
Email: trojansec@mweb.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

TRSS 24 HOUR REACTION (PTY) LTD
414 Bernie Street, Kya Sands
P O Box 68124, Bryanston, 2021
Tel: (011) 708-1895   Fax: (011) 708-2787
Contact: Mr Renato Ramos
Email: renato@tacticalreaction.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

VAST PROTECTION SOLUTIONS
166 Panorama Road, Rooihuiskraal, Centurion
Tel: 087 575 9404   Fax: 086 471 6434
Contact: Thomas Ngwenya
Email: vastprotection@outlook.com
CCTV Monitoring, Armed Reaction

VUSELA RISK SERVICES (PTY) LTD 
84 Regency Drive, Route 21 Corporate Park, Irene
P O Box 68790, Highveld, 0169
Toll Free: 0861 (VUSELA) 887 352
Contact:  Dirk du Plooy
Email: info@vusela.com
Alarm & CCTV Installer, Alarm & CCTV Monitoring

VUSUBHEKI MANAGEMENT SERVICES
12 Reier Street, Croyden.
Postnet Suite 327, P/Bag X2020, Isando, 1600
Tel: (011) 974 0309    Fax: (011)974 0464
Email: admin@vuzubheki.co.za
Alarm & CCTV Installations

WESIZWE RISK SOLUTIONS (PTY) LTD
32 Boet Kruger Street, Meyerton
P O Box 1221, Meyerton, 1960
Tel: (016) 362 3112   Fax: (016) 362 3157
Email: info@wesirisk.co.za
Alarm Monitoring, Armed Reaction

KWAZULU NATAL

ALPHA ALARMS AND MONITORING CENTRE
17 Thie Road, Isipingo Rail
P O Box 31009, Merebank, 4059
Tel: (031) 902-4133   Fax: (031) 902-5114
Contact: Seshin Govender
Email: seshin@alphaalarms.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

BLUE INTERNATIONAL (PTY) LTD
48 Kings Road, Pinetown
P O Box 2002, Pinetown, 3600
(031) 717-5000  Fax: (031) 717-5014
Contact: Mr Henk van Bemmelen
Email: henkvb@bluesecurity.co.za
Alarm Installer, Alarm Monitoring

BLUE SECURITY
48 Kings Road, Pinetown
P O Box 2007, Pinetown, 3600
Tel: (031) 717-5000  Fax: (031) 717-5014
Contact: Brian Jackson
Email: brianj@bluesecurity.co.za 
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction
(See our display advert)

CIS INVESTIGATIONS & SECURITY 
SERVICES (PTY) LTD
2 Old Main Road, Hluhluwe, 3960
Private Bag X6093, 3960
Tel:  (035) 562-0200    Fax: (035) 562-0910
Contact: Mike Joubert
Email: mike@alpha-security.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

EXCELLERATE MANAGED SERVICES
(PTY) LTD 
43 Sea Cow Lake Road, Springfi eld Park, Durban
P O Box 937, Durban, 4000
Tel: (031) 573-7600   Fax: 086 600 0603
Contact: Derek Lategan
Email: derek.lategan@enforce.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

FIDELITY ADT (PTY) LTD (KwaZulu Natal)
2 Hallifax Road, Pinetown
P O Box 242, New Germany, 3620
Tel: (031) 716-5540   Fax: (031) 701-4641
Contact:  Riaan Buys
Email: rbuys.za@adt.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

G AND P SECURITY
971 Owen Ellis Drive, Port Edward
P O Box 42, Port Edward, 4295
Tel: (039) 311-1117   Fax: (039) 311-1478
Contact: Mr G Bircher
Email: gary@gpsec.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

G4S SECURE SOLUTIONS (SA) (PTY) LTD
17 White House Centre, 13 Chief Albert Luthuli Street, 
Kwa Dukuza
P O Box 121, Kwa Dukuza, 4450
Tel: 0861 911 032   Fax: 086 575 3556
Contact: Mr. Deen Maharaj
Email: deen.maharaj@za.g4s.com
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

IMVULA QUALITY PROTECTION - (AFRICA) 
(KZN) (PTY) LTD
21 Circuit Road, Westmead, Pinetown
P O Box 15657, Ashwood, 3605
Tel: (031) 700-9190  Fax: (031) 700-3690
Contact: Neville Maharaj
Email: nevillem@imvula.net
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

IPSS SECURITY
The Circle, Lower Level, Shop 14a, Ballito
Suite 23, P/Bag X0001, Ballito, 4420
Te: 0861 32 4777  Fax (032) 946-2348
Contact: Mr F. Labidi
Email: frank.l@ipss-security.co.za
Alarm & CCTV Installer, Electric Fence Installer,
Alarm & CCTV Monitoring, Armed Reaction

ISIPINGO ALARMS CC T/A PT ALARMS
13 Old Main Road, Isipingo Rail, Kwa Zulu Natal, 4110 
Tel: 086 999 0557   Fax: 031 912 2547
Contact: Strinvasen Govender
Email: admin@ptalarms.co.za
Alarm Monitoring, Armed Reaction

LINK UP SECURITY 
220 Market Street, Vryheid
P O Box 673, Vryheid, 3100
Tel: (034) 980-8872  Fax: (034) 989-8402
Contact: Mr Jonathon Taylor
Email: jano@linkupsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring

MAGMA RISK SOLUTIONS (PTY) LTD
2 Goodwill Place, Camperdown.
P O Box 101, Camperdown, 3720
Tel: (031) 785-1166   Fax: (031) 785- 1169
Contact: Beverley Naidoo
Email:  techmanager@magmasecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

MARSHALL ELECTRONICS
(MARSHALL ACCESS CONTROL T/A) 
262 Blackburn Road, Durban North, 4051
Tel: 086 162 7732  Fax: 086 511 6711
Contact: Mr Tyron Powell
Email: tyron@marshallsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction
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KWAZULU NATAL (Cont’d)

MEGAFORCE SECURITY SERVICES
Cnr Stuart and Nandi Mtembu Drive, Ballito, 4420
P O Box 6183, Zimbali, 4418
Tel: 086 163 4222   Fax: 032 586 3302
Contact: Amar Baboojee
Email: info@megaforcesecurity.co.za
Alarm & CCTV Installer, Electric Fence Installer,
Alarm Monitoring, Armed Reaction

MZANSI FIRE AND SECURITY 
350 Umbilo Road, Umbilo, Durban
P O Box 18084 Dalbridge, 4014
Tel: (031) 203-5200  Fax: (031) 203-5225
Contact: Nishaal Rawasunker
Email: ops1@mzansifi reandsecurity.co.za
Alarm & CCTV nstaller, Electric Fence Installer,
Alarm & CCTV Monitoring, Armed Reaction

PMB SECURITY
129 Longmarket Street, Pietermaritzburg
Tel: (033) 345-0459   Fax: (033) 342-2709
Contact: Mrs M A Jeffery 
Email: MaryAnn@pmbsecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction
(See our display advert)

PRO5 SECURITY 
147 Deputation Street, Vryheid
P O Box 1785, Vryheid, 3100
Tel: (034) 980-1000 
Contact: Mr JJ Jooste
Email: jj@pro5.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

PRO-SECURE (PTY) LTD
117 Mathews Meyiwa Road, Morningside, Durban
P O Box 5029, Durban, 4100 
Tel: 086 122 7444   Fax: 086 477 1150 
Contact: Mr. Sanjay Mohan
Email: sanjay.mohan@pro-secure.co.za 
Alarm & CCTV Installer, Electric Fence Installer ,
Alarm & CCTV Monitoring, Armed Reaction

QUANTUM X CCTV AND 
NETWORKS (PTY) LTD 
21 Quarry Park Place, Unit 4 Cedar Park
Industrial Estate, Riverhorse Valley, Durban
P O Box 25216, Gateway, 4321
Tel: 031 583 8500
Contact: Cheryl
Email: cheryl@quantumcctv.co.za
CCTV Installer, CCTV Monitoring.

RED ALERT (PTY) LTD (PMB)
50 Link Road, Montrose, Pietermaritzburg
P O Box 11840, Dorpspruit, 3206
Tel: (033) 345-5860  Fax: (033) 345-5868
Contact: Rob Anderson
Email: roba@redalert.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction 

R K SYSTEMS SECURIVISION
Unit 11, Shalee Park, 53 Ebonyfi eld Avenue, 
Springfi eld Park, Durban
P O Box 52531, Moore Road, 4083
Tel: (031) 579-7850  Fax: (031) 579-1899
Contact: Mr Ivor Rixon 
Email: rksystems@rksystems.co.za
Alarm Installer, Alarm Monitoring

SECURELINK (PTY) LTD
68 Old Main Road, Botha’s Hill
P O Box 1100, Linkhills, 3652
Tel: (031) 765-3333  Fax: (031) 765-5575
Contact: Mr Karl Michel
Email: karl@securelink.co.za
Alarm & CCTV Installer, Electric Fence Installer ,
Alarm & CCTV Monitoring, Armed Reaction

SMART SOLUTIONS
401 Queen Elizabeth Avenue, Glenwood, Westridge
P O Box 21517, Bluff, 4036
Tel: (031) 564-1972   Fax: (086) 648-0457
Contact: Mr Neran Bhagwandin
Email: neran.smart@mweb.co.za
Alarm & CCTV Installer

TACTICAL SECURITY SERVICES 
590 Lighthouse Road, Bluff
P O Box 16052, Bluff, 4036
Tel: 0861 911 877  Fax: 086 606 3798
Contact: Mr Martin Botes
Email: admin@tacticalsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction
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KWAZULU NATAL (Cont’d)

TRAP ALARMS
73 Stamfordhill Road, Greyville.
P O Box 47734, Greyville, 4023
Tel: (031) 309-7090   Fax: 031) 309-2137
Contact: Mr A Pillai
Email: anban@trapalarms.com
Alarm Installer, Alarm Monitoring

UNITRADE 1047 CC
t/a ISIDINGO SECURITY SERVICES
33 Riverhorse Road, Riverhorse Valley, Durban, 4017
P O Box 40917, Redhill, 4071
Tel: 031 303 3777   Fax: 031 303 3833
Contact: Mr A Padayachee
Email: info@isidingo.net
Alarm & CCTV Monitoring, Armed Reaction

VERULAM SECURITY SERVICES (PTY) LTD
Shop 2, John Hall Centre, 61 Wick St, Verulum
P O Box 539, Verulam, 4339
Tel: (032) 533-5713  Fax: (032) 533-3393
Contact: Ronny Chetty
Email: johnhall@iafrica.com 
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

WATCHTECH (PTY) LTD
13 Northgate Place, Red Hill, 5041
P O Box 202106, Red Hill, 5041
Tel: 031 569 5453   Fax: 031 569 2625
Contact: Gary Barnet
Email: yakin@nelcor.co.za
Alarm Monitoring, CCTV Monitoring

ACS SECURITY (ACM Security Services t/a)
8 Bester Street, Nelspruit
P O Box 10424, Nelspruit, 1200
Tel: (013) 752-4792   Fax: 086 601 7637
Contact: Mr Johan Kriel
Email: admin@acssecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

EMALANGENI TECHNOLOGIES (PTY) LTD
22 Bulpin Street, Delta Complex, Nelspruit, 1200
P O Box 13336, Nelspruit, 1200
Tel: 013 004 0180   Fax: 086 563 7522
Contact:  Sifi so Magonyane
Email: info@emalangenitech.co.za
Alarm Installer, CCTV Installer

FIDELITY ADT (PTY) LTD – (Nelspruit)
28 van der Merwe Street, Nelspruit
P O Box 95870, Waterkloof, 0145
Tel: (013) 755-4600    Fax: 086 12 12 565
Contact: Francois van Zyl
Alarm Installer, Armed Reaction

FIDELITY ADT (PTY) LTD – (Witbank)
Cnr Watermeyer & Longfellow Streets, Witbank.
P O Box 95870, Waterkloof, 0145
Tel: (013) 697-2285   Fax:(013) 697-2292
Contact: Francious van Zyl
Alarm Installer, Armed Reaction

HITECH SECURITY NELSPRUIT CC
17 Hendrik Potgieter Street, Nelspruit
P O Box 1422, Nelspruit, 1200
Tel: (013) 752-5358  Fax: (013) 752-5358
Contact: Mr J Kerswill  
Email: hitechnsp@mweb.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

J&M BUSINESS SECURITY
Riverside Industrial Park, Waterfall Avenue, Nelspruit
P O Box 608, White River, 1240
Tel: (013) 750-6630   Fax: 086 502 6645
Contact: Shaun Terblanche
Email: shaun@jmsecurity.co.za
CCTV Installer, CCTV Monitoring, Armed Reaction

KASSELMAN BUURTVEILIGHEID
17 Caledon Street, Standerton, Mpumalanga, 2430
P O Box 1331, Standerton, 2430
Tel: (017) 200 1407
E-mail: jk@kvd.co.za
Contact: Jandre Kasselman
Alarm Monitoring, Armed Reaction

MAKSIMUM SEKURITEIT
23/24 Sarel Cilliers Street, Delmas
P O Box 766, Delmas, 2210
Tel: (013) 665-3113  Fax: (013) 665-2115
Contact: Mrs H Coombe
Email: makscoom@netactive.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

MID ALARMS
171 Cowen Ntuli Street, Middelburg.
P O Box 4746, Middelburg, 1050
Tel: (013) 243-5004   Fax: (013) 243-1333
Contact: Drikus
Email: drikus@midalarms.co.za
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

ROMAN BUSINESS MANAGEMENT CC
28 Paul Kruger Street, Trichardt
P O Box 384, Trichardt, 2300
Tel: (017) 638-0523  Fax: (017) 638-1119
Contact: Zelda Swarts
Email: zelda@romanalarms.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

UNICS TECHNOLOGIES
Madison Square, 39 Sitrus Crescent, Nelspruit.
P O Box 12632, Nelspruit, 1200
Tel:  (013) 590 0521   Fax:  086 615 8020
Contact:   Marius Botha
Email:  mbotha@unics.co.za
Alarm & CCTV Installer

VITAL SECURITY
4 Nicol Street, Witbank
P O Box 14331, Leraatsfontein, Witbank, 1038
Tel: (013) 656-6209/6  Fax: (013) 656-6803
Contact: Mr Casper Pretorius
Email: cindy@vital-security.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

MPUMALANGA 
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TOP SECURITY SYSTEMS (PTY) LTD
37 Angel Street, Kimberley
P O Box 1373, Kimberley, 8300
Tel: (053) 831-1958/9   Fax: (053) 831-1958
Contact:  Mr P Hindley     
Email: tss@kimberley.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

NORTHERN CAPE

NORTHWEST PROVINCE

ACTION FORCE T/A WATCHGUARD
1 Roderick Campbell Road, Klerksdorp
P O Box 3113, Freemanville, Klerksdorp, 2573
Tel: (018) 462-5689   Fax: (018) 464-3445
Contact: Mr D Fensham
Email: action@gds.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

ARS SECURITY
128 Kock Street, Rustenburg
P O Box 3003, Rustenburg, 0300
Tel: (014) 592-2277   Fax: (014) 592-2304
Contact: Mr W Nienaber
Email: wimpiears@gmail.com
Alarm Installer, Alarm Monitoring, Armed Reaction

CPI SECURITY (HEKSTRAAT)
43 Ruby Street, Carltonville
P O Box 65, Welverdiend, 2495
Tel: (018) 787-5096   Fax: (018) 787-5096
Contact: Mr T van Zyl
Email: tinus@cpisecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

CSS SECURITY 
41 Connie Avenue Adamayview, Klerksdorp
P O Box 270, Stilfontein, 2550
Tel (018)468 8506   Fax (018)468 34
Contact: Mr G Chatwind
Email: gary@csssecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction 
(See our display advert)

EXTRASEC SECURITY (PTY) LTD
28 Berg Street, Rustenburg
P O Box 7823, Rustenburg, 0300
Tel: (014) 594-1257   Fax: (014) 592-0377
Contact: Mr Werner Kloppers
Email: extrasec@sanconserv.co.za
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

NORTHERN PROVINCE
FIDELITY ADT (PTY) LTD (Polokwane)
129 Marshall Street, Polokwane
P O Box 95870, Waterkloof, 0145
Tel: 086 12 12 570  Fax: (012) 252-1206
Contact: Robin Goveia
Alarm Installer, Armed Reaction

LOSKOP ALARMS
26 Kruger Street, Groblersdal.
P O Box 429, Groblersdal, 0470
Tel: (013) 262-2171   Fax: (013) 262-5823
Contact: Mr Frans vd Berg
Email: loskop.alarms@loskop.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

NORTHERN SECURITY
(Northern Spark Trading t/a)
30 Agatha Street, Tzaneen, 0850
Postnet Suite # 999, Private Bag X 4019, Tzaneen, 0850
Tel: 015 307 6911
Contact: Mr Louis Naude
Email: louis@nstzn.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

URBAN AFRICA PROTECTION SERVICES
14 Yster Street, Ladanna, Polokwane
P O Box 123, Ladanna, Polokwane, 0704 
Tel: (015) 293-0800   Fax: (086) 640-9479
Contact: Mr Jaco Benadie
Email: jbenadie@urbanas.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

FIDELITY ADT (PTY) LTD - (BRITS)
Morgantrust Building, 6 Court Street, Brits
P O Box 95870, Waterkloof, 0145
Tel: 086 12 12 507 Fax: 086 12 12 505
Contact: JC Viljoen
Alarm & CCTV Installer, Armed Reaction

FIDELITY ADT (PTY) LTD - (RUSTENBURG)
146 Kerk Street, Rustenburg
P O Box 95870, Waterkloof, 0145
Tel: 086 12 12 520  Fax: (012) 252-1206
Contact: JC Viljoen
Alarm & CCTV Installer, Armed Reaction

GLADIATOR COMMUNITY PROTECTION 
(PTY) LTD
35 Ada Street, Carletonville
P O Box 6022, Oberholzer
Tel: (018) 786-1330  Fax: (086) 618-9338
Contact: Mr E Potgieter
Email: pottie@gladiator.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

GOLDEN EYE SECURITY
38 Bantjes Street, Lichtenburg.
P O Box 199, Lichtenburg, 2740
Tel: (018) 632-4637  Fax: (018) 632-4637
Contact: Mr F Hammann
Email: goldeneye@xsinet.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction

PPS MONITORING AND REACTION
74 Harrington Avenue, Brits
Postnet Suite #549, Private Bag X5091, Brits, 0250
Tel: (012) 252-4024   Fax: 086 620 0666
Contact: Mr Q. Dunn
Email: ppsreaksie@vodamail.co.za
Alarm Installer, Electric Fence Installer, 
Alarm Monitoring, Armed Reaction, 
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ABC COMPU SECURITY SYSTEMS
Lower ground Floor, Trumali House,
Trumali Road, Stellenbosch
P O Box 1554, Stellenbosch, 7599
Tel: 021 884 4777
Contact: Mornè Uys
Email: reception@abcsecurity.co.za
Alarm & CCTV Installer 
(See our display advert)

ABC GUARDING (PTY) LTD
Lower ground Floor, Trumali House,
Trumali Road, Stellenbosch
P O Box 1554, Stellenbosch, 7599
Tel: 021 884 4777
Contact: Mornè Uys
Email: reception@abcsecurity.co.za
Alarm & CCTV Monitoring
(See our display advert)

ABC SECURITY RESPONSE
Lower ground Floor, Trumali House,
Trumali Road, Stellenbosch
P O Box 1554, Stellenbosch, 7599
Tel: 021 884 4777
Contact: Mornè Uys
Email: reception@abcsecurity.co.za
Armed Reaction
(See our display advert)

WESALARMS 
32 Von Wielligh Street, Rustenburg, 0299
Postner Suite 4177, Private Bag X82323, Rustenburg
Tel (014)592-8364   Fax (014)592-2585
Contact: Hein Vermeulen
E-Mail: hein@wesalarms.co.za
Alarm & CCTV Installer, Electric Fence Installer,
Alarm & CCTV Monitoring, Armed Reaction

NORTHWEST PROVINCE (Cont’d)

WESTERN CAPE

AC SECURITY
21 Riebeeck Street, Worcester
P O Box 667, Worcester, 6849
Tel: (023) 342-7050  Fax: (023) 342-7040
Contact: Herman Bester
Email: herman@acsecurity.co.za
Alarm Installer, Alarm & CCTV Monitoring, 
Armed Reaction

ASTROSEC (PTY) LTD
3 Warrior Crescant, Blackheath
P O Box 31 Blackheath, 7581
Tel: (021) 007-1035   Fax: (021) 007-1035
Contact: Fredo Scribante
Email: fredo@astrosec.co.za
CCTV Monitoring
(See our display advert)

AVENUE RESPONSE
22 Kloof Road, Sea Point, Cape Town.
Tel:  (021) 434-6400   Fax:   (021) 434-1370
Contact:  Alan Strates
Email:  avenueresponse@absamail.co.za
Alarm Monitoring, Armed Reaction
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WESTERN CAPE (Cont’d)

CHARL JACOBS PHANGELA 
SECURITY T/A PHANGELA GROUP
9 Kruger Street, Oakdale, Bellville, 7530
Tel:  (021) 949-9803
Contact:  Gareth Rowe
Email:   gareth@cdfsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

CITY BOWL ARMED RESPONSE
162 Upper Buitenkant Street, Gardens
P O Box 12288, Mill Street, 8010
Tel: (0860) 151515   Fax: (0860) 151516
Contact: Alan Kuseuitsky
Email: alan@citybowlsecurity.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

DEEP BLUE SECURITY (PTY) LTD
Shop 5, Bay Beach Centre, Beach 
Crescent, Hout Bay
Suite 98, Private Bag X4, Hout Bay, 7872
Tel: (021) 790-7901   Fax: (021) 790-0300
E-mail: info@deepbluesecurity.co.za
Contact: Reinier Van Den Bergh
Alarm Installer, Alarm Monitoring, 
Armed Reaction

DISTRICT BASSETT
36 Bloemhof Street, Oakdale, Bellville
P O Box 2914, Durbanville, 7551
Tel: 0861 227 388   Fax: 0861 329 227
Contact:   Johan Hulme 
Email: johan@bassettalarms.co.za
Armed Reaction

DISTRICT WATCH
9 Monte Vista Boulevard, Monte Vista
P O Box 265, Edgemead, 7407
Tel: (021) 559-3024  Fax: (021) 559-3020
Contact: Pierre Gouws
Email pierre@districtgroup.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV Monitoring, Armed Reaction
(See our display advert)

ECONORISK (PTY) LTD
t/a Econorisk Broker Consultants
6th Floor, 19 Louis Gradner Street, 
Cape Town City Centre, Cape Town
P O Box 3428, Rivonia, 2128
Tel: (021) 812 3600
Contact: Bronia Le Roux
Email: bronialr@econorisk.co.za
Support Service Member

ELECTROLARM MONITOR
Cnr Camp Road and Sydow Street, Maitland.
P O Box 272, Maitland, 7404
Tel: 086 15 15 810   Fax: 086 15 15 810 
Contact: Naomi
Email: electrolarm@gmail.com
Alarm Installer, Alarm Monitoring

AVENUE RESPONSE SEA POINT CC T/A 
AVENUE RESPONSE TEAM
303 Soho on Strand, 128 Strand Street,
De Waerkant, Cape Town, 8001
Tel:  021 434 4400  Fax: 021 434 0622
Contact: Michael Bracale
Email: michael@responseteam.co.za
Alarm Installations, Armed Reaction

BASSETT BURGLAR ALARMS
36 Bloemhof Street, Oakdale, Bellville
P O Box 2914, Durbanville, 7551
Tel: 0861 227 388  Fax: 0861 329 227
Contact: Mr. Johan Hulme
Email: johan@bassettalarms.co.za
Alarm & CCTV Installer, Electric Fence Installer, 
Alarm & CCTV  Monitoring, Armed Reaction
(See our display advert)

BUZZARD SECURITY SYSTEMS 
49 Links Drive, Pinelands, 7405
Tel: (021) 531-9729   Fax: (021) 531-7114
Contact: Mr Andrew Bowes
Email: buzzard@telkomsa.net
Alarm & CCTV Installer

CAPITAL SECURITY SERVICES
56 Russell Street, Worcester
P O Box 1089, Worcester, 6849
Tel: (023) 347-3827   Fax: (023) 342-8180
Contact: Mrs J Saayman
Email: janeke@capitalservices.co.za
Alarm & CCTV Installer, Alarm Monitoring, 
Armed Reaction

FANG FENCES & GUARDS
4 Heath Circle, Blackheath
P O Box 141, Blackheath, 7581
Tel: (021) 905-1204  Fax: (021) 905-1919
Contact: Mr John Swart
Email: info@fang.co.za
Alarm & CCTV Installer, Electric Fence Installer

FIDELITY ADT (PTY) LTD - (Cape Town)
5 Louwtjie Rothman Ave, N1 City, 7405
Private Bag X104, N1 City, 7463
Tel:(021) 512-2126   Fax: (021) 508-8648
Contact: Peter Kruger
Email: pekruger.za@fi delity-adt.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction.

FIDELITY ADT (PTY) LTD (Hermanus)
Unit 2, Mussell Centre, Mussell Road, Hermanus
P O Box 582, Hermanus, 7200
Tel: 086 12 12 306  Fax: 086 12 12 308
Contact: Peter Kruger
Email: pekruger.za@fi delity-adt.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction.

GORDONS BAY SECURITY TRUST 
2 Link Road, Mansfi eld Industrial, Gordons Bay
P O Box 1264, Gordons Bay, 7150
Tel: (021) 856-0214   Fax: (021) 856-0213
Contact: Matthew Williams
Email: matthew@gbsec.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction

WESTERN CAPE (Cont’d)

HALT GROUP (PTY) LTD
27 Main Road, Durbanville.
P O Box 2031, Durbanville, 7551
Tel: (021) 975-1503   Fax: 086 509 1503
Contact: Lesley Kotze
Email: lesley@haltsecurity.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

INTEGRATED IP SOLUTIONS 
87 Klipfontein Road, Rondebosch, 7700
Tel: 0861 555325
Contact: Gareth Castle
Email: gareth@iipsolutions.co.za
Alarm & CCTV Installer

KEEP ELECTRONICS (PTY) LTD
23 Stibitz Street, Westlake Business Park, Westlake, 
Constantia, 7945
P O Box 31567, Tokai, 7966
Tel: (021) 702-1102   Fax: (021) 701-2877
Contact: Susan Fitchat
Email: susan@keep.co.za
Alarm Installer, CCTV Installer

MEYER COMMUNICATIONS (AFRICA) CC
Trading as MeyCom
A103 Westlodge, 198 Imam Haron Road, Claremont.
P O Box 44778, Claremont, 7700
Tel: (021) 683 6258   Fax: (021) 683 6409
Contact: Roshen Kajie
Email: info@meycom.co.za
Alarm Installer, CCTV Installer
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M SEC SECURITY (GEORGE)
92 Meade Street, George
P O Box 433, Hartenbos, 6520
Tel: (044) 873-0977   Fax: (044) 873 5761 
Contact: Pieter Nel
Email: info@msec.co.za
Alarm Installer, Armed Reaction

M SEC SECURITY (MOSSEL BAY)
4 Bolton Street, Voorbaai, Mosselbay
P O Box 433, Hartenbos, 6520
Tel: (044) 695-0888   Fax: (044) 695-1416 
Contact: Pieter Nel
Email: henniesch@msec.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

M SEC SECURITY (OUDTSHOORN)
Langenhoven Street, Oudtshoorn
P O Box 433, Hartenbos, 6520
Tel: (044) 873-0977   Fax: (044) 873 5761 
Contact: Pieter Nel
Email: info@msec.co.za
Alarm Installer, Armed Reaction. 

PINEWATCH - ZONEWATCH
T.Blatherwick t/a
Pinewatch Place, 4 Camp Road, Maitland.
P O Box 272, Mailtand, 7404
Tel: 086 1515 800   Fax: 086 1515 810
Contact: Thomas Blatherwick
Email: info@pinewatch.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

PREMIER ARMED RESPONSE
Online Security Systems t/a 
395 Main Road, Kirstenhof.
P O Box 30586, Tokai, 7966
Tel: (021) 701-7777   Fax: (021) 701 7778
Contact: Mr Richard Frost
Email: richard@onguard.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction

PRINCETON SECURITY (PTY) LTD
Upper Level, St Peters Square Mall, Main Road,
Observatory
P O Box 60284, Tableview, Cape Town, 7441
Tel: 021 448 9030   Fax: 021 448 2782
Contact: Darrell Friggens
E-mail: darrell@princeton.co.za
Alarm Monitoring, Armed Reaction

RHOTECH (Rhode Security & Fire t/a)
6 Kahler Street, Idas Valley, Stellenbosch
P O Box 3296, Matieland, University of Stellenbosch, 
Tel: (021) 886-5844   Fax: (021) 886-5844
Contact: Mr William Rhode
Email: rhotech@telkomsa.net
Alarm & CCTV Installer

WESTERN CAPE (Cont’d)
SAFE N SECURE
11 Avenue Road, Woodstock
P O Box 1357, Seapoint, 8060
Tel: (021) 486-1820   Fax: (021) 448-1774
Contact: Mr Mark Finch
Email: mark@safensecure.co.za
Alarm & CCTV Installer

SECURE RITE SECURITY (PTY) LTD
34b Victoria Street, Somerset West
P O Box 2666, Somerset West, 7129
Tel: 086 010 3099  Fax: (021) 852-3852
Contact: Mr Craig Austen
Email: craig@securerite.co.za
Alarm & CCTV Installer, Alarm & CCTV Monitoring, 
Armed Reaction
(See our display advert)

SECURITAS SA (PTY) LTD
Century City House, No.1 Park Lane
Grand Central Precinct, Century City 7446
Tel: 021 552 6889 
Contact: Mr Marinus Boshoff
Email: marinus@centuryciity.co.za
CCTV Monitoring

SECURITY & INVESTIGATION SERVICES
(SRA Consultants t/a)
Unit 61, Frazzitta Park, Freedom way, 
Montague Gardens
Tel: (021) 555-1703   Fax: (021) 555-1709
Contact: Steven Meyer
Email: steven@siservices.co.za
Alarm Installer, Alarm Monitoring

SSCINFRASEK (PTY) LTD
Unit 6, Park Alpha, 6 du Toit Street, Belville.
P O Box 1132, Sanlamhof, 7532
Tel: (021) 949-9000   Fax: (021) 948-3574  
Contact: Mr I. Venter
Email: isak@ssc1.co.za
Alarm & CCTV Installer

WESTERN CAPE (Cont’d)
STAR ALARMS / STAR RAPID 
RESPONSE
62 Blouberg Road, Table View.
P O Box 22, Table View, 7441
Tel: (021) 557-1455   Fax: (021) 557-1539
Contact: Mr. C van Rensburg
Email: craig@staralarms.co.za
Alarm & CCTV Installer, Alarm & CCTV 
Monitoring, Armed Reaction

TECHRIS TECHNICAL SOLUTIONS
235 Second Avenue, Lotus Rivers, Cape Town
P O Box 473, Plumstead, 7801
Tel: (021) 706-1043   Fax: (021) 706-1043
Contact: Clint Williams
Email: info@techris.co.za
Alarm Installer
(See our display advert)

THE ALARM GUY
25C Calcutta Street, Paarden Eiland
Tel: (086) 100-0772   Fax: (086) 563-3587
Contact: Mr. Ross Goodall
Email: ross@thealarmguy.co.za
Alarm & CCTV Installer

TZARS SECURITY SOLUTIONS 
(PTY) LTD
3 Hullet Street, Plankenberg, Stellenbosch.
P O Box 702, Stellenbosch, 7599
Tel: (021) 886-6204   Fax: (021) 886-4523
Contact: Zarina Osman
Email: zarina@tzars.co.za
Alarm & CCTV Installer.

VAULT AND SAFE SERVICES
100 Escallonia Street, Montana.
P O Box 908287, Montana, 0151
Tel: (021) 548-7793 
Contact: Lynette Malan
Email: lynette@v-a-s.co.za
Alarm & CCTV Installer, Electric Fence Installer

VETUS SCHOLA BOLAND (PTY) LTD
12 Meltz Centre, Somerset West.
Tel: (021) 852-5425 Fax: (021) 914-5803
Contact: Anand
Email: anand@vetusschola.co.za
Alarm Installer, Alarm Monitoring, Armed Reaction.

YZERFONTEIN ARMED 
RESPONSE
63F Duckitt Street, Yzerfontein, Cape Town
P O Box 142, Yzerfontein, 7351
Tel: (022) 451 2747  Fax: 088 022 451 2747
Contact: Alfi e Van Litsenborgh
Email: yzerfonteinarmedresponse@telkomsa.net
Armed Reaction
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AFFILIATE MEMBERS

AC/DC DYNAMICS
Tel: (010) 202-3300    Fax: Fax: 086 647 1776

ADI GLOBAL DISTRIBUTION
Tel: (011) 574-2500    Fax: (011) 574-2539

CELLSECURE HOLDING (PTY) LTD
Tel: (012) 664-1285    Fax: (086) 688-1351

ELVEY SECURITY TECHNOLOGIES
(Incorporating TPA)
Tel: (011) 401-6700    Fax: (011) 401-6753
(See our display advert)

FOX ELECTRONICS (PTY) LTD
Tel: (011) 452-8565    Fax: (011) 452-5376

FSK ELECTRONICS SA (PTY) LTD
Tel: (011) 477-2600    Fax: (011) 477-2696

HITEK SECURITY DISTRIBUTORS 
(PTY) LTD
Tel: (021) 946-3344    Fax: (021) 981-7406

INHEP ELECTRONICS HOLDINGS 
(PTY) LTD
Tel: (031) 705-1373     Fax: (031) 705-4445
(See our display advert)

INTERTRADE SECURITY 
DISTRIBUTORS
Tel: (041) 586 0730    Fax: (041) 586 0732

M A M I
Tel: (011) 452-4737    Fax: (011) 452-4738

MIA TELECOMMS (PTY) LTD
Tel: (011) 799-7720   Fax: (011) 799-7721

MORIBULA INVESTMENT 
SOLUTIONS
Tel: (086) 166 7428   Fax: (086) 694 3721

NAVIC (PTY) LTD
Tel:  (011) 782 6973   Fax: (011) 782 6972

NEMTEK (PTY) LTD
Tel: (011) 462-8283    Fax: (011) 462-7132
(See our display advert)

OLARM (PTY) LTD
Tel: (021) 009 0911

ORYX SYSTEMS
Tel: (011) 367-5500    Fax: (011) 705-2221
(See our display advert)

RADIO DATA COMMUNICATIONS
Tel: (011) 452 1471   Fax: 011 452 1503
(See our display advert)

REGAL DISTRIBUTORS SA (PTY) LTD
Tel: (011) 553-3300    Fax: (011) 553-3380
(See our display advert)

SYSTEC
Tel:   (011) 782 6973   Fax: (011) 782 6972

VIDEOFIED   
Tel: (087) 820 7010   Fax: (086) 504 4803
(See our display advert)

VIX NET AFRICA (PTY) LTD
Tel: (011) 100-1960    Fax: (011) 234-9591
(See our display advert)
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